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Summary of Conditions Found
Shell Condition Assessment Survey

Interior Areas

A survey of all accessible interior spaces adjacent to the underwater hull,
including the interior structure in those spaces, was conducted using Hull
Structure MRC 1102 and a DELMHORST model BD-2100 moisture meter. The
survey was at the request of the Ship’s Force. The survey was conducted from
11/12/01 through 11/21/01 at Norfolk Naval Station. 

The attached list reflects areas found to be historically prone to corrosion
on FFG 7 class vessels and the conditions found on USS NICHOLAS during this
survey. Repair recommendations are predicated on the next docking cycle being
in 10 years. Based on a review of the levels of corrosion cited on sister hulls, the
USS NICHOLAS is in better than average condition. The AUXILIARY
MACHINERY ROOM No. 3 (5-292-0-E) was the area found to be in the poorest
condition. Approximately 36 square feet of shell was found thinned or severely
pitted. In the AUXILIARY PROPULSION ROOM (4-100-0-E), the bilge area
under the APU Power Panel is not accessible without lifting the panel. This area
should be scrutinized after the panel is removed to determine if repairs are
needed. The other machinery spaces had significant areas of surface corrosion,
but minimal structural deterioration. The Main Engine Room was very well
maintained. In most of the machinery spaces, lagging at or below the bilge level
and surrounding the various overboard connections was usually saturated and the
shell and structure behind it was found corroded. A review of the specifications
for shell insulation coverage requirements may reduce the amount of corrosion in
these areas. 

Many of the miscellaneous spaces showed no signs of corrosion at all. All
insulated spaces surveyed were randomly checked with the moisture meter. 

The Survey Results and Specific Areas of Corrosion sections provide
additional details.
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USS NICHOLAS (FFG-47) STRUCTURAL INSPECTION RESULTS
SATISFACTORY AREAS 

LOCATION NAME AREA RESULTS
3-36-2-T TRUNK TRUNK SATISFACTORY
3-40-2-A CPO STOREROOM COMPARTMENT SATISFACTORY
3-46-1-A SPECIAL CLOTHING

STOREROOM
COMPARTMENT SATISFACTORY

3-48-2-A MEDICAL STOREROOM No. 1 COMPARTMENT SATISFACTORY
3-56-0-A DECK GEAR STOREROOM COMPARTMENT SATISFACTORY
3-92-1-Q FORWARD 400 HZ COMPARTMENT SATISFACTORY
3-100-0-L CREW BERTHING COMPARTMENT SATISFACTORY
3-140-2-L RCN LOUNGE COMPARTMENT SATISFACTORY
3-180-2-C SWITCHGEAR ROOM COMPARTMENT SATISFACTORY
3-180-5-A DRY PROVISION STOREROOM COMPARTMENT SATISFACTORY
4-48-2-L PASSAGEWAY COMPARTMENT SATISFACTORY
4-56-0-M SMALL ARMS MAGAZINE COMPARTMENT SATISFACTORY
4-56-2-A FORWARD LIGHT LOCKER COMPARTMENT SATISFACTORY

AFT STG AFT STBD STOREROOM COMPARTMENT SATISFACTORY
AFT STG STOREROOM FWD OF
5-390-1-A

COMPARTMENT SATISFACTORY



USS NICHOLAS (FFG-47) STRUCTURAL INSPECTION RESULTS
UNSATISFACTORY AREA SPECIFICS

LOCATION NAME AREA RESULTS ACTION

3

3-32-1-K FLAMMABLE LIQUID
STOREROOM

COMPARTMENT DECK COATING
DETERIORATING IN
AFTER STARBOARD
CORNER

CLEAN AND PRESERVE
DECK.

3-84-0-E AIR CONDITIONING
MACHINERY ROOM

PORTSIDE SHELL,
FR 84-100, DECK
TO 2ND
LONGITUDINAL
ABV DECK

BULKHEAD LAGGING
FAILS MOISTURE
CONTENT AND
BULKHEAD,
LONGITUDINALS AND
DECK REQUIRE
PRESERVATION.

REPLACE LAGGING,
CLEAN AND PRESERVE
SHELL, FWD/AFT
BULKHEAD, SHELL
LONGITUDINALS AND
FRAMES AND 6 INCHES
OF DECK SURFACE
ALONG THE SHELL
PLATING AT LOCATION
NOTED.

3-84-0-E AIR CONDITIONING
MACHINERY ROOM

EDUCTOR BILGE
POCKET
CENTERLINE FWD
FR 100

BILGE POCKET
PRESERVATION
UNSATISFACTORY.

CLEAN AND PRESERVE
CENTERLINE BILGE
POCKET.

3-84-0-E AIR CONDITIONING
MACHINERY ROOM

BULKHEAD FR 100,
DECK TO 18
INCHES ABOVE
THE DECK,
INBOARD
BULKHEAD OF 3-
92-1-Q TO
PORTSIDE SHELL

LAGGING FAILS
MOISTURE CONTENT.

REPLACE LOWER 18
INCHES OF BULKHEAD
LAGGING, CLEAN AND
PRESERVE BULKHEAD
AND STRUCTURAL
MEMBERS AT LOCATION
NOTED.

3-100-1-L CPO OVERFLOW
BERTHING

JOINER BULKHEAD
BTWN 3-100-1-L
AND 3-113-0-L/3-
100-0-L, STBD
SHELL TO INBD
ACCESS TO 3-113-
0-L

DETERIORATED/
HOLED JOINER
BULKHEAD AT
MARRIAGE LINE 6
INCHES ABOVE DECK

REPLACE LOWER 12
INCHES OF JOINER
BULKHEAD AND
COAMING AT LOCATION
NOTED.  REMOVE AND
REPLACE DECKING IN 3-
113-0-L TO SUPPORT
REPLACEMENT OF
JOINER BULKHEAD AND
COAMING.

3-113-0-L CREW'S
WASHROOM AND
SHOWER

STARBOARD
SHELL, FR 113-125,
DECK TO 12
INCHES ABV DECK

LAGGING FAILS
MOISTURE CONTENT.

REMOVE/REINSTALL
SHEATHING UP 12
INCHES FROM THE
DECK, REPLACE SHELL
AND STRUCTURAL
MEMBER LAGGING,
CLEAN AND PRESERVE
SHELL, SHELL FRAMES
AND LONGITUDINALS AT
LOCATION NOTED.

3-113-0-L CREW'S
WASHROOM AND
SHOWER

SHOWERS DECKING LOOSE. SEE NOTE ABOUT
DECKING REMOVAL IN
3-100-1-L
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3-140-1-A CLEANING GEAR
LOCKER

STARBOARD
SHELL, FR 140-148,
DECK TO 48
INCHES ABV DECK.

LAGGING MOISTURE
CONTENT NEAR
ALARM CONDITION.

REPLACE LOWER 48
INCHES OF SHELL AND
STRUCTURAL MEMBER
LAGGING, CLEAN AND
PRESERVE SHELL AND
STRUCTURAL MEMBERS
AT LOCATION NOTED.
INCLUDE IN
REPLACEMENT 12
INCHES OF THE FWD
AND AFT BULKHEADS
FROM DECK TO 48
INCHES ABV DECK.

3-140-1-A CLEANING GEAR
LOCKER

DECK FROM
STARBOARD
SHELL TO 12
INCHES INBD
SHELL, FR 140-148

DECK BELOW
TERRAZZO
SUSPECTED OF
DETERIORATION.

REMOVE/REINSTALL
TERRAZZO, CLEAN AND
PRESERVE DECK, UT
DECK/SHELL
INTERFACE AND
REPLACE DECK/SHELL
IAW UT RESULTS.

3-154-1-Q PIPING SPACE STARBOARD
SHELL, DECK TO 72
INCHES ABV DECK,
AFT BULKHEAD TO
60 INCHES FWD OF
AFT BULKHEAD.

LAGGING FAILS
MOISTURE CONTENT.

REPLACE SHELL AND
STRUCTURAL MEMBER
LAGGING, CLEAN AND
PRESERVE SHELL AND
STRUCTURAL MEMBERS
AT LOCATION NOTED.

3-156-2-Q PIPING SPACE PORTSIDE SHELL,
FR 158-162,DECK
TO 4 INCHES ABV
DECK.

LAGGING FAILS
MOISTURE CONTENT.

REPLACE SHELL AND
STRUCTURAL MEMBER
LAGGING, CLEAN AND
PRESERVE SHELL AND
STRUCTURAL MEMBERS
AT LOCATION NOTED.

3-196-2-A SHIP STORE
STOREROOM

PORTSIDE SHELL,
FR 201-
204,OVERHEAD TO
72 INCHES BELOW
OVERHEAD.

SHELL PLATING
BOWED 1-1/2 INCHES
INWARD.

NO ACTION REQUIRED.

3-292-2-E SSDG No. 4
ENCLOSURE

PORTSIDE SHELL,
FR 292-318, DECK
GRATINGS TO
OVERHEAD

PAINT FAILURE. CLEAN AND PRESERVE
SHELL AND
STRUCTURAL MEMBERS
AT LOCATION NOTED.

3-292-2-E SSDG No. 4
ENCLOSURE

BEHIND START AIR
FLASK

PAINT FAILURE. CLEAN AND PRESERVE
SHELL AND
STRUCTURAL MEMBERS
AT LOCATION NOTED.

3-328-0-A COMBINED SUPPLY
DEPARTMENT
STOREROOM

PORTSIDE, BILGE
AREA, FR 328-331

PAINT FAILURE. CLEAN AND PRESERVE
18 SQUARE FEET OF
BILGE AREA AT
LOCATION NOTED.

3-328-0-A COMBINED SUPPLY
DEPARTMENT
STOREROOM

STARBOARD SIDE,
BILGE AREA, FR
328-331

PAINT FAILURE. CLEAN AND PRESERVE
18 SQUARE FEET OF
BILGE AREA AT
LOCATION NOTED.
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4-32-0-Q SONAR EQUIPMENT
ROOM

PORTSIDE SHELL,
FR 32-48, DECK TO
4 INCHES ABV
DECK.

LAGGING FAILS
MOISTURE CONTENT.

REPLACE SHELL AND
STRUCTURAL MEMBER
LAGGING/RUBETEX,
CLEAN AND PRESERVE
SHELL AND
STRUCTURAL MEMBERS
AT LOCATION NOTED.
CLEAN AND PRESERVE
DECK FROM SHELL TO
FOUR INCHES INBOARD
OF SHELL.

4-32-0-Q SONAR EQUIPMENT
ROOM

STARBOARD SIDE
SHELL, FR 32-48,
DECK TO 4 INCHES
ABV DECK.

LAGGING FAILS
MOISTURE CONTENT.

REPLACE SHELL AND
STRUCTURAL MEMBER
LAGGING/RUBETEX,
CLEAN AND PRESERVE
SHELL AND
STRUCTURAL MEMBERS
AT LOCATION NOTED.
CLEAN AND PRESERVE
DECK FROM SHELL TO
FOUR INCHES INBOARD
OF SHELL.

4-32-0-Q SONAR EQUIPMENT
ROOM

STARBOARD SIDE
SHELL, FR 48 TO 24
INCHES FWD FR
48, DECK TO 24
INCHES ABV THE
DECK.

LAGGING FAILS
MOISTURE CONTENT.

REPLACE SHELL AND
STRUCTURAL MEMBER
LAGGING, CLEAN AND
PRESERVE SHELL AND
STRUCTURAL MEMBERS
AT LOCATION NOTED.

4-48-1-Q SONAR EQUIPMENT
COOLING ROOM

STARBOARD SIDE
SHELL, FR 48-56,
DECK TO 50
INCHES ABOVE
THE DECK.

LAGGING FAILS
MOISTURE CONTENT.

REPLACE SHELL AND
STRUCTURAL MEMBER
LAGGING, CLEAN AND
PRESERVE SHELL AND
STRUCTURAL MEMBERS
AT LOCATION NOTED.

4-64-0-Q MISSILE MAGAZINE
COMPARTMENT

STARBOARD SIDE
SHELL, FR 64-84,
DECK TO 48
INCHES ABOVE
THE DECK.

LAGGING FAILS
MOISTURE CONTENT.

REPLACE SHELL AND
STRUCTURAL MEMBER
LAGGING, CLEAN AND
PRESERVE SHELL AND
STRUCTURAL MEMBERS
AT LOCATION NOTED.

4-100-0-E AUXILIARY
PROPULSION UNIT
(APU) MACHINERY
ROOM

PORTSIDE BILGE
AREA, FR 100-108

BILGE POCKET
DETERIORATED.

CLEAN AND PRESERVE
48 INCH BY 94 INCH
SECTION OF PORTSIDE
BILGE AREA BETWEEN
FR 100-108 INCLUDING
FOUR SQUARE FEET OF
FR 100 AND FR 108
BULKHEAD PLATING IN
WAY OF BILGE AREA.
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4-100-0-E AUXILIARY
PROPULSION UNIT
(APU) MACHINERY
ROOM

PORTSIDE BILGE
AREA, FR 100-108

PORTSIDE BILGE
POCKET DECK PLATE
SUPPORTS AT FR 108
TO 36 INCHES FWD
OF FR 108 AND FROM
SHELL TO 60 INCHES
INBOARD OF SHELL
AT FR 108 ARE
DETERIORATED.

REPLACE THE DECK
PLATE SUPPORTS IN
AREA NOTED.

4-100-0-E AUXILIARY
PROPULSION UNIT
(APU) MACHINERY
ROOM

PORTSIDE BILGE
AREA, FR 100-108

FR 108 BULKHEAD IN
BILGE POCKET
BELOW MINIMUM
THICKNESS.

REPLACE THREE
SQUARE FEET FR 108
BULKHEAD PLATE IN
BILGE POCKET
PORTSIDE, FROM FUEL
TANK (5-100-4-F)
OUTBOARD
LONGITUDINAL
BULKHEAD TO 1ST

LONGITUNDINAL
PORTSIDE AND FROM
THE BOTTOM OF THE
BILGE WELL TO 12
INCHES UP FROM THE
BOTTOM OF THE BILGE
WELL.

4-100-0-E AUXILIARY
PROPULSION UNIT
(APU) MACHINERY
ROOM

STARBOARD SIDE
BILGE AREA, FR
100-108

BILGE POCKET
DETERIORATED.

CLEAN AND PRESERVE
48 INCH BY 94 INCH
SECTION OF
STARBOARD SIDE BILGE
AREA BETWEEN FR 100-
108 INCLUDING FOUR
SQUARE FEET OF FR
100 AND FR 108
BULKHEAD PLATING IN
WAY OF BILGE AREA.

4-100-0-E AUXILIARY
PROPULSION UNIT
(APU) MACHINERY
ROOM

STARBOARD SIDE
BELOW APU
ELECTRICAL
POWER
DISTRIBUTION
PANEL No. 1

STARBOARD SIDE
POCKET BELOW APU
ELECTRICAL POWER
DISTRIBUTION PANEL
No. 1 IS
DETERIORATED.

CLEAN AND PRESERVE
16 SQUARE FEET OF
STARBOARD SIDE
POCKET BELOW AND
FORWARD OF APU
ELECTRICAL POWER
DISTRIBUTION PANEL
No. 1.

4-100-0-E AUXILIARY
PROPULSION UNIT
(APU) MACHINERY
ROOM

PORTSIDE BILGE
AREA, FR 100-108

PORTSIDE BILGE
POCKET STRUCTURE
ALONG APU WELL NO
2 OUTBOARD
LONGITUDINAL
BULKHEAD BELOW
MINIMUM THICKNESS
IAW UT.  

REPLACE TWO SQUARE
FEET FUEL TANK (5-100-
4-F) OUTBOARD
LONGITUDINAL
BULKHEAD FROM HULL
TO 12 INCHES ABOVE
THE HULL FROM FR 108
TO 24 INCHES
FORWARD OF FR 108
(INSIDE THE BILGE).
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4-140-0-Q LAUNDRY PORTSIDE FR 160
TO 36 INCHES FWD
OF FR 160,
LONGITUDINAL No.
2

LONGITUDINAL No. 2
DETERIORATED IN
AREA NOTED.

CLEAN AND PRESERVE
PORTSIDE
LONGITUDINAL No. 2 AT
LOCATION NOTED.

4-140-3-A STOREROOM STARBOARD SIDE,
BILGE AREA, FR
140-145

BILGE AREA PAINT
FAILURE.

CLEAN AND PRESERVE
10 SQUARE FEET OF
BILGE AREA AT
LOCATION NOTED.

4-151-3-A CLEANING GEAR
LOCKER

STARBOARD SIDE,
BILGE AREA, FR
151-154

BILGE AREA PAINT
FAILURE.

CLEAN AND PRESERVE
16 SQUARE FEET OF
BILGE AREA AT
LOCATION NOTED.

4-160-0-Q CHT PUMP ROOM STARBOARD SIDE,
BILGE AREA, FR
160

COMMON BULKHEAD
HOLED BETWEEN 4-
160-0-Q AND 4-152-1-
A IN THE
STARBOARD BILGE
AREA BETWEEN THE
TANK (5-140-1-F)
OUTBOARD
BULKHEAD AND
FIRST LONGITUDINAL
OUTBOARD THE
TANK (5-140-1-F).

REPLACE TWO SQUARE
FEET COMMON NT
BULKHEAD AT
LOCATION NOTED.

4-160-0-Q CHT PUMP ROOM STARBOARD SIDE,
SHELL, FR 160-172
BTWN FIRST TO
FOURTH
LONGITUDINAL
OUTBOARD THE
TANK (5-140-1-F).

LAGGING FAILS
MOISTURE CONTENT.

REMOVE BUT DO NOT
REPLACE SHELL AND
STRUCTURAL MEMBER
LAGGING AT LOCATION
NOTED. CLEAN AND
PRESERVE SHELL AND
STRUCTURAL MEMBERS
AT LOCATION NOTED.

4-160-0-Q CHT PUMP ROOM STARBOARD SIDE,
SHELL, FR 160-180
BTWN FOURTH
AND FIFITH
LONGITUDINAL
OUTBOARD THE
TANK (5-140-1-F).

LAGGING FAILS
MOISTURE CONTENT.

REPLACE SHELL AND
STRUCTURAL MEMBER
LAGGING, CLEAN AND
PRESERVE SHELL AND
STRUCTURAL MEMBERS
AT LOCATION NOTED.

4-160-0-Q CHT PUMP ROOM STARBOARD SIDE,
SHELL, FR 159 TO
164, 18 INCHES
ABOVE THE
HULL/TANK (5-140-
1-F) INTERSECTION
(IN BILGE AREA) TO
6 INCHES BELOW
THE HULL/TANK (5-
140-1-F)
INTERSECTION.

SHELL PLATING
FAILED UT.

REPLACE SHELL
PLATING AT LOCATION
NOTED.
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4-160-0-Q CHT PUMP ROOM STARBOARD SIDE,
TANK 5-140-1-F
OUTBOARD
BULKHEAD
PLATING, FR 159
TO 164, FROM THE
HULL/TANK (5-140-
1-F) INTERSECTION
(IN BILGE AREA) TO
8 INCHES ABOVE
THE HULL/TANK (5-
140-1-F)
INTERSECTION.

TANK 5-140-1-F
BULKHEAD PLATING
FAILED UT.

REPLACE TANK
OUTBOARD BULKHEAD
PLATING AT LOCATION
NOTED.

4-160-0-Q CHT PUMP ROOM PORTSIDE, SHELL,
FR 160-180 BTWN
THIRD AND
FOURTH
LONGITUDINAL
OUTBOARD THE
TANK (5-140-2-F).

LAGGING FAILS
MOISTURE CONTENT.

REPLACE SHELL AND
STRUCTURAL MEMBER
LAGGING, CLEAN AND
PRESERVE SHELL AND
STRUCTURAL MEMBERS
AT LOCATION NOTED.

4-160-0-Q CHT PUMP ROOM PORTSIDE, SHELL,
FR 160-180, FIRST
TO THIRD
LONGITUDINAL
OUTBOARD THE
TANK (5-140-2-F).

PAINT FAILURE. CLEAN AND PRESERVE
STRUCTURAL MEMBERS
AT LOCATION NOTED.

4-160-0-Q CHT PUMP ROOM STARBOARD SIDE,
TANK 5-140-1-F
OUTBOARD
BULKHEAD
PLATING, FR 167
TO 172, FROM THE
TANK TOP (5-140-1-
F) TO 8 INCHES
BELOW THE TANK
TOP.

TANK 5-140-1-F
BULKHEAD PLATING
FAILED UT
SPORATICALLY.

REPLACE TANK
OUTBOARD BULKHEAD
PLATING AT LOCATION
NOTED.

4-172-1-E FIRE PUMP ROOM FIRE PUMP
FOUNDATION

PAINT FAILURE. CLEAN AND PRESERVE
FIRE PUMP
FOUNDATION.

4-172-1-E FIRE PUMP ROOM STARBOARD SIDE,
BILGE POCKET
AREA AND SHELL
PLATING AND
STRUCTURAL
MEMBERS FROM
BILGE POCKET UP
TO THE SECOND
LONGITUDINAL
FROM BILGE
POCKET, FR 172-
180.

ANTI-SWEAT PAINT
AND BILGE PAINT
FAILURE.

CLEAN AND PRESERVE
STRUCTURAL MEMBERS
AND BILGE AREA AT
LOCATION NOTED.
RECOAT WITH ANTI-
SWEAT PAINT AS
REQUIRED.
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5-51-0-Q EDUCTOR ROOM BILGE AREA
LONGITUDINAL
No.2 PORT TO
LONGITUDINAL No.
2 STBD, SHELL
PLATING AND
STRUCTURAL
MEMBERS, FR 51-
56.

ANTI-SWEAT PAINT
AND BILGE PAINT
FAILURE.

CLEAN AND PRESERVE
STRUCTURAL MEMBERS
AND BILGE AREA AT
LOCATION NOTED.
RECOAT WITH ANTI-
SWEAT PAINT AS
REQUIRED.

5-51-0-Q EDUCTOR ROOM PORT AND
STARBOARD SIDE,
LONGITUDINAL
WEBS FROM No.2
PORT TO
OVERHEAD AND
LONGITUDINAL No.
2 STBD TO
OVERHEAD, FR 51-
56.

WEB PAINT FAILURE CLEAN AND PRESERVE
STRUCTURAL MEMBERS
AT LOCATION NOTED.
RECOAT WITH ANTI-
SWEAT PAINT AS
REQUIRED

5-51-0-Q EDUCTOR ROOM BILGE AREA, 3-
INCH X 1-7/8 INCH
T-BEAM, 24 INCHES
FWD OF FRAME 56,
FROM LONG No.2
PORT TO LONG No.
2 STBD.

T-BEAM
DETERIORATED.

REPLACE 8 FEET OF T-
BEAM AT LOCATION
NOTED.

5-51-0-Q EDUCTOR ROOM DECK PLATE
SUPPORTS IN
BILGE AREA.

DECK PLATE
SUPPORTS THINNED.

REPLACE 8 FEET OF 3
INCH X 3 INCH AND 3
FEET OF 4 INCH X 4
INCH ANGLE IRONS AT
LOCATION NOTED.

5-51-0-Q EDUCTOR ROOM AFT PORT BILGE
SUCTION
STRAINER BOX.

STRAINER BOX
DETERIORATED AND
CLOGGED.

REPLACE STRAINER
BOX (ROSE BOX) AT
LOCATION NOTED.

5-180-0-E AUXILIARY
MACHINERY ROOM
No.1 

BILGE AREA,
FRAME 180-212,
PORTSIDE SHELL
TO STARBOARD
SIDE SHELL

BILGE PLATING AND
STRUCTURE PAINT
FAILURE.

CLEAN AND PRESERVE
BILGE AREA, FR 180-
212, PORTSIDE SHELL
TO STBD SIDE SHELL
INCLUDING
STRUCTURAL
MEMBERS. INCLUDE
THE BOTTOM 24 INCHES
OF THE FWD BULKHEAD
OF 5-204-2-F.

5-180-0-E AUXILIARY
MACHINERY ROOM
No.1 

BILGE AREA,
FRAME 196-204,
PORTSIDE SHELL
BELOW FIXED
BALLAST, BTWN
LONGITUDINAL No.
7 AND 9

SHELL PLATING
SUSPECTED OF
PAINT FAILURE AND
DETERIORATION
BELOW FIXED
BALLAST.

REMOVE AND REPLACE
FIXED BALLAST, UT
SHELL PLATING BELOW
REMOVED BALLAST,
CLEAN AND PRESERVE
SHELL AND
STRUCTURAL MEMBERS
AT LOCATION NOTED.



USS NICHOLAS (FFG-47) STRUCTURAL INSPECTION RESULTS
UNSATISFACTORY AREA SPECIFICS

LOCATION NAME AREA RESULTS ACTION

10

5-180-0-E AUXILIARY
MACHINERY ROOM
No.1 

BILGE AREA, FR
180 TO 56 INCHES
AFT OF FR 180,
PORTSIDE SHELL
BELOW FIXED
BALLAST, BTWN
LONGITUDINAL No.
5 AND 6

SHELL PLATING
SUSPECTED OF
PAINT FAILURE AND
DETERIORATION
BELOW FIXED
BALLAST.

REMOVE AND REPLACE
FIXED BALLAST, UT
SHELL PLATING BELOW
REMOVED BALLAST,
CLEAN AND PRESERVE
SHELL AND
STRUCTURAL MEMBERS
AT LOCATION NOTED.

5-180-0-E AUXILIARY
MACHINERY ROOM
No.1 

BILGE AREA, FR
180 TO 96 INCHES
AFT OF FR 180,
PORTSIDE SHELL
BELOW FIXED
BALLAST, BTWN
LONGITUDINAL No.
6 AND 8

SHELL PLATING
SUSPECTED OF
PAINT FAILURE AND
DETERIORATION
BELOW FIXED
BALLAST.

REMOVE AND REPLACE
FIXED BALLAST, UT
SHELL PLATING BELOW
REMOVED BALLAST,
CLEAN AND PRESERVE
SHELL AND
STRUCTURAL MEMBERS
AT LOCATION NOTED.

5-180-0-E AUXILIARY
MACHINERY ROOM
No.1 

BILGE AREA, FROM
36 INCHES AFT FR
180 TO 96 INCHES
AFT OF FR 180,
PORTSIDE SHELL
BELOW FIXED
BALLAST, BTWN
LONGITUDINAL No.
8 AND 9

SHELL PLATING
SUSPECTED OF
PAINT FAILURE AND
DETERIORATION
BELOW FIXED
BALLAST.

REMOVE AND REPLACE
FIXED BALLAST, UT
SHELL PLATING BELOW
REMOVED BALLAST,
CLEAN AND PRESERVE
SHELL AND
STRUCTURAL MEMBERS
AT LOCATION NOTED.

5-180-0-E AUXILIARY
MACHINERY ROOM
No.1 

BILGE AREA, FR
204 TO 24 INCHES
FWD FR 204, LONG
No. 6.

DETERIORATED
LONGITUDINAL.

REPLACE 24 INCHES OF
LONGITUDINAL No. 6
FROM FR 204 FWD 24
INCHES.

5-180-0-E AUXILIARY
MACHINERY ROOM
No.1 

BILGE AREA, FR
204-196,
LONGITUDINAL No.
7 AND 8.

DETERIORATED
LONGITUDINALS.

REPLACE 96 INCHES OF
LONGITUDINAL No. 7
AND 8 FROM FR 204-196.

5-180-0-E AUXILIARY
MACHINERY ROOM
No.1 

BILGE AREA, FR
204 TO 24 INCHES
FWD FR 204, BTWN
LONGITUDINAL No.
6 AND 9.

DETERIORATED
SHELL PLATING.

CLEAN AND UT SHELL
PLATING AT LOCATION
NOTED. REMOVE AND
REPLACE SHELL
PLATING AS
DETERMINED BY UT
READINGS.

5-180-0-E AUXILIARY
MACHINERY ROOM
No.1 

TOP OF 5-188-2-F
HYDRAULIC OIL
SUPPLY TANK

PAINT FAILURE. CLEAN AND PRESERVE
96 INCH BY 7 INCH
SECTION AT LOCATION
NOTED.

5-180-01-E SSDG No. 1
ENCLOSURE

FR 180-188, STBD
SIDE,
LONGITUDINALS 1,
2 AND 3 FROM
OVERHEAD.

DETERIORATED
LONGITUDINALS.

CLEAN AND PRESERVE
THREE LONGITUDINALS
AT LOCATION NOTED.

5-180-01-E SSDG No. 1
ENCLOSURE

BEHIND START AIR
FLASK

PAINT FAILURE. CLEAN AND PRESERVE
SHELL AND
STRUCTURAL MEMBERS
AT LOCATION NOTED.
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5-212-0-E AUXILIARY
MACHINERY ROOM
No. 2

STBD SIDE, FR 212-
228,
LONGITUDINAL No.
9-12

PAINT FAILURE AND
DETERIORATION.

CLEAN AND PRESERVE
STRUCTURAL MEMBERS
AT LOCATION NOTED.

5-212-0-E AUXILIARY
MACHINERY ROOM
No. 2

BILGE AREA,
FRAME 212-250,
PORTSIDE SHELL
TO STARBOARD
SIDE SHELL

BILGE PLATING AND
STRUCTURE PAINT
FAILURE.

CLEAN AND PRESERVE
BILGE AREA, FR 212-
250, PORTSIDE SHELL
TO STBD SIDE SHELL
INCLUDING
STRUCTURAL
MEMBERS. 

5-212-0-E AUXILIARY
MACHINERY ROOM
No. 2

PORT SIDE, FR 212-
228,
LONGITUDINAL No.
10-16

PAINT FAILURE AND
DETERIORATION.

CLEAN AND PRESERVE
STRUCTURAL MEMBERS
AT LOCATION NOTED.

5-212-0-E AUXILIARY
MACHINERY ROOM
No. 2

STBD SIDE, FR 220-
226, BTWN AND
INCLUDING
LONGITUDINAL No.
11-12

LAGGING FAILS
MOISTURE CONTENT.

REPLACE SHELL AND
STRUCTURAL MEMBER
LAGGING, CLEAN AND
PRESERVE SHELL AND
STRUCTURAL MEMBERS
AT LOCATION NOTED.

5-212-0-E AUXILIARY
MACHINERY ROOM
No. 2

STBD SIDE, FR 212-
228, BTWN AND
INCLUDING
LONGITUDINAL No.
9-10

LAGGING FAILS
MOISTURE CONTENT.

REPLACE SHELL AND
STRUCTURAL MEMBER
LAGGING, CLEAN AND
PRESERVE SHELL AND
STRUCTURAL MEMBERS
AT LOCATION NOTED.

5-212-0-E AUXILIARY
MACHINERY ROOM
No. 2

PORTSIDE, FR 212-
220, BTWN AND
INCLUDING
LONGITUDINAL No.
11-13

LAGGING FAILS
MOISTURE CONTENT.

REPLACE SHELL AND
STRUCTURAL MEMBER
LAGGING, CLEAN AND
PRESERVE SHELL AND
STRUCTURAL MEMBERS
AT LOCATION NOTED.

5-212-0-E AUXILIARY
MACHINERY ROOM
No. 2

PORTSIDE, FR 220-
226, BTWN AND
INCLUDING
LONGITUDINAL No.
11-16

LAGGING FAILS
MOISTURE CONTENT.

REPLACE SHELL AND
STRUCTURAL MEMBER
LAGGING, CLEAN AND
PRESERVE SHELL AND
STRUCTURAL MEMBERS
AT LOCATION NOTED.

5-212-0-E AUXILIARY
MACHINERY ROOM
No. 2

PORTSIDE, FROM
50 INCHES AFT OF
FR 212 TO FR 220,
LONGITUDINAL No.
8

LONGITUDINAL No. 8
DETERIORATED,
FAILED UT.

REPLACE
LONGITUDINAL No. 8 AT
LOCATION NOTED.

5-212-0-E AUXILIARY
MACHINERY ROOM
No. 2

PORTSIDE, FR 220-
228,
LONGITUDINAL No.
10-11, SHELL
PLATING

SHELL PLATING
PAINT FAILURE AND
DETERIORATED.

CLEAN AND PRESERVE
SHELL AND
STRUCTURAL MEMBERS
AT LOCATION NOTED.
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5-212-0-E AUXILIARY
MACHINERY ROOM
No. 2

PORTSIDE, FR 220
TRANSVERSE
MEMBER,
LONGITUDINAL No.
5-14

FR 220 TRANSVERSE
MEMBER PAINT
FAILURE AND
DETERIORATED.

CLEAN AND PRESERVE
STRUCTURAL MEMBERS
AT LOCATION NOTED.

5-212-0-E AUXILIARY
MACHINERY ROOM
No. 2

PORTSIDE, FR 220
TRANSVERSE
MEMBER,
LONGITUDINAL
No.6-9

FR 220 TRANSVERSE
MEMBER TOP
DETERIORATED
BELOW UT
REQUIREMENTS.

REPLACE FR 220
TRANSVERSE MEMBER
TOP AT LOCATION
NOTED.

5-212-0-E AUXILIARY
MACHINERY ROOM
No. 2

PORTSIDE, FR 220,
TRANSVERSE
MEMBER,
LONGITUDINAL No.
8 AND ABOVE.

LIGHTING HOLES
MISSING IN FR 220
TRANSVERSE
MEMBER.

INSTALL LIGHTING
HOLES IN FR 220
TRANSVERSE MEMBER
FROM LONGITUDINAL
No. 8 AND ABOVE.

5-212-0-E AUXILIARY
MACHINERY ROOM
No. 2

HPAC
FOUNDATION
PORTSIDE UPPER
LEVEL

FOUNDATION AND
SUPPORTING DECK
AND FOUNDATION
STRUCTURE PAINT
FAILURE AND
CORROSION.

CLEAN AND PRESERVE
HPAC FOUNDATION AND
SUPPORTING
STRUCTURE ON UPPER
LEVEL AND BETWEEN
UPPER AND LOWER
LEVEL. 

5-212-0-E AUXILIARY
MACHINERY ROOM
No. 2

LPAC FOUNDATION
STBD SIDE UPPER
LEVEL

FOUNDATION AND
SUPPORTING DECK
AND FOUNDATION
STRUCTURE PAINT
FAILURE AND
CORROSION.

CLEAN AND PRESERVE
LPAC FOUNDATION AND
SUPPORTING
STRUCTURE ON UPPER
LEVEL AND BETWEEN
UPPER AND LOWER
LEVEL. 

5-212-0-E AUXILIARY
MACHINERY ROOM
No. 2

STBD SIDE, FR 220,
TRANSVERSE
MEMBER,
LONGITUDINAL No.
6-11

FR 220 TRANSVERSE
MEMBER
DETERIORATED.

CLEAN AND PRESERVE
STRUCTURAL MEMBERS
AT LOCATION NOTED.

5-212-0-E AUXILIARY
MACHINERY ROOM
No. 2

PORTSIDE, SSDG
SW CLG PUMP SEA
CHEST FWD
BULKHEAD TO FIVE
FEET FWD OF
THAT BULKHEAD,
BTWN
LONGITUDINAL No.
3 AND 5.

LOCATION SHELL
PLATING THICKNESS
UNSATISFACTORY.

REPLACE SHELL
PLATING AT LOCATION
NOTED.

5-212-0-E AUXILIARY
MACHINERY ROOM
No. 2

PORTSIDE, BELOW
MD-V24-5-212-2,
LONGITUDINAL No.
9

LOCATION
LONGITUDINAL UT
UNSATISFACTORY.

REPLACE TWO FEET
LONGITUDINAL No. 9
CENTERED ON MD-V24-
5-212-2.

5-226-1-E SSDG No. 2
ENCLOSURE

FR 226-250, STBD
SIDE, DECK PLATE
LEVEL TO
OVERHEAD 

PAINT FAILURE. CLEAN AND PRESERVE
SHELL AND
STRUCTURAL MEMBERS
AT LOCATION NOTED.
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5-226-1-E SSDG No. 2
ENCLOSURE

BEHIND START AIR
FLASK

PAINT FAILURE. CLEAN AND PRESERVE
SHELL AND
STRUCTURAL MEMBERS
AT LOCATION NOTED.

5-226-2-E SSDG No. 3
ENCLOSURE

FR 226-250, PORT
SIDE, DECK PLATE
LEVEL TO
OVERHEAD.

PAINT FAILURE. CLEAN AND PRESERVE
SHELL AND
STRUCTURAL MEMBERS
AT LOCATION NOTED.

5-226-2-E SSDG No. 3
ENCLOSURE

BEHIND START AIR
FLASK

PAINT FAILURE. CLEAN AND PRESERVE
SHELL AND
STRUCTURAL MEMBERS
AT LOCATION NOTED.

5-250-0-E MAIN ENGINE ROOM PORTSIDE LOWER
LEVEL, FR 250 TO
FWD END OF LUBE
OIL STORAGE
TANK 1A,
LONGITUDINAL No.
2-5 FROM LOWER
LEVEL OVERHEAD.

LAGGING FAILS
MOISTURE CONTENT.

REPLACE SHELL AND
STRUCTURAL MEMBER
LAGGING, CLEAN AND
PRESERVE SHELL AND
STRUCTURAL MEMBERS
AT LOCATION NOTED.

5-250-0-E MAIN ENGINE ROOM PORTSIDE LOWER
LEVEL, FWD END
OF LUBE OIL
STORAGE TANK 1A
TO FR 288, TANK
TOP TO
LONGITUDINAL No.
1 FROM LOWER
LEVEL OVERHEAD.

LAGGING FAILS
MOISTURE CONTENT.

REPLACE SHELL AND
STRUCTURAL MEMBER
LAGGING, CLEAN AND
PRESERVE SHELL AND
STRUCTURAL MEMBERS
AT LOCATION NOTED.
PRESERVATION
INCLUDE 6 INCHES OF
TANK TOP STRUCTURE
FROM SHELL TO 6
INCHES INBOARD OF
SHELL.

5-250-0-E MAIN ENGINE ROOM STBD SIDE LOWER
LEVEL, FR 250 TO
FWD END OF LUBE
OIL SETTLING
TANK 1A,
LONGITUDINAL No.
2-5 FROM LOWER
LEVEL OVERHEAD.

LAGGING FAILS
MOISTURE CONTENT.

REPLACE SHELL AND
STRUCTURAL MEMBER
LAGGING, CLEAN AND
PRESERVE SHELL AND
STRUCTURAL MEMBERS
AT LOCATION NOTED.

5-250-0-E MAIN ENGINE ROOM STBD SIDE LOWER
LEVEL, FWD END
OF LUBE OIL
SETTLING TANK 1A
TO FR 288, TANK
TOP TO
LONGITUDINAL No.
1 FROM LOWER
LEVEL OVERHEAD.

LAGGING FAILS
MOISTURE CONTENT.

REPLACE SHELL AND
STRUCTURAL MEMBER
LAGGING, CLEAN AND
PRESERVE SHELL AND
STRUCTURAL MEMBERS
AT LOCATION NOTED.
PRESERVATION
INCLUDE 6 INCHES OF
TANK TOP STRUCTURE
FROM SHELL TO 6
INCHES INBOARD OF
SHELL.
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5-250-0-E MAIN ENGINE ROOM PORTSIDE LOWER
LEVEL, FWD END
OF LUBE OIL
STORAGE TANK 1A
TO 1ST
TRANSVERSE
BEAM
(APPROXIMATELY
17 INCHES),
LONGITUDINAL No.
3-6 FROM LOWER
LEVEL OVERHEAD.

LONGITUDINAL
BEAMS HEAVILY
DETERIORATED,
FAILED UT.

REPLACE THE
LONGITUDINALS AT
LOCATION NOTED.

5-250-0-E MAIN ENGINE ROOM STBD SIDE BILGE
AREA, FR 256-270,
LONGITUDINAL No.
1 AND 2
OUTBOARD 5-250-
1-F.

SUSPECT SHELL
DETERIORATION
BENEATH FIXED
BALLAST.

REMOVE AND
REINSTALL ONE ROW
FIXED BALLAST AT
LOCATION NOTED.
CLEAN AND PRESERVE
SHELL AND
STRUCTURAL MEMBERS
IN LOCATION NOTED
INCLUDING BALLAST
SUPPORT STRUCTURE.

5-250-0-E MAIN ENGINE ROOM PORTSIDE BILGE
AREA, FR 250-258,
LONGITUDINAL No.
2 AND 4
OUTBOARD 5-250-
2-F.

SUSPECT SHELL
DETERIORATION
BENEATH FIXED
BALLAST.

REMOVE AND
REINSTALL TWO ROWS
FIXED BALLAST AT
LOCATION NOTED.
CLEAN AND PRESERVE
SHELL AND
STRUCTURAL MEMBERS
IN LOCATION NOTED
INCLUDING BALLAST
SUPPORT STRUCTURE.

5-250-0-E MAIN ENGINE ROOM PORTSIDE BILGE
AREA, FR 258-264,
OUTBOARD
BULKHEAD OF 5-
250-2-F TO
LONGITUDINAL No.
3 OUTBOARD 5-
250-2-F.

SUSPECT SHELL
DETERIORATION
BENEATH FIXED
BALLAST.

REMOVE AND
REINSTALL THREE
ROWS FIXED BALLAST
AT LOCATION NOTED.
CLEAN AND PRESERVE
SHELL AND
STRUCTURAL MEMBERS
IN LOCATION NOTED
INCLUDING BALLAST
SUPPORT STRUCTURE.

5-250-0-E MAIN ENGINE ROOM PORTSIDE BILGE
AREA, FR 264-270,
BTWN
LONGITUDINAL
No.1- 3 OUTBOARD
5-250-2-F.

SUSPECT SHELL
DETERIORATION
BENEATH FIXED
BALLAST.

REMOVE AND
REINSTALL TWO ROWS
FIXED BALLAST AT
LOCATION NOTED.
CLEAN AND PRESERVE
SHELL AND
STRUCTURAL MEMBERS
IN LOCATION NOTED
INCLUDING BALLAST
SUPPORT STRUCTURE.
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5-250-0-E MAIN ENGINE ROOM PORTSIDE LOWER
LEVEL, FWD END
OF LUBE OIL
STORAGE TANK 1A
TO 1ST
TRANSVERSE
BEAM, BTWN
LONGITUDINAL No.
4-5 FROM LOWER
LEVEL OVERHEAD.

SHELL PLATING
HEAVILY
DETERIORATED AND
COULD NOT OBTAIN
UT READING.

CLEAN AND CONDUCT
UT, REPLACE SHELL
PLATING IAW UT
READINGS.

5-292-0-E AUXILIARY
MACHINERY ROOM
No. 3

UPPER LEVEL,
STBD SIDE FR 320,
FOUR FEET OFF
CENTERLINE

JP-5 FILTER DRIP
PAN DETERIORATED.

REPLACE JP-5 FILTER
DRIP PAN AT LOCATION
NOTED.

5-292-0-E AUXILIARY
MACHINERY ROOM
No. 3

BILGE AREA,
FRAME 292-328,
PORTSIDE SHELL
TO STARBOARD
SIDE SHELL

BILGE PLATING AND
STRUCTURE PAINT
FAILURE.

CLEAN AND PRESERVE
BILGE AREA, FR 292-
328, PORTSIDE SHELL
TO STBD SIDE SHELL
INCLUDING
STRUCTURAL
MEMBERS. 

5-292-0-E AUXILIARY
MACHINERY ROOM
No. 3

LOWER LEVEL
STBD SIDE

NR 4 FIRE PUMP
FOUNDATION PAINT
FAILURE AND
DETERIORATION.

CLEAN AND PRESERVE
NR 4 FIRE PUMP
FOUNDATION.

5-292-0-E AUXILIARY
MACHINERY ROOM
No. 3

LOWER LEVEL
STBD SIDE

WASTE WATER
DRAIN PUMP
FOUNDATION PAINT
FAILURE AND
DETERIORATION.

CLEAN AND PRESERVE
WASTE WATER DRAIN
PUMP FOUNDATION.

5-292-0-E AUXILIARY
MACHINERY ROOM
No. 3

LOWER LEVEL
STBD SIDE, WASTE
WATER TANK AFT
BULKHEAD BTWN
LONGITUDINAL No.
1 AND 2.

WASTE WATER TANK
BULKHEAD
DETERIORATED.

REPLACE WASTE
WATER TANK AFT
BULKHEAD, BTWN
LONGITUDINAL No. 1
AND 2, SHELL PLATING
TO TOP OF TANK.

5-292-0-E AUXILIARY
MACHINERY ROOM
No. 3

LOWER LEVEL
STBD SIDE,
LONGITUDINAL No.
2, WASTE WATER
TANK AFT
BULKHEAD TO 12
INCHES AFT OF
THAT BULKHEAD.

LONGITUDINAL No. 2
DETERIORATED IN
AREA NOTED.

REPLACE
LONGITUDINAL No. 2 AT
LOCATION NOTED.

5-292-0-E AUXILIARY
MACHINERY ROOM
No. 3

LOWER LEVEL
STBD SIDE, 96
INCHES AFT
FRAME 292, 24
INCHES
OUTBOARD
CENTERLINE

DETERIORATED 21
INCH BY 29 INCH
SECTION OF DECK
PLATE, SUPPORTS
AND ANGLE IRONS.

REPLACE DECK PLATE,
SUPPORTS AND ANGLE
IRONS AT LOCATION
NOTED.
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5-292-0-E AUXILIARY
MACHINERY ROOM
No. 3

LOWER LEVEL
STBD SIDE, No. 4
AND 5 FIRE PUMP
SUCTION SEA
CHEST, 48 INCHES
AFT FR 300 AND 24
INCHES
OUTBOARD
CENTERLINE BTWN
LONGITUDINAL No.
1 AND 2.

FIRE PUMP SEA
CHEST
DETERIORATED.

REPAIR FIRE PUMP SEA
CHEST AT LOCATION
NOTED.

5-292-0-E AUXILIARY
MACHINERY ROOM
No. 3

LOWER LEVEL
PORTSIDE, SSDG
SW CLG PUMP SEA
CHEST, 60 INCHES
AFT FR 300, BTWN
LONGITUDINAL No.
1 AND 2.

SSDG SW CLG PUMP
SEA CHEST
DETERIORATED.

REPAIR SSDG SW CLG
PUMP SEA CHEST AT
LOCATION NOTED.

5-292-0-E AUXILIARY
MACHINERY ROOM
No. 3

LOWER LEVEL
PORTSIDE, SIX
INCH SUPPORT
STANCHION, FR
308, 24 INCHES
OUTBOARD
CENTERLINE

SUPPORT
STANCHION HEAVILY
DETERIORATED.

REPLACE THE LOWER
72 INCHES OF
PORTSIDE SUPPORT
STANCHION AT
LOCATION NOTED.

5-292-0-E AUXILIARY
MACHINERY ROOM
No. 3

LOWER LEVEL
STBD SIDE, SIX
INCH SUPPORT
STANCHION, FR
308, 24 INCHES
OUTBOARD
CENTERLINE

SUPPORT
STANCHION HEAVILY
DETERIORATED.

REPLACE THE LOWER
72 INCHES OF STBD
SIDE SUPPORT
STANCHION AT
LOCATION NOTED.

5-292-0-E AUXILIARY
MACHINERY ROOM
No. 3

LOWER LEVEL, FR
308 TRANSVERSE
STRUCTURAL
MEMBER, PORT
AND STBD SIDE OF
CENTERLINE

FR 308 TRANSVERSE
WEB HEAVILY
DETERIORATED.

REPLACE IN ITS
ENTIRETY 72 INCHES
EACH SIDE OF
CENTERLINE FR 308
TRANSVERSE
STRUCTURAL MEMBER.

5-292-0-E AUXILIARY
MACHINERY ROOM
No. 3

LOWER LEVEL,
PORTSIDE, 48
INCHES FWD OF
FR 308 TO 24
INCHES AFT OF FR
308, FROM
CENTERLINE TO 72
INCHES TO PORT
OF CENTERLINE. 

SHELL PLATING
HEAVILY PITTED AT
LOCATION NOTED.

REPLACE 36 SQUARE
FEET OF SHELL
PLATING AT THE
LOCATION NOTED.

5-292-0-E AUXILIARY
MACHINERY ROOM
No. 3

LOWER LEVEL,
PORTSIDE, FR 316,
VERTICAL T-BEAM
AT LONGITUDINAL
No. 1.

VERTICAL 10-INCH BY
4-INCH T-BEAM
HEAVILY
DETERIORATED.

REPLACE 72 INCHES OF
VERTICAL T-BEAM AT
LOCATION NOTED. 
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5-292-0-E AUXILIARY
MACHINERY ROOM
No. 3

LOWER LEVEL
PORTSIDE, FR 308-
316, HULL TO
BOTTOM OF SSDG
ENCLOSURE, 5-
308-2-W INBOARD
BULKHEAD.

LAGGING FAILS
MOISTURE CONTENT
AND OIL SOAKED.

REPLACE 40 SQUARE
FEET STRUCTURAL
MEMBER LAGGING,
CLEAN AND PRESERVE
STRUCTURAL MEMBERS
AT LOCATION NOTED.

5-292-0-E AUXILIARY
MACHINERY ROOM
No. 3

LOWER LEVEL,
PORTSIDE, FR 316,
VERTICAL T-BEAM
AT LONGITUDINAL
No. 1.

DISTILLATE PUMP
VALVE CONTROLLER
No. 2 EXTREMELY
DETERIORATED.

REPLACE DISTILLATE
PUMP VALVE
CONTROLLER No. 2 AT
LOCATION NOTED.

5-292-0-E AUXILIARY
MACHINERY ROOM
No. 3

LOWER LEVEL,
PORTSIDE, FR 316,
WEB, CENTERLINE
TO INBOARD
BULKHEAD OF 
5-308-2-W

FR 316 WEB
DETERIORATED.

REPLACE THE LOWER
SIX INCHES OF FR 316
WEB AT LOCATION
NOTED.

5-292-0-E AUXILIARY
MACHINERY ROOM
No. 3

LOWER LEVEL
PORTSIDE
OUTBOARD
LONGITUDINAL No.
3

SSDG SW
CIRCULATION PUMP
FOUNDATION PAINT
FAILURE AND
DETERIORATION.

CLEAN AND PRESERVE
SSDG SW CIRCULATION
PUMP FOUNDATION.

5-292-0-E AUXILIARY
MACHINERY ROOM
No. 3

LOWER LEVEL
PORTSIDE, FR 316-
324, SHELL
PLATING TO 12
INCHES ABOVE
SHELL PLATING ON
INBD BULKHEAD
OF 3-308-2-W

LAGGING FAILS
MOISTURE CONTENT.

REPLACE STRUCTURAL
MEMBER LAGGING,
CLEAN AND PRESERVE
STRUCTURAL MEMBERS
AT LOCATION NOTED.

5-292-0-E AUXILIARY
MACHINERY ROOM
No. 3

LOWER LEVEL
PORTSIDE, FR 324,
STERN TUBE
COVER TO
LONGITUDINAL No.
1 PORT, SHELL
PLATING TO 12
INCHES ABOVE
SHELL PLATING.

FR 324 STRUCTURE
DETERIORATED.

REPLACE FR 324
STRUCTURE AT
LOCATION NOTED.

5-292-0-E AUXILIARY
MACHINERY ROOM
No. 3

LOWER LEVEL
PORTSIDE, FR 326,
STERN TUBE
COVER TO
LONGITUDINAL No.
1 PORT, SHELL
PLATING TO 12
INCHES ABOVE
SHELL PLATING.

FR 326 STRUCTURE
DETERIORATED.

REPLACE FR 326
STRUCTURE AT
LOCATION NOTED.

5-292-0-E AUXILIARY
MACHINERY ROOM
No. 3

LOWER LEVEL
STBD SIDE

NR 5 FIRE PUMP
FOUNDATION PAINT
FAILURE AND
DETERIORATION.

CLEAN AND PRESERVE
NR 5 FIRE PUMP
FOUNDATION.
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5-292-0-E AUXILIARY
MACHINERY ROOM
No. 3

LOWER LEVEL
STBD SIDE, FR 310-
316, BTWN
LONGITUDINAL No.
1 AND 2

DETERIORATED 28
INCH BY 72 INCH
SECTION OF DECK
PLATE, SUPPORTS
AND ANGLE IRONS.

REPLACE DECK PLATE,
SUPPORTS AND ANGLE
IRONS AT LOCATION
NOTED.

5-292-0-E AUXILIARY
MACHINERY ROOM
No. 3

UPPER/LOWER
LEVEL PORTSIDE,
FR 318 TO 36
INCHES AFT FR
318,
LONGITUDINALS
No. 6-9 (FROM
COMPARTMENT
OVERHEAD)

LONGITUDINALS AT
LOCATION NOTED
DETERIORATED.

REPLACE
LONGITUDINALS No. 6-9
FROM COMPARTMENT
OVERHEAD AT
LOCATION NOTED.

5-292-0-E AUXILIARY
MACHINERY ROOM
No. 3

LOWER LEVEL FR
316, 48 INCHES
EACH SIDE OF
CENTERLINE,
SHELL TO TOP OF
STRUCTURE
(UPPER PORTION
OF LOWER LEVEL)

FR 316 STRUCTURAL
MEMBER HOLED.

REPLACE TRANSVERSE
FR 316 FROM 48 INCHES
PORT TO 48 INCHES
STARBOARD, SHELL TO
OVERHEAD OF LOWER
LEVEL INCLUDING
STRUCTURAL
STIFFENERS/SUPPORTS
.

5-292-0-E AUXILIARY
MACHINERY ROOM
No. 3

FOUNDATIONS
AND SUPPORT
STRUCTURE FOR
EQUIPMENT ON
THE UPPER LEVEL

FOUNDATIONS AND
SUPPORTING
STRUCTURES HAVE
PAINT FAILURE AND
DETERIORATION.

NO STRUCTURAL
IMPACT, CLEAN AND
PRESERVE UPPER
LEVEL FOUNDATIONS
AND SUPPORT
STRUCTURE.

5-368-01-E AFTER STEERING
FWD EDUCTOR RM

BILGE AREA , FR
368-376, SHELL TO
INBOARD
BULKHEAD

PAINT FAILURE AND
DETERIORATED
BILGE WELL.

CLEAN AND PRESERVE
48 SQUARE FEET OF
BILGE AREA AT
LOCATION NOTED.

5-368-01-E AFTER STEERING
FWD EDUCTOR RM

STBD SIDE, FR368-
376, SHELL FROM
BILGE TO
OVERHEAD.

LAGGING FAILS
MOISTURE CONTENT.

REPLACE SHELL AND
STRUCTURAL MEMBER
LAGGING, CLEAN AND
PRESERVE SHELL AND
STRUCTURAL MEMBERS
AT LOCATION NOTED.
INCLUDE 12 INCHES OF
OVERHEAD LAGGING
FROM SHELL TO 12
INCHES INBOARD OF
SHELL.

5-368-01-E AFTER STEERING
FWD FAN ROOM

BILGE AREA , FR
368-376, SHELL TO
INBOARD
BULKHEAD

PAINT FAILURE CLEAN AND PRESERVE
48 SQUARE FEET OF
BILGE AREA AT
LOCATION NOTED.



USS NICHOLAS (FFG-47) STRUCTURAL INSPECTION RESULTS
UNSATISFACTORY AREA SPECIFICS

LOCATION NAME AREA RESULTS ACTION
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5-368-01-E AFTER STEERING
AFT PORT SIDE
STOREROOM

PORTSIDE SHELL,
FR 376-392, DECK
TO 18 INCHES
ABOVE THE DECK.

LAGGING FAILS
MOISTURE CONTENT.

REPLACE SHELL AND
STRUCTURAL MEMER
LAGGING, CLEAN AND
PRESERVE SHELL AND
STRUCTURAL MEMBERS
AT LOCATION NOTED.

5-368-01-E AFTER STEERING
AFT PORT SIDE
STOREROOM

BILGE AREA , FR
376-384, SHELL TO
INBOARD
BULKHEAD

PAINT FAILURE CLEAN AND PRESERVE
48 SQUARE FEET OF
BILGE AREA AT
LOCATION NOTED.

5-376-1-A 1ST DIVISION
STOREROOM

BILGE AREA FR
376-371, INBOARD
BULKHEAD TO 96
INCHES
OUTBOARD OF
THAT BULKHEAD

PAINT FAILURE. CLEAN AND PRESERVE
BILGE AT LOCATION
NOTED.
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USS NICHOLAS (FFG-47) STRUCTURAL INSPECTION RESULTS
UNASSESSABLE AREAS

LOCATION NAME AREA RESULTS
3-20-0-Q CHAIN LOCKER LOCKER INACCESSIBLE/REQUIRES GAS FREE
3-32-2-A SECURITY FORCE ISSUE

ROOM
COMPARTMENT INACCESSIBLE DUE TO GEAR

STOWAGE
3-64-1-V VOID VOID INACCESSIBLE/REQUIRES GAS FREE
3-64-2-V VOID VOID INACCESSIBLE/REQUIRES GAS FREE
3-144-0-L CREW'S BERTHING COMPARTMENT SHELL AREAS INACCESSIBLE, AFT

STBD SIDE (AFT OF 3-154-1-Q) DUE
TO RACK INSTALLATION. AFT PORT
SIDE (AFT OF 3-140-2-L) DUE TO
RACK INSTALLATION.

3-236-1-F FUEL TANK TANK INACCESSIBLE/REQUIRES GAS FREE
3-236-2-F FUEL TANK TANK INACCESSIBLE/REQUIRES GAS FREE
3-240-1-F FUEL TANK TANK INACCESSIBLE/REQUIRES GAS FREE
3-240-2-F FUEL TANK TANK INACCESSIBLE/REQUIRES GAS FREE
3-272-1-F FUEL TANK TANK INACCESSIBLE/REQUIRES GAS FREE
3-272-2-F FUEL TANK TANK INACCESSIBLE/REQUIRES GAS FREE
3-278-1-F FUEL TANK TANK INACCESSIBLE/REQUIRES GAS FREE
3-278-2-F FUEL TANK TANK INACCESSIBLE/REQUIRES GAS FREE
3-286-1-F FUEL TANK TANK INACCESSIBLE/REQUIRES GAS FREE
3-286-2-F FUEL TANK TANK INACCESSIBLE/REQUIRES GAS FREE
3-292-8-F FUEL TANK TANK INACCESSIBLE/REQUIRES GAS FREE
3-316-1-J JP-5 FUEL TANK TANK INACCESSIBLE/REQUIRES GAS FREE
3-322-1-F JP-5 FUEL TANK TANK INACCESSIBLE/REQUIRES GAS FREE
4-H-0-V VOID VOID INACCESSIBLE/REQUIRES GAS FREE
4-20-0-W SUMP TANK INACCESSIBLE/REQUIRES GAS FREE
4-27-0-V VOID VOID INACCESSIBLE/REQUIRES GAS FREE
4-64-0-Q MISSILE MAGAZINE

COMPARTMENT
FAN COIL UNIT
4-80-2

AFT 1/3 PORTION OF PORTSIDE
SHELL FROM THE DECK TO 48
INCHES ABOVE THE DECK AND 1/2
THE AFT PORTSIDE FR 84
BULKHEAD FROM THE DECK TO 48
INCHES ABOVE THE DECK.

4-140-2-A LAUNDRY STOREROOM COMPARTMENT SODA STOWAGE PREVENTED
INSPECTION OF HULL.

4-152-1-A CHEMICAL WARFARE
STOREROOM

COMPARTMENT INACCESSIBLE DUE TO GEAR
STOWAGE

5-FF-0-V INACCESSIBLE VOID VOID INACCESSIBLE VOID
5-32-0-W SW BALLAST TANK TANK INACCESSIBLE/REQUIRES GAS FREE
5-56-0-F FUEL TANK TANK INACCESSIBLE/REQUIRES GAS FREE
5-64-0-F FUEL OVERFLOW TANK TANK INACCESSIBLE/REQUIRES GAS FREE
5-84-1-F FUEL TANK TANK INACCESSIBLE/REQUIRES GAS FREE
5-84-2-F FUEL TANK TANK INACCESSIBLE/REQUIRES GAS FREE
5-100-1-W APU WELL No. 1 WELL INACCESSIBLE/REQUIRES GAS FREE
5-100-2-W APU WELL No. 2 WELL INACCESSIBLE/REQUIRES GAS FREE
5-100-3-F FUEL OVFL OR BALLAST TANK TANK INACCESSIBLE/REQUIRES GAS FREE
5-100-4-F FUEL OVFL OR BALLAST TANK TANK INACCESSIBLE/REQUIRES GAS FREE
5-116-0-W CLEAN BALLAST TANK TANK INACCESSIBLE/REQUIRES GAS FREE
5-116-1-F FUEL TANK TANK INACCESSIBLE/REQUIRES GAS FREE
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USS NICHOLAS (FFG-47) STRUCTURAL INSPECTION RESULTS
UNASSESSABLE AREAS

LOCATION NAME AREA RESULTS
5-116-2-F FUEL TANK TANK INACCESSIBLE/REQUIRES GAS FREE
5-1/2-116-0-V SOLID BALLAST VOID VOID INACCESSIBLE/REQUIRES GAS FREE
5-132-0-F CONTAMINATED OIL SET TANK TANK INACCESSIBLE/REQUIRES GAS FREE
5-137-1-T UNDERWATER LOG TRUNK TRUNK INACCESSIBLE/REQUIRES GAS FREE
5-140-1-F FUEL TANK TANK INACCESSIBLE/REQUIRES GAS FREE
5-140-2-F FUEL TANK TANK INACCESSIBLE/REQUIRES GAS FREE
5-164-0-F OILY WASTE WATER HOLDING

TANK
TANK INACCESSIBLE/REQUIRES GAS FREE

5-164-1-W LAUNDRY DRAIN TANK TANK INACCESSIBLE/REQUIRES GAS FREE
5-164-2-F FUEL TANK TANK INACCESSIBLE/REQUIRES GAS FREE
5-164-3-F FUEL TANK TANK INACCESSIBLE/REQUIRES GAS FREE
5-170-0-F WASTE OIL RETENSION TANK TANK INACCESSIBLE/REQUIRES GAS FREE
5-188-2-W WASTE WATER DRAIN TANK

No. 1
TANK INACCESSIBLE/REQUIRES GAS FREE

5-192-2-F OILY WASTE DRAIN TANK No. 1 TANK INACCESSIBLE/REQUIRES GAS FREE
5-201-1-F AUX FUEL SERVICE TANK TANK INACCESSIBLE/REQUIRES GAS FREE
5-201-3-F AUX FUEL SERVICE TANK TANK INACCESSIBLE/REQUIRES GAS FREE
5-204-1-F FUEL SERVICE TANK TANK INACCESSIBLE/REQUIRES GAS FREE
5-204-2-F FUEL SERVICE TANK TANK INACCESSIBLE/REQUIRES GAS FREE
5-220-2-W WASTE WATER DRAIN TANK

No. 2
TANK INACCESSIBLE/REQUIRES GAS FREE

5-222-1-F OILY WASTE DRAIN TANK No. 2 TANK INACCESSIBLE/REQUIRES GAS FREE
5-250-1-F FUEL OR BLST TANK TANK INACCESSIBLE/REQUIRES GAS FREE
5-250-2-F FUEL OVFL OR BLST TANK TANK INACCESSIBLE/REQUIRES GAS FREE
5-270-0-F CPP HYDRAULIC OIL SUMP

TANK
TANK INACCESSIBLE/REQUIRES GAS FREE

5-276-0-F LUBE OIL SUMP TANK TANK INACCESSIBLE/REQUIRES GAS FREE
5-290-2-F OILY WASTE DRAIN TANK No. 3 TANK INACCESSIBLE/REQUIRES GAS FREE
5-292-1-W WASTE WATER DRAIN No. 3 TANK INACCESSIBLE/REQUIRES GAS FREE
5-292-2-W POTABLE WATER TANK INACCESSIBLE/REQUIRES GAS FREE
5-292-3-W POTABLE WATER TANK INACCESSIBLE/REQUIRES GAS FREE
5-308-1-W POTABLE WATER TANK INACCESSIBLE/REQUIRES GAS FREE
5-308-2-W POTABLE WATER TANK INACCESSIBLE/REQUIRES GAS FREE
5-328-0-J JP-5 OVERFLOW TANK INACCESSIBLE/REQUIRES GAS FREE
5-328-1-W CLEAN BALLAST TANK INACCESSIBLE/REQUIRES GAS FREE
5-328-2-W CLEAN BALLAST TANK INACCESSIBLE/REQUIRES GAS FREE
5-344-0-J JP-5 TANK INACCESSIBLE/REQUIRES GAS FREE
5-368-0-V VOID VOID INACCESSIBLE/REQUIRES GAS FREE
5-386-0-V INACCESSIBLE VOID VOID INACCESSIBLE VOID
5-390-1-A AFTER LIGHT LOCKER COMPARTMENT INACCESSIBLE DUE TO GEAR

STOWAGE
5-392-0-V VOID VOID INACCESSIBLE/REQUIRES GAS FREE
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MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

HULL INSULATION
ESWBS

63511
EIC

1700
APL

N/A
RIC

EQUIPMENT NAME

HULL INSULATION
IDENT/SERIAL

N/A
LOCATION

3-84-0-E
WORK CENTER

EMO4
JSN

P006
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  1

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02             4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
1

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY
2.   ESSENTIAL              

3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                                                3       

DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF A/C MACHRY ROOM (3-84-0-E), 

THE SHELL INSULATION WAS FOUND SATURATED AND THE SHELL AND STIFFENERS WERE 

CORRODED., FROM THE DECK UP 48”, PORTSIDE, FR 84 TO FR 100.

RECOMMENDED REPAIRS 
REMOVE APPROX. 100 SF OF SATURATED SHELL INSULATION. REMOVE CORROSION EXPOSED
BY REMOVALS. PRIME AND PRESERVE SHELL EXPOSED BY INSULATION REMOVALS, INCLUDING 6” 

OF ADJOINING DECK AND BHD. INSTALL NEW INSULATION IN PLACE OF THAT REMOVED. PAINT 

INSULATION TO MATCH SURROUNDING AREAS.
SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI
CSMP SUMMARY
 A/C MACHRY ROOM (3-84-0-E) SHELL INSULATION SATURATED.

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.e            
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP
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MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

HULL INSULATION
ESWBS

63511
EIC

1700
APL

N/A
RIC

EQUIPMENT NAME

HULL INSULATION
IDENT/SERIAL

N/A
LOCATION

3-84-0-E
WORK CENTER

EMO4
JSN

P008
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  1

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02             4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
1

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY
2.   ESSENTIAL              

3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                                                3       

DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF A/C MACHRY ROOM (3-84-0-E), 

ON THE TRANSV BHD AT FR 100, THE LOWER 4’ OF BHD INSULATION WAS FOUND SATURATED AND 

THE BHD CORRODED FROM CENTERLINE TO THE PORTSIDE SHELL. THE NO. 1 A/C UNIT MUST BE 

REMOVED TO ACCESS THIS AREA.

RECOMMENDED REPAIRS 
REMOVE APPROX. 80 SF OF SATURATED BHD INSULATION. REMOVE CORROSION EXPOSED
BY REMOVALS. PRIME AND PRESERVE BHD EXPOSED BY INSULATION REMOVALS, INCLUDING 6” 

OF ADJOINING DECK AND BHD. INSTALL NEW INSULATION IN PLACE OF THAT REMOVED. PAINT 

INSULATION TO MATCH SURROUNDING AREAS.
SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI
CSMP SUMMARY
 A/C MACHRY ROOM (3-84-0-E) BHD INSULATION SATURATED.

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.e            
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP
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MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

HULL DECKS
ESWBS

13011
EIC

A501
APL

N/A
RIC

EQUIPMENT NAME

HULL DECKS
IDENT/SERIAL

N/A
LOCATION

3-84-0-E
WORK CENTER

EMO4
JSN

P011
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  4

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02             4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
1

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY
2.   ESSENTIAL              

3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                     4

DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF A/C MACHRY ROOM (3-84-0-E), 

THE  EDUCTOR SUMP DECK AND COAMING LOCATED AT FR 100, CENTERLINE,  WAS HEAVILY 

CORRODED.

RECOMMENDED REPAIRS 
REMOVE CORROSION.  PRIME AND PRESERVE APPROXIMATELY 5 SF OF DECK, INCLUDING BOTH 
SIDES OF THE COAMING AROUND THE SUMP.

SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI
CSMP SUMMARY
 A/C MACHRY ROOM (3-84-0-E) EDUCTOR SUMP CORRODED.

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.e            
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP
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MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

NON STRUCTURAL BHDS
ESWBS

62111
EIC

A301
APL

N/A
RIC

EQUIPMENT NAME

NON STRUCTURAL BHDS
IDENT/SERIAL

N/A
LOCATION

3-100-1-L
WORK CENTER

EMO4
JSN

P054
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  1

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02             4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
1

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY
2.   ESSENTIAL              

3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                                                3       

DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF BERTHING COMPT.  (3-100-1-L), 

THE TRANSV JOINER BHD AT FR 113, BETWEEN 3-100-1-L AND 3-113-0-L IS DETERIORATED AND 

HOLED ABOUT 6” ABOVE THE DECK FROM THE STBD SHELL INBD TO THE ACCESS TO 3-113-0-L. 

ROOT CAUSE IS WATER SEEPAGE BETWEEN THE DECKING AND THE BHD IN 3-113-1-L.

RECOMMENDED REPAIRS 
REMOVE AND REPLACE APPROX. 15 SF OF JOINER BHD IN AREA INDICATED ABOVE.
REMOVE AND REPLACE ADJACENT DECKING IN WAY OF BHD REPAIRS. SEAL, PRIME AND PRESERVE 

NEW AND DISTURBED SURFACES OF ADJOINING DECK AND BHD. 

SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI
CSMP SUMMARY
 BERTHING COMPT (3-100-1-L) BHD DETERIORATED

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.e            
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP
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MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

HULL INSULATION
ESWBS

63511
EIC

A301
APL

N/A
RIC

EQUIPMENT NAME

HULL INSULATION
IDENT/SERIAL

N/A
LOCATION

3-113-0-L
WORK CENTER

EMO4
JSN

P055
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  1

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02             4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
1

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY
2.   ESSENTIAL              

3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                                                3       

DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF CREWS WSHRM (3-113-0-L), 

THE SHELL INSULATION WAS FOUND SATURATED AND THE SHELL AND STIFFENERS FROM THE 

DECK UP 12”, FROM FR 113 TO 125, STBD SIDE, WERE CORRODED.

RECOMMENDED REPAIRS 
REMOVE SANITARY SHEATHING. REMOVE APPROX. 20SF OF SATURATED SHELL INSULATION. 
REMOVE CORROSION EXPOSED BY REMOVALS. PRIME AND PRESERVE SHELL EXPOSED BY 

INSULATION REMOVALS. INSTALL NEW INSULATION IN PLACE OF THAT REMOVED. INSTALL NEW 

SANITARY SHEATHING.
SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI
CSMP SUMMARY
 CREW WSHRM (3-113-0-L) SHELL INSULATION SATURATED.

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.e            
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP



28

MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

HULL INSULATION
ESWBS

63511
EIC

A301
APL

N/A
RIC

EQUIPMENT NAME

HULL INSULATION
IDENT/SERIAL

N/A
LOCATION

3-140-1-A
WORK CENTER

EMO4
JSN

P056
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  1

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02             4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
1

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY
2.   ESSENTIAL              

3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                                                3       

DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF CLEANING GEAR LOCKER (3-140-1-A), 

THE SHELL INSULATION WAS FOUND SATURATED AND THE SHELL AND STIFFENERS FROM THE 

DECK UP 48”,FROM FR 140 TO 148, STBD SIDE, WERE CORRODED. THE INSULATION ON THE 

ADJACENT AREAS ON THE FWD AND AFT BHDS IS ALSO SATURATED.

RECOMMENDED REPAIRS 
REMOVE APPROX. 40 SF OF SATURATED SHELL AND BHD INSULATION.
REMOVE CORROSION EXPOSED BY REMOVALS. PRIME AND PRESERVE SHELL EXPOSED BY 

INSULATION REMOVALS. INSTALL NEW INSULATION IN PLACE OF THAT REMOVED. PAINT NEW 

SURFACES TO MATCH SURROUNDING AREAS.
SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI
CSMP SUMMARY
 CLEANING GEAR LKR (3-140-1-A) SHELL INSULATION SATURATED.

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.e            
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP



29

MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

HULL DECKS
ESWBS

13011
EIC

A301
APL

N/A
RIC

EQUIPMENT NAME

HULL DECKS
IDENT/SERIAL

N/A
LOCATION

3-140-1-A
WORK CENTER

EMO4
JSN

P057
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  1

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02             4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
1

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY

2.   ESSENTIAL              
3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                                                3       

DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF CLEANING GEAR LOCKER (3-140-1-A), 

THE TERAZZO DECK COVERING IS CRACKED, ALLOWING MOISTURE TO PENETRATE TO SHELL AND 

DECK.

HEAVY CORROSION IS VISIBLE AROUND DECKING.

RECOMMENDED REPAIRS 
REMOVE APPROX. 32 SF OF DETERIORATED TERRAZZO DECK COVERING.
REMOVE CORROSION EXPOSED BY REMOVALS. PRIME AND PRESERVE SHELL AND DECK EXPOSED 

BY DECKING REMOVALS. ACCOMPLISH UT SURVEY OF DECK AND ADJACENT SHELL. INSTALL NEW 

DECKING IN PLACE OF THAT REMOVED.

SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI
CSMP SUMMARY
 CLEANING GEAR LKR (3-140-1-A) DECK COVERING DETERIORATED.

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.a        
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP
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MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

HULL INSULATION
ESWBS

63511
EIC

1700
APL

N/A
RIC

EQUIPMENT NAME

HULL INSULATION
IDENT/SERIAL

N/A
LOCATION

3-154-1-Q
WORK CENTER

EMO4
JSN

P053
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  1

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02             4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
1

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY
2.   ESSENTIAL              

3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                                                3       

DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF PIPING SPACE (3-154-1-Q), 

THE SHELL INSULATION WAS FOUND SATURATED AND THE SHELL AND STIFFENERS FROM THE 

DECK UP 72”, FROM FR 159 TO 164, STBD SIDE, WERE CORRODED. 

RECOMMENDED REPAIRS 
REMOVE APPROX. 30 SF OF SATURATED SHELL INSULATION.
REMOVE CORROSION EXPOSED BY REMOVALS. PRIME AND PRESERVE SHELL EXPOSED BY 

INSULATION REMOVALS. INSTALL NEW INSULATION IN PLACE OF THAT REMOVED. PAINT NEW 

SURFACES TO MATCH SURROUNDING AREAS.
SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI
CSMP SUMMARY
 PIPING SPACE (3-154-1-Q) SHELL INSULATION SATURATED.

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.e            
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP



31

MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

HULL INSULATION
ESWBS

63511
EIC

1700
APL

N/A
RIC

EQUIPMENT NAME

HULL INSULATION
IDENT/SERIAL

N/A
LOCATION

3-156-2-Q
WORK CENTER

EMO4
JSN

P052
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  4

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02             4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
8

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY
2.   ESSENTIAL              

3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                                               4       

DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF PIPING SPACE (3-156-2-Q), 

THE FOAM SHELL INSULATION WAS FOUND SATURATED AND THE SHELL FROM THE 

DECK UP 4”, FROM FR 158 TO 162, PORT SIDE, WAS CORRODED. 

RECOMMENDED REPAIRS 
REMOVE APPROX. 2 SF OF SATURATED SHELL INSULATION.
REMOVE CORROSION EXPOSED BY REMOVALS, INCLUDING 3” OF ADJACENT DECK. PRIME AND 

PRESERVE SHELL AND DECK. INSTALL NEW INSULATION IN PLACE OF THAT REMOVED. 

PAINT NEW SURFACES TO MATCH SURROUNDING AREAS.
SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI
CSMP SUMMARY
 PIPING SPACE (3-156-2-Q) SHELL INSULATION SATURATED.

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.e            
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP
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MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

PAINTING
ESWBS

63111
EIC

A101
APL

N/A
RIC

EQUIPMENT NAME

BILGE PAINTING
IDENT/SERIAL

N/A
LOCATION

3-292-2-E
WORK CENTER

EMO4
JSN

P001
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  1

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02             4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
1

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY

2.   ESSENTIAL              
3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                                                3       

DISCREPANCY DE SCRIPTION: PER SEMAT  INSPECTION OF NO. 4 DIESEL ENCLOSURE (3-292-2-E), THERE IS 

GENERAL PAINT FAILURE ON THE SHELL AND  BILGE AREAS, INCLUDING THE FWD AND AFT BHDS IN 

WAY OF THE BILGE AREAS AND STRUCTURE ATTACHED TO THE SHELL. THE AFFECTED AREA

IS FROM THE TANKTOP TO THE OVHD, FROM FR 292 TO FR 318

RECOMMENDED REPAIRS 
 ACCOMPLISH AN ACID AND POWER TOOL CLEANING OF THE BILGE AREAS. PRIME AND PRESERVE 
SHELL,STRUCTURE AND TANK BHDS, INCLUDING THE AREAS OF THE FWD AND AFT TRANSV BHDS IN 

WAY OF THE BILGES.  AREA IS APPROXIMATELY 1250 SF.

SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI
CSMP SUMMARY
SSDG NO. 4 ENCL.  (3-292-2-E) BILGE AREAS CORRODED.

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.f            
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP
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MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

HULL STRUCTURE
ESWBS

11011
EIC

A101
APL

N/A
RIC

EQUIPMENT NAME

SHELL & SUPPORTING STRUCTURE
IDENT/SERIAL

N/A
LOCATION

3-328-0-A
WORK CENTER

EMO4
JSN

P003
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  4

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02             4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
10

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY

2.   ESSENTIAL              
3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                                                3       

DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF COMB SUPPLY DEPT STRM (3-328-0-A), 

THE BILGE AREA BETWEEN THE TANK BHD AND THE SHELL, PORT AND STBD SIDE, FR 328 TO 331, 

INCLUDING THE TRANSVERSE BHD AT THE FWD END WAS FOUND CORRODED.

RECOMMENDED REPAIRS 
 REMOVE CORROSION FROM SURFACES INDICATED ABOVE.
PRIME AND PRESERVE 40 SF OF TERRA COTTA BILGE AREA, INCLUDING 3 SF OF THE FWD BHD IN 

WAY OF THE BILGE AREAS.

SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI
CSMP SUMMARY
COMB SUPPLY DEPT STRM (3-328-0-A) BILGE AREAS CORRODED.

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.a            
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP
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MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

HULL INSULATION
ESWBS

63511
EIC

1700
APL

N/A
RIC

EQUIPMENT NAME

HULL INSULATION
IDENT/SERIAL

N/A
LOCATION

4-32-0-Q
WORK CENTER

EMO4
JSN

PO49
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  4

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02             4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
16

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY

2.   ESSENTIAL              
3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                                                3       

DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF SONAR EQUIP. ROOM (4-32-0-Q), 

THE SHELL INSULATION WAS FOUND SATURATED AND THE SHELL AND STIFFENERS FROM THE 

DECK UP 4” FROM FR 32 TO FR 48, PORT AND STBD SIDES, AND FROM THE DECK UP 24”,  FR 46 TO FR 

48, STBD SIDE, WAS CORRODED.

RECOMMENDED REPAIRS 
REMOVE APPROX. 11 SF OF SATURATED FOAM INSULATION AND APROX. 4 SF OF SHELL INSULATION. 

REMOVE CORROSION EXPOSED BY REMOVALS. PRIME AND PRESERVE SHELL EXPOSED BY 

INSULATION REMOVALS. INSTALL NEW INSULATION IN PLACE OF THAT REMOVED. PAINT INSULATION 

TO MATCH SURROUNDING AREAS.
SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI
CSMP SUMMARY
 SONAR EQUIP. ROOM (4-32-0-Q) SHELL INSULATION SATURATED.

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.e            
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP
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MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

HULL INSULATION
ESWBS

63511
EIC

1700
APL

N/A
RIC

EQUIPMENT NAME

HULL INSULATION
IDENT/SERIAL

N/A
LOCATION

4-48-1-Q
WORK CENTER

EMO4
JSN

P050
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  1

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02             4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
1

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY

2.   ESSENTIAL              
3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                                                3       

DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF SONAR EQUIP.CLG ROOM (4-48-1-Q), 

THE SHELL INSULATION WAS FOUND SATURATED AND THE SHELL AND STIFFENERS FROM THE 

DECK UP 50”, FROM FR 48 TO FR 56, STBD SIDE, WERE CORRODED.

RECOMMENDED REPAIRS 
REMOVE APPROX. 40 SF OF SATURATED SHELL INSULATION. REMOVE CORROSION EXPOSED
BY REMOVALS. PRIME AND PRESERVE SHELL EXPOSED BY INSULATION REMOVALS. INSTALL NEW

INSULATION IN PLACE OF THAT REMOVED. PAINT INSULATION TO MATCH SURROUNDING AREAS.

SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI
CSMP SUMMARY
 SONAR EQUIP. CLG ROOM (4-48-1-Q) SHELL INSULATION SATURATED.

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.e            
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP
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MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

HULL INSULATION
ESWBS

63511
EIC

1700
APL

N/A
RIC

EQUIPMENT NAME

HULL INSULATION
IDENT/SERIAL

N/A
LOCATION

4-64-0-Q
WORK CENTER

EMO4
JSN

P051
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  1

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02             4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
1

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY

2.   ESSENTIAL              
3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                                                3       

DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF MISSILE MAG COMPT. (4-64-0-Q), 

THE SHELL INSULATION WAS FOUND SATURATED AND THE SHELL AND STIFFENERS FROM THE 

DECK UP 48”,FROM FR 64 TO FR 84, STBD SIDE, WERE CORRODED.

RECOMMENDED REPAIRS 
REMOVE APPROX. 90 SF OF SATURATED SHELL INSULATION. REMOVE CORROSION EXPOSED
BY REMOVALS. PRIME AND PRESERVE SHELL EXPOSED BY INSULATION REMOVALS. INSTALL NEW

INSULATION IN PLACE OF THAT REMOVED. PAINT INSULATION TO MATCH SURROUNDING AREAS.

SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI
CSMP SUMMARY
 MISSILE MAG. COMPT (4-64-0-Q) SHELL INSULATION SATURATED.

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.e            
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP
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MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

TANKS
ESWBS

12311
EIC

A809
APL

N/A
RIC

EQUIPMENT NAME

VOIDS AND COFFERDAMS 
IDENT/SERIAL

N/A
LOCATION

4-100-0-E
WORK CENTER

EM04
JSN

P012
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  1

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02              4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
1

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY

2.   ESSENTIAL              
3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                                                2       

DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF APU ROOM (4-100-0-E), 

 APPROX. 2 SF OF THE 5-100-4-F TANK BHD PLATING ON THE PORTSIDE, FROM FR 106 TO FR 

108, FROM THE SHELL PLATE WELD SEAM UP 12” WAS FOUND WASTED BELOW MINIMUM IN WAY OF  

PREVIOUS INSERT PLATE WELD. 

RECOMMENDED REPAIRS 
CROP OUT AND REPLACE APPROX 2 SF OF (.25”) THICK TNK BHD PLATING AS INDICATED 
ABOVE. PRIME AND PRESERVE NEW AND EXPOSED AREAS.  ACCOMPLISH IN 

CONJUNCTION WITH EM04-P017, EM04-P019 AND EM03-4200.

 
SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS/HUGHES, CDI
CSMP SUMMARY
                    APU ROOM (4-100-0-E) TANK BHD PLATE  WASTED

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.a            
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP
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MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

HULL STRUCTURE
ESWBS

12011
EIC

A801
APL

N/A
RIC

EQUIPMENT NAME

BULKHEADS, STRUCTURAL 
IDENT/SERIAL

N/A
LOCATION

4-100-0-E
WORK CENTER

EM04
JSN

P017
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  1

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02              4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
1

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY

2.   ESSENTIAL              
3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                                                2       

DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF APU ROOM (4-100-0-E), 

 APPROX. 4 SF OF THE TRANSVERSE BHD PLATING ON THE PORTSIDE AT FR 108, IN THE VEE 

BETWEEN THE SHELL AND THE TANK BHD (BILGE AREA) AFT OF THE ROSEBOX, IS SEVERELY 

WASTED. THE AREA IS INACCESSIBLE DUE TO THE ROSEBOX

RECOMMENDED REPAIRS 
CROP OUT AND REPLACE APPROX 4 SF OF (.25”) THICK BHD PLATING AS INDICATED ABOVE.  
PRIME AND PRESERVE NEW AND EXPOSED AREAS.  ACCOMPLISH IN CONJUNCTION WITH EM04-P012,

EM04-PO19 AND EMO3-4200.

 
SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS/HUGHES, CDI
CSMP SUMMARY
                    APU ROOM  (4-100-0-E) BHD PLATE  WASTED

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.a            
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP
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MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

PAINTING
ESWBS

63111
EIC

A101
APL

N/A
RIC

EQUIPMENT NAME

BILGE PAINTING
IDENT/SERIAL

N/A
LOCATION

4-100-0-E
WORK CENTER

EMO3
JSN

4200
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  1

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02             4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
1

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY

2.   ESSENTIAL              

3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                                                3       

DISCREPANCY DE SCRIPTION: PER SEMAT  INSPECTION OF APU ROOM (4-100-0-E) ,THE BILGE AREAS BETWEEN

THE TANK BHD AND THE SHELL, FROM THE TANKTOP TO 2 FT UP THE SHELL, PORT AND STBD SIDES, 

FR 100 TO 108, WERE FOUND CORRODED. ON THE STBD SIDE, THE APU PWR PANEL WILL NEED TO BE 

LIFTED TO ACCESS THE BILGE AREA.  

RECOMMENDED REPAIRS 
 REMOVE CORROSION IN AREAS INDICATED ABOVE. PRIME AND PRESERVE SHELL,
STRUCTURE AND TANK BHD, INCLUDING THE AREAS OF THE FWD AND AFT TRANSV BHDS, IN WAY

OF THE BILGES. ACCOMPLISH UT SURVEY OF FR 100 TRANSV BHD, STBD SIDE  AND STBD BILGE

AREAS EXPOSED BY APU PWR PANEL RMVL.  ACCOMP. IN CONJ. WITH EM04-PO17, P012 AND PO19.
SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI
CSMP SUMMARY
 APU ROOM (4-100-0-E) BILGE AREAS CORRODED.

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.f            
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP
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MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

FLOOR PLATES AND GRATES
ESWBS

62211
EIC

1404
APL

N/A
RIC

EQUIPMENT NAME

MACHINERY SPACES 
IDENT/SERIAL

N/A
LOCATION

4-100-0-E
WORK CENTER

EM04
JSN

P019
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  1

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02              4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
1

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY
2.   ESSENTIAL              

3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                                                3       

DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF APU ROOM (4-100-0-E), 

 APPROX. 12 LF OF THE DECK PLATE SUPPORT ANGLES ON THE PORTSIDE AT FR 108, BETWEEN THE

SHELL AND THE TANK BHD, ARE SEVERELY WASTED.

RECOMMENDED REPAIRS 

CROP OUT AND REPLACE APPROX 12 LF OF 2 ½ X 2 ½ X ¼ ANGLE AS INDICATED ABOVE.  
PRIME AND PRESERVE NEW AND EXPOSED AREAS.  ACCOMPLISH IN CONJUNCTION WITH EM04-P012,

EM04-P017 AND EMO3-4200.

 
SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS/HUGHES, CDI
CSMP SUMMARY
                    APU ROOM (4-100-0-E) DECK PLATE SUPPORTS  WASTED

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.c            
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP
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APU MACHINERY ROOM FRAME 108 STRUCTURE DIAGRAM
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APU MACHINERY ROOM PORT SHELL STRUCTURE DIAGRAM 
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Auxiliary Propulsion Unit (APU)
Machinery Room -      4-100-0-E

Photo 1: DETERIORATED BILGE POCKET  PORTSIDE
AFT, FRAME 108, LOOKING DOWN/AFT/OUTBOARD

Photo 2: DETERIORATED BILGE PORTSIDE FWD
FRAME 100, LOOKING FORWARD/OUTBOARD
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Auxiliary Propulsion Unit (APU)
Machinery Room -      4-100-0-E

Photo 3: DETERIORATED BILGE POCKET, STBD SIDE
FRAME 108, LOOKING DOWN

Photo 4: BILGE AREA STBD SIDE BELOW No 1 APU
DISTRIBUTION PANEL, LOOKING FWD



Auxiliary Propulsion Unit (APU)
Machinery Room -      4-100-0-E

Photo 5: FWD STBD BILGE AREA AND WIREWAY
FRAME 100, FWD No 1 AND 2 APU DISTRIBUTION
POWER PANELS, LOOKING DOWN AND FORWARD
Photo 6: UT SECTION INBD SIDE OF FRAME 108
PORTSIDE AFT BILGE POCKET LOOKING DOWN
AND INBOARD
45
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MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

HULL STRUCTURE
ESWBS

11011
EIC

A301
APL

N/A
RIC

EQUIPMENT NAME

SHELL & SUPPORTING STRUCTURE
IDENT/SERIAL

N/A
LOCATION

4-140-0-Q
WORK CENTER

EMO4
JSN

P021
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  4

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02             4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
3

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY

2.   ESSENTIAL              
3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                                                3       

DISCREPANCY DE SCRIPTION: PER SEMAT I INSPECTION OF LAUNDRY (4-140-0-Q), 

THE 2ND STIFFENER FROM THE TANK TOP BHD, PORTSIDE, FR 157 TO 160, WAS FOUND CORRODED.

RECOMMENDED REPAIRS 
 REMOVE CORROSION FROM SURFACES INDICATED ABOVE.
PRIME AND PRESERVE 3 LF OF STIFFENER FROM FR 157 T0 160 

SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI
CSMP SUMMARY
 LAUNDRY (4-140-0-Q) STIFFENER CORRODED.

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.a            
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP
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MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

PAINTING
ESWBS

63111
EIC

A101
APL

N/A
RIC

EQUIPMENT NAME

BILGE PAINTING
IDENT/SERIAL

N/A
LOCATION

4-140-3-A
WORK CENTER

EMO4
JSN

P023
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  4

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02             4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
12

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY

2.   ESSENTIAL              
3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                                                3       

DISCREPANCY DE SCRIPTION: PER SEMAT I INSPECTION OF STOREROOM (4-140-3-A), 

THE BILGE AREA BETWEEN THE TANK BHD AND THE SHELL, STBD SIDE, FR 140 TO 145, INCLUDING 

THE TRANSVERSE BHD AT EACH END, WAS FOUND CORRODED.

RECOMMENDED REPAIRS 
 REMOVE CORROSION FROM SURFACES INDICATED ABOVE.
PRIME AND PRESERVE 25 SF OF TERRA COTTA BILGE AREA. 

SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI
CSMP SUMMARY
 STOREROOM (4-140-3-A) BILGE AREA CORRODED.

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.f            
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP
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MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

PAINTING
ESWBS

63111
EIC

A101
APL

N/A
RIC

EQUIPMENT NAME

BILGE PAINTING
IDENT/SERIAL

N/A
LOCATION

4-151-3-A
WORK CENTER

EMO4
JSN

P025
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  4

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02             4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
10

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY

2.   ESSENTIAL              
3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                                                4       

DISCREPANCY DE SCRIPTION: PER SEMAT I INSPECTION OF CLEANING GEAR LOCKER (4-151-3-A), 

THE BILGE AREA BETWEEN THE TANK BHD AND THE SHELL, STBD SIDE, FR 151 TO 154, INCLUDING 

THE TRANSVERSE BHD AT EACH END, WAS FOUND CORRODED.

RECOMMENDED REPAIRS 
 REMOVE CORROSION FROM SURFACES INDICATED ABOVE.
PRIME AND PRESERVE 16 SF OF TERRA COTTA BILGE AREA. 

SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI
CSMP SUMMARY
CLEANING GEAR LOCKER  (4-151-3-A) BILGE AREA CORRODED.

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.f            
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP
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MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

HULL STRUCTURE
ESWBS

11011
EIC

A101
APL

N/A
RIC

EQUIPMENT NAME

SHELL&SUPPORTING STRUCTURE 
IDENT/SERIAL

N/A
LOCATION

4-160-0-Q
WORK CENTER

EM04
JSN

P027
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  1

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02              4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
1

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY

2.   ESSENTIAL              
3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                                                2       

DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF SEWAGE HANDLING & BOILER ROOM (4-160-0-Q), 

 APPROX. 10 SF OF SHELL PLATING ON THE STBDSIDE FROM FR 159 TO FR 164, FROM THE 

MARGIN PLATE WELD SEAM DOWN 24” WAS FOUND WASTED BELOW MINIMUM. 

RECOMMENDED REPAIRS 
 REMOVE AND REPLACE APPROX 10 SF OF (.5”) THICK SHELL PLATING DETAILED ABOVE 
ACCOMPLISH IN CONJUNCTION WITH EM04-P030, EM04-A259 AND EMO4-3250.

 
SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS/HUGHES, CDI
CSMP SUMMARY
                   SEWAGE HANDLING& BOILER ROOM (4-160-0-Q) SHELL PLATING WASTED

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.a            
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP
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MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

HULL STRUCTURE
ESWBS

12311
EIC

A809
APL

N/A
RIC

EQUIPMENT NAME

BULKHEADS, STRUCTURAL 
IDENT/SERIAL

N/A
LOCATION

4-160-0-Q
WORK CENTER

EM04
JSN

P030
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  1

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02              4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
1

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY
2.   ESSENTIAL              

3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                                                2       

DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF SEWAGE HANDLING & BOILER ROOM (4-160-0-Q), 

 APPROX. 5 SF OF THE 5-164-3-F TANK BHD PLATING ON THE STBDSIDE FROM FR 159 TO FR 164, 

FROM THE SHELL PLATE WELD SEAM UP 8” WAS FOUND WASTED BELOW MINIMUM. THE 5-164-3-F 

TANK BHD PLATING ON THE STBDSIDE, FROM FR 167 TO FR 172, FROM THE TANK TOP DOWN 8” 

TOWARD THE SHELL IS WASTED IN WAY OF THE BOILER FDN.

RECOMMENDED REPAIRS 
CROP OUT AND REPLACE TWO SECTIONS FOR A TOTAL OF APPROX 10 SF OF (.25”) THICK TNK BHD 
PLATING AS INDICATED ABOVE. PRIME AND PRESERVE NEW AND EXPOSED AREAS.  ACCOMPLISH IN 

CONJUNCTION WITH EM04-P027 AND EM04-3250.

 
SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS/HUGHES, CDI
CSMP SUMMARY
                    SEWAGE HANDLING& BOILER ROOM(4-160-0-Q) TNK BHD PLATE  WASTED

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.a            
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP
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MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

HULL STRUCTURE
ESWBS

12011
EIC

A801
APL

N/A
RIC

EQUIPMENT NAME

BULKHEADS, STRUCTURAL 
IDENT/SERIAL

N/A
LOCATION

4-160-0-Q
WORK CENTER

EM04
JSN

3250
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  1

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02              4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
1

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY

2.   ESSENTIAL              
3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                                                2       

DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF SEWAGE HANDLING & BOILER ROOM (4-160-0-Q), 

 APPROX. 4 SF OF THE TRANSVERSE BHD PLATING ON THE STBDSIDE AT FR 160, IN THE VEE 

BETWEEN THE SHELL AND THE TANK BHD (BILGE AREA), IS HOLED.

RECOMMENDED REPAIRS 
CROP OUT AND REPLACE APPROX 4 SF OF (.25”) THICK BHD PLATING AS INDICATED ABOVE.  
PRIME AND PRESERVE NEW AND EXPOSED AREAS.  ACCOMPLISH IN CONJUNCTION WITH EM04-PO27

AND EM04-P030.

 
SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS/HUGHES, CDI
CSMP SUMMARY
                    SEWAGE HANDLING& BOILER ROOM(4-160-0-Q) BHD PLATE  WASTED

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.a            
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP
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MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

HULL INSULATION
ESWBS

63511
EIC

1700
APL

N/A
RIC

EQUIPMENT NAME

HULL INSULATION
IDENT/SERIAL

N/A
LOCATION

4-160-0-Q
WORK CENTER

EMO4
JSN

P046
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  4

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02             4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
1

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY

2.   ESSENTIAL              
3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                   4         

DISCREPANCY DE SCRIPTION: PER SEMAT I INSPECTION OF SEWAGE HANDLING & BOILER ROOM (4-160-0-Q), 

THE SHELL INSULATION WAS FOUND SATURATED AND THE SHELL AND STIFFENERS FROM THE 

LOWER EDGE OF THE INSULATION UP TO AND INCLUDING THE FOURTH STIFFENER ABOVE THE TANK 

TOP, PORTSIDE, FR 160-180, WERE FOUND CORRODED.

RECOMMENDED REPAIRS 
 REMOVE APPROX. 80 SF OF SATURATED SHELL INSULATION. REMOVE CORROSION EXPOSED BY 
REMOVALS. PRIME AND PRESERVE SHELL FROM THE BILGE AREA UP TO THE INSULATION REMOVAL 

LINE. INSTALL NEW INSULATION IN PLACE OF THAT REMOVED. PAINT INSULATION TO MATCH 

SURROUNDING AREAS.
SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI
CSMP SUMMARY
 SEWAGE HANDLING& BOILER ROOM (4-160-0-Q) SHELL INSULATION SATURATED.

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.e            
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP
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MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

HULL INSULATION
ESWBS

63511
EIC

1700
APL

N/A
RIC

EQUIPMENT NAME

HULL INSULATION
IDENT/SERIAL

N/A
LOCATION

4-160-0-Q
WORK CENTER

EMO4
JSN

P047
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  1

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02             4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
1

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY

2.   ESSENTIAL              
3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                                                3       

DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF SEWAGE HANDLING & BOILER ROOM (4-160-0-Q), 

THE SHELL INSULATION WAS FOUND SATURATED AND THE SHELL AND STIFFENERS FROM THE 

LOWER EDGE OF THE INSULATION UP TO AND INCLUDING THE FIFTH STIFFENER ABOVE THE TANK 

TOP, STBDSIDE, FR 160-172, WERE FOUND CORRODED.

RECOMMENDED REPAIRS 
 REMOVE APPROX. 120 SF OF SATURATED SHELL INSULATION. REMOVE CORROSION EXPOSED BY 
REMOVALS. PRIME AND PRESERVE SHELL AND INSTALL NEW INSULATION. PAINT INSULATION TO 

MATCH SURROUNDING AREAS.

SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI
CSMP SUMMARY
 SEWAGE HANDLING& BOILER ROOM (4-160-0-Q) SHELL INSULATION SATURATED.

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.e            
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP
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CHT PUMP ROOM DIAGRAM
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CHT PUMP ROOM DIAGRAM 
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Collection Holding Tank (CHT)
Pump Room -            4-160-0-Q

Photo 7: FWD STARBOARD BILGE POCKET,
LOOKING DOWN/FWD/OUTBOARD

Photo 8: OVERBOARD DISCHARGE 4-172-1, SHELL
AND LONGITUDINAL DETERIORATION, LOOKING
OUTBOARD
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Collection Holding Tank (CHT)
Pump Room -            4-160-0-Q

Photo 9: PORTSIDE SHELL FRAME 171 AND
LONGITUDINAL No. 5 FROM OVERHEAD,
DETERIORATION, LOOKING OUTBOARD

Photo 10: PORTSIDE SHELL FRAME 178 AND
LONGITUDINAL No. 3 FROM OVERHEAD,
DETERIORATION, LOOKING AFT/OUTBD
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Collection Holding Tank (CHT)
Pump Room -            4-160-0-Q

Photo 11: FRAME 178, PORTSIDE, LOOKING AFT/DOWN

Photo 12: DETERIORATION BELOW OVBD DISCHARGE
4-172-2, LOOKING OUTBOARD/FORWARD
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Collection Holding Tank (CHT)
Pump Room -            4-160-0-Q

Photo 13: 4-172-1 OVBD DISCHARGE, STBD SIDE
SHELL, LOOKING OUTBOARD

Photo 14: STBD SIDE SHELL AND FRAME 178,
LOOKING AFT
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Collection Holding Tank (CHT)
Pump Room -            4-160-0-Q

Photo 15: STBD BILGE POCKET SHELL, UT AREA
LOOKING OUTBOARD/DOWN

Photo 16: STBD BILGE POCKET TANK PLATING,
UT AREA LOOKING INBOARD/DOWN
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MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

HULL STRUCTURE
ESWBS

11011
EIC

A301
APL

N/A
RIC

EQUIPMENT NAME

SHELL & SUPPORTING STRUCTURE
IDENT/SERIAL

N/A
LOCATION

4-172-1-E
WORK CENTER

EMO4
JSN

P048
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  1

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02             4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
1

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY

2.   ESSENTIAL              
3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                                                3       

DISCREPANCY DE SCRIPTION: PER SEMAT  INSPECTION OF FIRE PUMP ROOM (4-172-1-E), 

THE SHELL AND STIFFENERS FROM THE TANK TOP BHD, STBDSIDE, FR 172 TO 180,  UP TO THE

INSULATION WERE FOUND CORRODED.

RECOMMENDED REPAIRS 
 REMOVE CORROSION FROM SURFACES INDICATED ABOVE.
PRIME AND PRESERVE SHELL FROM THE BILGE AREA UP TO THE INSULATION LINE. SURFACE 

COATING IN BILGE AREA IS APPROX. 32 SF. ANTISWEAT COATING AREA IS APPROX. 48SF.

SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI
CSMP SUMMARY
 FIRE PUMP ROOM (4-172-1-E) SHELL & STIFFENERS CORRODED.

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.a            
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP
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MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

HULL STRUCTURE
ESWBS

11011
EIC

A703
APL

N/A
RIC

EQUIPMENT NAME

SHELL & SUPPORTING STRUCTURE
IDENT/SERIAL

N/A
LOCATION

4-172-1-E
WORK CENTER

EMO4
JSN

3322
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  1

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02             4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
1

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY

2.   ESSENTIAL              

3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                                                3       

DISCREPANCY DE SCRIPTION: PER SEMAT  INSPECTION OF FIRE PUMP ROOM (4-172-1-E), 

THE FOUNDATION FOR NO. 1 FIRE PUMP WAS FOUND CORRODED.

RECOMMENDED REPAIRS 
 REMOVE CORROSION FROM SURFACES INDICATED ABOVE.
PRIME AND PRESERVE FOUNDATION. (APPROX 30 SF OF TERRA COTTA SURFACE)

SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI
CSMP SUMMARY
                                FIRE PUMP RM (4-172-1-E) FIRE PUMP NO. 1 FDN CORRODED.

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.d            
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP
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MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

HULL STRUCTURE
ESWBS

11011
EIC

A303
APL

N/A
RIC

EQUIPMENT NAME

SHELL&SUPPORTING STRUCTURE 
IDENT/SERIAL

N/A
LOCATION

5-51-0-Q
WORK CENTER

EM04
JSN

P040
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  1

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02              4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
1

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY

2.   ESSENTIAL              
3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                                                2       

DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF EDUCTOR ROOM (5-51-0-Q), 

 APPROX. 8 LF OF TRANSV STIFFENER AT FR 54 FROM L2 STBD TO L2 PORT IS WASTED AND 

DISINTEGRATING. 

RECOMMENDED REPAIRS 
 REMOVE AND REPLACE APPROX.  8 LF OF 3 X 1 7/8” TEE DETAILED ABOVE. PRIME AND PRESERVE
NEW AND DISTURBED SURFACES. ACCOMPLISH IN CONJUNCTION WITH EM04-042 AND EMO4-044.

 
SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS/HUGHES, CDI
CSMP SUMMARY
                       EDUCTOR ROOM(5-51-0-Q) TRANSV STIFFENER WASTED

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.a            
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP
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MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

PAINTING
ESWBS

63511
EIC

A101
APL

N/A
RIC

EQUIPMENT NAME

BILGE PAINTING
IDENT/SERIAL

N/A
LOCATION

5-51-0-Q
WORK CENTER

EMO4
JSN

P042
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  1

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02             4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
1

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY

2.   ESSENTIAL              
3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                                                3       

DISCREPANCY DE SCRIPTION: PER SEMAT  INSPECTION OF EDUCTOR ROOM (5-51-0-Q) ,THE BILGE AREA

AND THE SHELL, PORT AND STBD SIDES, FR 51 TO 56, WERE FOUND CORRODED.

RECOMMENDED REPAIRS 
 REMOVE CORROSION IN AREAS INDICATED ABOVE. PRIME AND PRESERVE APPROX 180 SF OF 
SHELL AND STRUCTURE, INCLUDING THE AREAS OF THE FWD AND AFT TRANSV BHDS IN WAY

OF THE BILGES. APPROX. 120 SF IS ANTI-SWEAT COATING AND 60 SF IS TERRA COTTA.

ACCOMPLISH IN CONJUNCTION WITH EM04- P044 AND EM04-P040.
SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI
CSMP SUMMARY
 EDUCTOR ROOM (5-51-0-Q) BILGE AREAS CORRODED.

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.f            
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP
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MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

FLOOR PLATES AND GRATES
ESWBS

62211
EIC

1404
APL

N/A
RIC

EQUIPMENT NAME

MACHINERY SPACES 
IDENT/SERIAL

N/A
LOCATION

5-51-0-Q
WORK CENTER

EM04
JSN

P044
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  1

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02              4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
1

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY

2.   ESSENTIAL              
3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                                                2       

DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF EDUCTOR ROOM (5-51-0-Q), 

 APPROX. 12 LF OF THE DECK PLATE SUPPORT ANGLES OVER THE BILGE AREA AT CENTERLINE.

ARE SEVERELY WASTED.

RECOMMENDED REPAIRS 

CROP OUT AND REPLACE APPROX 8 LF OF 3 X 3 X ¼ ANGLE AND 4 LF OF 4 X 4 X ¼  ANGLE AS 
INDICATED ABOVE. PRIME AND PRESERVE NEW AND EXPOSED AREAS.  ACCOMPLISH IN 

CONJUNCTION WITH EM04-P040 AND EM04-P042.

 
SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS/HUGHES, CDI
CSMP SUMMARY
                    EDUCTOR ROOM (5-51-0-Q) DECK PLATE SUPPORTS  WASTED

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.c            
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP
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EDUCTOR ROOM DIAGRAM
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EDUCTOR ROOM DIAGRAM 
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Forward Eductor Room
5-51-0-Q

Photo 17: DETERIORATED AFT PORTSIDE BILGE
POCKET, SHELL, LOOKING DOWN/OUTBOARD

Photo 18: DETERIORATED AFT PORTSIDE BILGE
POCKET, SHELL, LOOKING DOWN/OUTBOARD
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Forward Eductor Room
5-51-0-Q

Photo 19: AFT STBD BILGE POCKET SHELL BELOW
EDUCTOR, LOOKING DOWN/OUTBOARD

Photo 20: AFT PORT BILGE POCKET, FRAME 56,
LOOKING DOWN/AFT
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Forward Eductor Room
5-51-0-Q

Photo 21: THINNED PORTSIDE BILGE AREA
DECK PLATE SUPPORT AND FRAMING,
LOOKING FORWARD

Photo 22: PORTSIDE
SHELL AND
LONGITUDINALS
DETERIORATED,
LOOKING
OUTBOARD
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MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

HULL STRUCTURE
ESWBS

11011
EIC

A101
APL

N/A
RIC

EQUIPMENT NAME

SHELL&SUPPORTING STRUCTURE 
IDENT/SERIAL

N/A
LOCATION

5-180-0-E
WORK CENTER

EM04
JSN

P005
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  1

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02              4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
1

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY

2.   ESSENTIAL              
3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                                                2       

DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF AMR NO. 1 (5-180-0-E), 

THE SHELL AND STRUCTURE IN WAY OF THE FIXED BALLAST IS INACCESSIBLE FOR MAINTENANCE

OR INSPECTION. CORROSION IS VISIBLE AROUND THE EDGES OF THE BALLAST FRAMEWORK. SEE 

ATTACHED SKETCH FOR LOCATIONS.

RECOMMENDED REPAIRS 
REMOVE FIXED BALLAST. REMOVE CORROSION FROM FDNS, SHELL AND STRUCTURE. ACCOMPLISH 
UT SURVEY OF AREAS EXPOSED BY REMOVALS. PRIME AND PRESERVE EXPOSED SHELL AND 

STRUCTURE. REINSTALL FIXED BALLAST AS REQUIRED

 
SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS/HUGHES, CDI
CSMP SUMMARY
                    AMR NO. 1 (5-180-0-E) SHELL CORRODED

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.a            
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP
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MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

HULL STRUCTURE
ESWBS

11011
EIC

A301
APL

N/A
RIC

EQUIPMENT NAME

SHELL&SUPPORTING STRUCTURE 
IDENT/SERIAL

N/A
LOCATION

5-180-0-E
WORK CENTER

EM04
JSN

P007
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  1

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02              4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
1

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY

2.   ESSENTIAL              
3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                                                2       

DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF AMR NO. 1 (5-180-0-E) 

LONGITUDINAL L6 PORT (7 X 6 ¾ X 15#)  IS SEVERELY WASTED FROM FR 202 TO 204 AND 

LONGITUDINALS L7 (7 X 6 ¾ X 15#)   & L8 (6 X 6 ½ X 13#) PORT ARE SEVERELY WASTED FROM FR 196 

TO 204.

RECOMMENDED REPAIRS 
CROP OUT AND REPLACE APPROX (10) LF OF 7 X 6 ¾ X 15# TEE AND (8) LF OF 6 X 6 ½ X 13#  TEE AS 
INDICATED ABOVE.  PRIME AND PRESERVE NEW AND EXPOSED AREAS.  ACCOMPLISH IN 

CONJUNCTION WITH EM04-P010 AND EM04-P014. 

 
SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS/HUGHES, CDI
CSMP SUMMARY
                    AMR NO. 1 (5-180-0-E) STIFFENERS  WASTED

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.a            
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP
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MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

PAINTING
ESWBS

63111
EIC

A101
APL

N/A
RIC

EQUIPMENT NAME

BILGE PAINTING
IDENT/SERIAL

N/A
LOCATION

5-180-0-E
WORK CENTER

EMO4
JSN

P010
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  1

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02             4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
1

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY

2.   ESSENTIAL              
3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                                                3       

DISCREPANCY DE SCRIPTION: PER SEMAT  INSPECTION OF AMR NO. 1 (5-180-0-E), THERE IS GENERAL PAINT 

FAILURE AND CORROSION THROUGHOUT THE BILGE AREAS, INCLUDING THE FWD AND AFT BHDS IN 

WAY OF THE BILGE AREAS. BILGE AREA IS DEFINED AS THE AREA FROM L9 PORT TO L9 STBD AND 

ADJACENT BHDS.

RECOMMENDED REPAIRS 
 ACCOMPLISH AN ACID AND POWER TOOL CLEANING OF THE BILGE AREAS. PRIME AND PRESERVE 
SHELL,STRUCTURE AND TANK BHDS, INCLUDING THE AREAS OF THE FWD AND AFT TRANSV BHDS IN 

WAY OF THE BILGES.  AREA IS APPROXIMATELY 2400 SF OF TERRA COTTA SURFACES
ACCOMPLISH  IN CONJUNCTION WITH EM04- P007 AND EMO4-P014.
SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI
CSMP SUMMARY
AMR NO. 1 (5-180-0-E) BILGE AREAS CORRODED.

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.f            
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP
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MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

HULL STRUCTURE
ESWBS

11011
EIC

A101
APL

N/A
RIC

EQUIPMENT NAME

SHELL & SUPPORTING STRUCTURE
IDENT/SERIAL

N/A
LOCATION

5-180-0-E
WORK CENTER

EMO4
JSN

P014
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  1

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02             4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
1

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY

2.   ESSENTIAL              
3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                                                3       

DISCREPANCY DE SCRIPTION: PER SEMAT  INSPECTION OF AMR NO. 1 (5-180-0-E), THERE IS HEAVY CORROSION 

ON THE SHELL BETWEEN L9 PORT AND L6 PORT, FROM FR 202 TO FR 204, PORTSIDE. SURFACE IS 

TOO ROUGH TO UT. SCALING IS SIGNIFICANT ENOUGH TO SUSPECT THE SHELL IS WASTED BELOW 

MINIMUM.

RECOMMENDED REPAIRS 
POWER TOOL CLEAN SUSPECT AREA. ACCOMPLISH AN UT SURVEY OF AREA INDICATED ABOVE.
ACCOMPLISH  IN CONJUNCTION WITH EM04- P007 AND EM04-P010.

SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI
CSMP SUMMARY
AMR NO. 1 (5-180-0-E) BILGE AREAS CORRODED.

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.a            
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP
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AMR No. 1 FRAME 204 STRUCTURE DIAGRAM
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AMR No. 1 PORTSIDE SHELL STRUCTURE DIAGRAM 
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Auxiliary Machinery Room No. 1
(AMR 1) 5-180-0-E

Photo 23: PORTSIDE FRAME 204 AND LONGITUDINAL
No. 7 AND 8 DETERIORATION, BALLAST, LOOKING
AFT/OUTBOARD

Photo 24: PORTSIDE FRAME 204 AND LONGITUDINAL
No. 6 TO 8 DETERIORATION, LOOKING DOWN/AFT
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Auxiliary Machinery Room No. 1
(AMR 1) 5-180-0-E

Photo 25: PORTSIDE FRAME 196, LONGITUDINAL
No. 7 AND 8, BALLAST, LOOKING FWD

Photo 26: PORTSIDE FRAME 180, LONGITUDINAL
No. 5 AND 6, BALLAST, LOOKING OUTBOARD
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Auxiliary Machinery Room No. 1
(AMR 1) 5-180-0-E

Photo 27: DETERIORATION AT FRAME 180 PORTSIDE
LONGITUDINAL No. 6 AND 7, SSDG JW FUNNEL,
LOOKING FORWARD

Photo 28: BALLAST FRAME 180 TO 188 PORTSIDE
DETERIORATION AT LONGITUDINALS, LOOKING
OUTBOARD/AFT
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Auxiliary Machinery Room No. 1
(AMR 1) 5-180-0-E

Photo 29: FRAME 204 PORTSIDE FILLED FUNNEL
LOOKING OUTBOARD/AFT

Photo 30: UT AREA, FRAME 204 PORTSIDE SHELL
PLATING BETWEEN LONGITUDINAL No. 6 AND 7
LOOKING DOWN/AFT
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Auxiliary Machinery Room No. 1
(AMR 1) 5-180-0-E

Photo 29: FRAME 204 PORTSIDE FILLED FUNNEL
LOOKING OUTBOARD/AFT

Photo 30: UT AREA, FRAME 204 PORTSIDE SHELL
PLATING BETWEEN LONGITUDINAL No. 6 AND 7
LOOKING DOWN/AFT
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Auxiliary Machinery Room No. 1
(AMR 1) 5-180-0-E

Photo 31: LONGITUDINAL No. 6 AFT OF FRAME 204
LOOKING INBOARD
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MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

HULL STRUCTURE
ESWBS

11011
EIC

A301
APL

N/A
RIC

EQUIPMENT NAME

SHELL&SUPPORTING STRUCTURE 
IDENT/SERIAL

N/A
LOCATION

5-212-0-E
WORK CENTER

EM04
JSN

P015
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  1

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02              4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
1

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY

2.   ESSENTIAL              
3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                                                2       

DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF AMR NO. 2 (5-212-0-E) 

LONGITUDINAL L8 PORT (6 X 6 ½  X 13#)  IS SEVERELY WASTED FROM FR 216 TO 220 AND 

LONGITUDINAL L9 (6 X 6 ½  X 13#)  IS SEVERELY WASTED FROM FR 212 TO FR 214, UNDER

OVBD VALVE MD-V24-5-212-2.

RECOMMENDED REPAIRS 
CROP OUT AND REPLACE APPROX. (6) LF OF 6 X 6 ½ X 13# TEE AS INDICATED ABOVE.
PRIME AND PRESERVE NEW AND EXPOSED AREAS.  ACCOMPLISH IN 

CONJUNCTION WITH EM04-P018, P022, P026 AND P029.

 
SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS/HUGHES, CDI

CSMP SUMMARY
                    AMR NO. 2 (5-212-0-E) STIFFENERS  WASTED

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.a            
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP
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MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

HULL STRUCTURE
ESWBS

11011
EIC

A301
APL

N/A
RIC

EQUIPMENT NAME

SHELL&SUPPORTING STRUCTURE 
IDENT/SERIAL

N/A
LOCATION

5-212-0-E
WORK CENTER

EM04
JSN

P018
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  1

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02              4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
1

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY

2.   ESSENTIAL              
3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                                                2       

DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF AMR NO. 2 (5-212-0-E)  THE LONGITUDINAL 

STIFFENERS FROM L5 TO L12, PORT AND STBD SIDES, FR 212 TO FR 226, NEED WEEP HOLES.

RECOMMENDED REPAIRS 
CUT WEEP HOLES IN STIFFENERS AS DIRECTED BY FTSCLANT.
PRIME AND PRESERVE DISTURBED AREAS. ACCOMPLISH IN CONJUNCTION WITH EM04-P015, P022,
P026 AND P029.

 
SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS/HUGHES, CDI
CSMP SUMMARY
                    AMR NO. 2 (5-212-0-E) STIFFENERS  NEED DRAINAGE HOLES

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.a            
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP
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MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

PAINTING
ESWBS

63111
EIC

A101
APL

N/A
RIC

EQUIPMENT NAME

BILGE PAINTING
IDENT/SERIAL

N/A
LOCATION

5-212-0-E
WORK CENTER

EMO4
JSN

P022
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  4

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02             4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
1

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY

2.   ESSENTIAL              
3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                                                4      

DISCREPANCY DE SCRIPTION: PER SEMAT  INSPECTION OF AMR NO. 2 (5-212-0-E), THERE IS GENERAL PAINT 

FAILURE AND CORROSION THROUGHOUT THE BILGE AREAS, INCLUDING THE FWD AND AFT BHDS IN 

WAY OF THE BILGE AREAS. BILGE AREA IS DEFINED AS THE AREA FROM L12 PORT TO L12 STBD AND 

ADJACENT BHDS, FROM FR 212 TO 250, INCLUDING STRUCTURE ATTACHED TO THE SHELL. THE 

BILGE AREAS OF THE DIESEL ENCLOSURES IS ALSO INCLUDED.

RECOMMENDED REPAIRS 
 ACCOMPLISH AN ACID AND POWER TOOL CLEANING OF THE BILGE AREAS. PRIME AND PRESERVE 
SHELL,STRUCTURE AND TANK BHDS, INCLUDING THE AREAS OF THE FWD AND AFT TRANSV BHDS IN 
WAY OF THE BILGES.  AREA IS APPROXIMATELY 3200 SF OF TERRA COTTA SURFACES
ACCOMPLISH  IN CONJUNCTION WITH EM04- P015, P018, P026 AND P029.
SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI
CSMP SUMMARY
AMR NO. 2 (5-212-0-E) BILGE AREAS CORRODED.

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.f            
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP
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MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

HULL STRUCTURE
ESWBS

11011
EIC

A101
APL

N/A
RIC

EQUIPMENT NAME

SHELL & SUPPORTING STRUCTURE
IDENT/SERIAL

N/A
LOCATION

5-212-0-E
WORK CENTER

EMO4
JSN

P026
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  1

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02             4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
1

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY

2.   ESSENTIAL              
3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                                                3       

DISCREPANCY DE SCRIPTION: PER SEMAT  INSPECTION OF AMR NO. 2 (5-212-0-E), THERE IS DEEP PITTING

ON THE SHELL BETWEEN L3 PORT AND L5 PORT, FROM FR 228 TO FR 233, PORTSIDE. THE ROOT 

CAUSE IS SALTWATER LEAKAGE FROM THE PUMP AND STRAINERS FOR THE SSDG CLG SYSTEM. 

STBD AREA IS SATISFACTORY.

RECOMMENDED REPAIRS 
CROP OUT AND REPLACE APPROX 30 SF OF ½” SHELL PLATING AS INDICATED ABOVE.
PRIME AND PRESERVE NEW AND DISTURBED AREAS. ACCOMPLISH  IN CONJUNCTION WITH EM04- 

P015, P018 AND P029.

SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI
CSMP SUMMARY
                      AMR NO. 2 (5-212-0-E) SHELL PLATING WASTED.

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.a            
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP
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MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

HULL STRUCTURE
ESWBS

11011
EIC

A303
APL

N/A
RIC

EQUIPMENT NAME

SHELL&SUPPORTING STRUCTURE 
IDENT/SERIAL

N/A
LOCATION

5-212-0-E
WORK CENTER

EM04
JSN

P029
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  1

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02              4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
1

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY

2.   ESSENTIAL              
3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                                                2       

DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF AMR NO. 2 (5-212-0-E) 

THE FLANGE OF THE TRANSVERSE DEEP WEB AT FR 220, FROM LONGITUDINAL L6 PORT TO L9 PORT

IS SEVERELY WASTED

RECOMMENDED REPAIRS 
CROP OUT AND REPLACE APPROX. (6) LF OF 6 X ¾” THK FLATBAR FLANGE AS INDICATED ABOVE.
PRIME AND PRESERVE NEW AND EXPOSED AREAS.  ACCOMPLISH IN 

CONJUNCTION WITH EM04-P015, P018, P022 AND P026. 

 
SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS/HUGHES, CDI
CSMP SUMMARY
                    AMR NO. 2 (5-212-0-E) TRANSV WEB FLANGE  WASTED

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.a            
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP
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MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

HULL INSULATION
ESWBS

63511
EIC

1700
APL

N/A
RIC

EQUIPMENT NAME

HULL INSULATION
IDENT/SERIAL

N/A
LOCATION

5-212-0-E
WORK CENTER

EMO4
JSN

P032
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  1

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02             4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
1

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY

2.   ESSENTIAL              
3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                                                3       

DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF AMR  NO. 2  (5-212-0-E), 

THE SHELL INSULATION WAS FOUND SATURATED AND THE SHELL AND STIFFENERS FROM THE 

LOWER EDGE OF THE INSULATION UP TO L16, FROM FR 212 TO 226,  PORT AND STBD SIDES, WERE 

CORRODED. THE ADJACENT 12” OF INSULATION ON THE FWD AND AFT BHDS IS ALSO SATURATED.

RECOMMENDED REPAIRS 
REMOVE APPROX. 400 SF OF SATURATED SHELL AND BHD INSULATION.
REMOVE CORROSION EXPOSED BY REMOVALS. PRIME AND PRESERVE SHELL AND STRUCTURE 

EXPOSED BY INSULATION REMOVALS. INSTALL NEW INSULATION IN PLACE OF THAT REMOVED. PAINT 

SURFACES TO MATCH SURROUNDING AREAS.

SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI
CSMP SUMMARY
 AMR NO. 2 (5-212-0-E) SHELL INSULATION SATURATED.

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.e            
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP
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AMR No. 2 PORTSIDE STRUCTURAL DIAGRAM
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 AMR No. 2 STARBOARD SIDE STRUCTURAL DIAGRAM 
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Auxiliary Machinery Room No. 2
(AMR 2) 5-212-0-E

Photo 32: LOWER LEVEL PORTSIDE BELOW HPAC,
DETERIORATED FOUNDATION, LOOKING UP/OUTBOARD

Photo 33: LOWER
LEVEL PORTSIDE
BELOW HPAC,
TOP OF FRAME
220 TRANSVERSE
MEMBER,
DETERIORATED
FLANGE,
LOOKING
OUTBOARD
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Auxiliary Machinery Room No. 2
(AMR 2) 5-212-0-E

Photo 34: PORTSIDE FRAME 220 AND LONGITUDINAL
No. 8 DETERIORATION, LOOKING AFT

Photo 35: UT SECTION OF  PORTSIDE FRAME 220
AND LONGITUDINAL No. 8, LOOKING AFT
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Auxiliary Machinery Room No. 2
(AMR 2) 5-212-0-E

Photo 36: PORTSIDE UPPER LEVEL, HPAC LEAKING
DRAIN SYSTEM, FRAME 220, LOOKING OUTBOARD
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Auxiliary Machinery Room No. 2
(AMR 2) 5-212-0-E

Photo 38: LOWER LEVEL PORTSIDE SHELL AND
LONGITUDINALS IMPACTED BY COOLING WATER
OVBD VALVE, LOOKING DOWN BEHIND HPAC

Photo 37: UPPER
LEVEL PORTSIDE
SHELL AND
LONGITUDINALS
IMPACTED BY
COOLING WATER
OVBD VALVE,
LOOKING AFT /
OUTBOARD
BEHIND HPAC
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Auxiliary Machinery Room No. 2
(AMR 2) 5-212-0-E

Photo 39: LOWER
LEVEL
STARBOARD SIDE
BELOW LPAC,
DETERIORATION
LOOKING
UP/INBOARD/AFT

Photo 40: SHELL AND LONGITUDINAL No. 6 TO 8
BELOW LPAC STBD SIDE LOWER LEVEL,
FRAME 220, LOOKING FWD/OUTBOARD/DOWN
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Auxiliary Machinery Room No. 2
(AMR 2) 5-212-0-E

Photo 41: PITTED SHELL FORWARD OF SSDG SW CLG
PUMP SEA CHEST, PORTSIDE  BTWN LONGITUDINAL
No.3 AND 4, LOOKING DOWN/AFT

Photo 42: PITTED SHELL FWD/OUTBOARD
SSDG SW CLG PUMP SEA CHEST, PORTSIDE
BTWN LONGITUDINAL No. 4 and 5, LOOKING
OUTBOARD
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Auxiliary Machinery Room No. 2
(AMR 2) 5-212-0-E

Photo 43: COMPARISON OF SHELL FORWARD
OF SSDG SW CLG PUMP SEA CHEST, STBD SIDE
BTWN LONGITUDINAL No.3 AND 4, LOOKING
DOWN/OUTBOARD

Photo 44: COMPARISON OF SHELL FWD/OUTBOARD
SSDG SW CLG PUMP SEA CHEST, STBD SIDE BTWN
LONGITUDINAL No. 4 and 5, LOOKING OUTBOARD
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SSDG No 2  ENCLOSURE
 5-226-1-E

Photo 45: UNPRESERVED  HULL AND STRUCTURAL
MEMBERS BEHIND THE START AIR FLASK FORWARD
STARBOARD SIDE LOOKING OUTBOARD.

TYPICAL FOR SSDG No 1 ENCLOSURE 5-180-01-E
                           SSDG No 3 ENCLOSURE 5-226-2-E
                           SSDG No 4 ENCLOSURE 3-292-2-E
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MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

HULL STRUCTURE
ESWBS

11011
EIC

A101
APL

N/A
RIC

EQUIPMENT NAME

SHELL&SUPPORTING STRUCTURE 
IDENT/SERIAL

N/A
LOCATION

5-250-0-E
WORK CENTER

EM04
JSN

P034
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  1

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02              4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
1

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY

2.   ESSENTIAL              
3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                                                2       

DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF MER (5-250-0-E), THE SHELL AND STRUCTURE

IN WAY OF THE FIXED BALLAST IS INACCESSIBLE FOR MAINTENANCE OR INSPECTION.

CORROSION IS VISIBLE AROUND THE EDGES OF THE BALLAST FRAMEWORK. SEE 

ATTACHED SKETCH FOR LOCATIONS.

RECOMMENDED REPAIRS 
REMOVE FIXED BALLAST. REMOVE CORROSION FROM FDNS, SHELL AND STRUCTURE. ACCOMPLISH 
UT SURVEY OF AREAS EXPOSED BY REMOVALS. PRIME AND PRESERVE EXPOSED SHELL AND 

STRUCTURE. REINSTALL FIXED BALLAST AS REQUIRED

 
SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS/HUGHES, CDI
CSMP SUMMARY
                    MER (5-250-0-E) SHELL CORRODED

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.a            
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP
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MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

HULL STRUCTURE
ESWBS

11011
EIC

A301
APL

N/A
RIC

EQUIPMENT NAME

SHELL&SUPPORTING STRUCTURE 
IDENT/SERIAL

N/A
LOCATION

5-250-0-E
WORK CENTER

EM04
JSN

P036
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  1

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02              4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
1

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY

2.   ESSENTIAL              
3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                                                2       

DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF MER (5-250-0-E) 

LONGITUDINALS L11(6 X 6 ½ X 13#), L12(6 X 6 ½ X 13#)  AND L13(6 X 4 X 8#)  PORT ARE SEVERELY 

WASTED FROM FR 270 TO FR 272. ROOT CAUSE IS INACCESSABILITY FOR MAINTENANCE.

RECOMMENDED REPAIRS 
CROP OUT AND REPLACE APPROX (4) LF OF 6 X 6 ½ X 13#  TEE AND (4) LF OF 6 X 4 X 8#  TEE AS 
INDICATED ABOVE.  PRIME AND PRESERVE NEW AND EXPOSED AREAS.  ACCOMPLISH IN 

CONJUNCTION WITH EM04-P037. 

 
SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS/HUGHES, CDI
CSMP SUMMARY
                    MER  (5-250-0-E) STIFFENERS  WASTED

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.a            
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP
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MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

HULL STRUCTURE
ESWBS

11011
EIC

A101
APL

N/A
RIC

EQUIPMENT NAME

SHELL & SUPPORTING STRUCTURE
IDENT/SERIAL

N/A
LOCATION

5-250-0-E
WORK CENTER

EMO4
JSN

P037
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  1

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02             4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
1

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY

2.   ESSENTIAL              
3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                                                3       

DISCREPANCY DE SCRIPTION: PER SEMAT  INSPECTION OF MER (5-250-0-E), THERE IS HEAVY CORROSION 

ON THE SHELL BETWEEN L11 AND L13 PORT, FROM FR 270 TO FR 272, PORTSIDE. SURFACE IS 

TOO ROUGH TO UT. SCALING IS SIGNIFICANT ENOUGH TO SUSPECT THE SHELL IS WASTED BELOW 

MINIMUM. ROOT CAUSE IS INACCESSIBILITY.

RECOMMENDED REPAIRS 
POWER TOOL CLEAN SUSPECT AREA. ACCOMPLISH AN UT SURVEY OF AREA INDICATED ABOVE.
PRIME AND PRESERVE DISTURBED SURFACES. ACCOMPLISH  IN CONJUNCTION WITH EM04- P036.

SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI
CSMP SUMMARY
                     MER (5-250-0-E) SHELL PLATING CORRODED.

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.a            
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP
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MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

HULL INSULATION
ESWBS

63511
EIC

1700
APL

N/A
RIC

EQUIPMENT NAME

HULL INSULATION
IDENT/SERIAL

N/A
LOCATION

5-250-0-E
WORK CENTER

EMO4
JSN

P039
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  1

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02             4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
1

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY

2.   ESSENTIAL              
3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                                                3       

DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF MER  (5-250-0-E), 

THE SHELL INSULATION WAS FOUND SATURATED AND THE SHELL AND STIFFENERS FROM THE 

LOWER EDGE OF THE INSULATION UP TO L16, FROM FR 250 TO 288,  PORT AND STBD SIDES, WERE 

CORRODED. THE ADJACENT 12” OF INSULATION ON THE FWD AND AFT BHDS IS ALSO SATURATED.

RECOMMENDED REPAIRS 
REMOVE APPROX. 880 SF OF SATURATED SHELL AND BHD INSULATION.
REMOVE CORROSION EXPOSED BY REMOVALS. PRIME AND PRESERVE SHELL AND STRUCTURE 

EXPOSED BY INSULATION REMOVALS. INSTALL NEW INSULATION IN PLACE OF THAT REMOVED. 

PAINT SURFACES TO MATCH SURROUNDING AREAS.
SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI
CSMP SUMMARY
                       MER (5-250-0-E) SHELL INSULATION SATURATED.

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.e            
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP
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MER PORTSIDE STRUCTURAL DIAGRAM
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MER STARBOARD SIDE STRUCTURAL DIAGRAM 



Main Engine Room (MER)
5-250-0-E
Photo 46: LOWER LEVEL PORTSIDE BELOW DECK
PLATES, AFT OF SW STRAINER 1B GTM,
BALLAST,
Photo 47: LOWER LEVEL PORTSIDE BELOW DECK
PLATES, AFT OF SW STRAINER 1B GTM,
BALLAST,
104
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Main Engine Room (MER)
5-250-0-E

Photo 48: LOWER LEVEL
PORTSIDE FWD 1A LUBE OIL
STORAGE TANK,
DETERIORATED
LONGITUDINAL No. 4, 5 AND
6 FROM OVERHEAD,
LOOKING
OUTBOARD/DOWN

Photo 49: LOWER LEVEL
PORTSIDE FWD 1A LUBE OIL
STORAGE TANK,
DETERIORATED
LONGITUDINAL No. 4, 5 AND 6
FROM OVERHEAD, LOOKING
OUTBOARD/DOWN (SHOWING
AFT END OF PRAIRIE MASKER
AIR COOLER-PMAC.)
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Main Engine Room (MER)
5-250-0-E

Photo 50: LOWER LEVEL PORTSIDE FWD 1A LUBE OIL
STORAGE TANK, DETERIORATED LONGITUDINAL No. 5
FROM OVERHEAD, LOOKING OUTBOARD/DOWN/FWD
(SHOWING AFT END OF PMAC).

Photo 51: LOWER LEVEL AFT FRAME 259, SHELL AND
LONGITUDINAL CONDITION OUTBOARD AND FWD
OF PMAC, LOOKING OUTBOARD.
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Main Engine Room (MER)
5-250-0-E

Photo 52:LOWER LEVEL FRAME 264 STBD SIDE
DETERIORATION BELOW GTRB CLR OBVD
DISCHARGE, LOOKING OUTBOARD/AFT

Photo 53: LOWER LEVEL FRAME 264 STBD SIDE
DETERIORATION BELOW GTRB CLR OBVD
DISCHARGE, LOOKING DOWN/OUTBOARD/AFT
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Main Engine Room (MER)
5-250-0-E

Photo 54: LOWER LEVEL STBDSIDE FWD FRAME 263,
SHELL AND LONGITUDINAL, DETERIORATION,
LOOKING DOWN/AFT/OUTBOARD

Photo 55: STBD SIDE BILGE BALLAST AREA, FWD
FRAME 262, SALT BUILDUP, LOOKING DOWN/AFT
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Main Engine Room (MER)
5-250-0-E

Photo 56:WELL PRESERVED BILGE AREA, STBD
SIDE BELOW ESCAPE TRUNK, LOOKING
OUTBOARD/DOWN

Photo 57: WELL PRESERVED BILGE AREA, STBD
SIDE FORWARD ESCAPE TRUNK, LOOKING FWD/
OUTBOARD/DOWN
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MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

HULL STRUCTURE
ESWBS

11011
EIC

A304
APL

N/A
RIC

EQUIPMENT NAME

SHELL&SUPPORTING STRUCTURE 
IDENT/SERIAL

N/A
LOCATION

5-292-0-E
WORK CENTER

EM04
JSN

P041
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  1

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02              4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
1

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY

2.   ESSENTIAL              
3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                                                2       

DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF AMR NO. 3 (5-292-0-E) 

THE STRUCTURAL COLUMNS AT FR 308, 24” OFF CENTERLINE PORT AND STBD, ARE SEVERELY 

WASTED BETWEEN THE TOP OF THE TRANSVERSE WEB AND THE DECK STRUCTURE ABOVE.

RECOMMENDED REPAIRS 
CROP OUT AND REPLACE APPROX (12) LF OF 6” DIAMETER COLUMN AS INDICATED ABOVE.
PRIME AND PRESERVE NEW AND EXPOSED AREAS.  ACCOMPLISH IN 

CONJUNCTION WITH EM04-P004, P009, P013, P028, P031, P033, P043, P045, A170 AND A199. 

 
SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS/HUGHES, CDI
CSMP SUMMARY
                    AMR NO. 3  (5-292-0-E) COLUMN  WASTED

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.a            
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP
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MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

HULL STRUCTURE
ESWBS

11011
EIC

A303
APL

N/A
RIC

EQUIPMENT NAME

SHELL&SUPPORTING STRUCTURE 
IDENT/SERIAL

N/A
LOCATION

5-292-0-E
WORK CENTER

EM04
JSN

P043
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  1

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02              4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
1

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY

2.   ESSENTIAL              
3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                                                2       

DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF AMR NO. 3 (5-292-0-E) 

THE TRANSVERSE WEB AT FR 308 IS SPORADICALLY HOLED AND SEVERELY 

WASTED BETWEEN THE SHELL AND THE FLANGE OF THE WEB.  THE WEB IS DETERIORATED FROM 

CENTERLINE TO ABOUT 72” OFF CENTERLINE PORT AND STBD.

RECOMMENDED REPAIRS 
CROP OUT AND REPLACE APPROX (30) SF OF ¼ ” PLATE AS INDICATED ABOVE.
PRIME AND PRESERVE NEW AND EXPOSED AREAS.  ACCOMPLISH IN 

CONJUNCTION WITH EM04-P004, P009, P013, P028, P031, P033, P041, P045, A170 AND A199. 

 
SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS/HUGHES, CDI
CSMP SUMMARY
                    AMR NO. 3  (5-292-0-E) TRANSVERSE WEB WASTED

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.a            
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP
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MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

HULL STRUCTURE
ESWBS

11011
EIC

AB01
APL

N/A
RIC

EQUIPMENT NAME

SHELL&SUPPORTING STRUCTURE 
IDENT/SERIAL

N/A
LOCATION

5-292-0-E
WORK CENTER

EM04
JSN

P045
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  1

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02              4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
1

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY

2.   ESSENTIAL              
3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                                                2       

DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF AMR NO. 3 (5-292-0-E) 

VARIOUS GUSSETS AND CHOCKS ON THE FIREPUMP SEACHEST AT FR 304 STBD AND SSDG SW CLG 

PUMP SEACHEST AT FR 305 PORT ARE WASTED. THE SEACHEST ITSELF IS SATISFACTORY

RECOMMENDED REPAIRS 
CROP OUT AND REPLACE APPROX (10) SF OF ¼ ” PLATE AS INDICATED ABOVE.
PRIME AND PRESERVE NEW AND EXPOSED AREAS.  ACCOMPLISH IN 

CONJUNCTION WITH EM04-P004, P009, P013, P028, P031, P033, P041, P043, A170 AND A199. 

 
SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS/HUGHES, CDI
CSMP SUMMARY
                    AMR NO. 3  (5-292-0-E) SEACHEST GUSSETS WASTED

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.a            
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP
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MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

HULL STRUCTURE
ESWBS

11011
EIC

A301
APL

N/A
RIC

EQUIPMENT NAME

SHELL&SUPPORTING STRUCTURE 
IDENT/SERIAL

N/A
LOCATION

5-292-0-E
WORK CENTER

EM04
JSN

A170
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  1

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02              4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
1

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY

2.   ESSENTIAL              
3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                                                2       

DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF AMR NO. 3 (5-292-0-E) 

LONGITUDINALS L10 AND L11 (6 X 6 ½  X 13#) AND L12 AND L13 (6 X 4  X 8#) ARE SEVERELY WASTED 

AND HOLED FROM FR 318 TO 321

RECOMMENDED REPAIRS 
CROP OUT AND REPLACE APPROX. (6) LF OF 6 X 6 ½ X 13# TEE AND (6) LF OF 6 X 4 X 8# TEE AS 
PRIME AND PRESERVE NEW AND EXPOSED AREAS.  ACCOMPLISH IN 

CONJUNCTION WITH EM04-P004, P009, P013, P028, P031, P033, P041, P043, P045, AND A199.

 
SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS/HUGHES, CDI
CSMP SUMMARY
                    AMR NO. 3 (5-292-0-E) STIFFENERS  WASTED

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.a            
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP
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MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

PAINTING
ESWBS

63111
EIC

A101
APL

N/A
RIC

EQUIPMENT NAME

BILGE PAINTING
IDENT/SERIAL

N/A
LOCATION

5-292-0-E
WORK CENTER

EMO4
JSN

P004
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  1

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02             4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
1

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY

2.   ESSENTIAL              
3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                                                3       

DISCREPANCY DE SCRIPTION: PER SEMAT  INSPECTION OF AMR NO. 3 (5-292-0-E), THERE IS GENERAL PAINT 

FAILURE AND CORROSION THROUGHOUT THE BILGE AREAS, INCLUDING THE FWD AND AFT BHDS IN 

WAY OF THE BILGE AREAS. BILGE AREA IS DEFINED AS THE AREA FROM L14 PORT TO L14 STBD AND 

ADJACENT BHDS, FROM FR 292 TO 328, INCLUDING STRUCTURE ATTACHED TO THE SHELL. 

RECOMMENDED REPAIRS 
 ACCOMPLISH AN ACID AND POWER TOOL CLEANING OF THE BILGE AREAS. PRIME AND PRESERVE 
SHELL,STRUCTURE AND TANK BHDS, INCLUDING THE AREAS OF THE FWD AND AFT TRANSV BHDS IN 

WAY OF THE BILGES.  AREA IS APPROXIMATELY 3000 SF OF TERRA COTTA SURFACES
ACCOMPLISH ICW EM04-P009, P013, P028, P031, P033, P041, P043, P045, A170 AND A199.

SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI
CSMP SUMMARY
AMR NO. 3 (5-292-0-E) BILGE AREAS CORRODED.

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.f            
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP
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MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

PAINTING
ESWBS

63111
EIC

A304
APL

N/A
RIC

EQUIPMENT NAME

BILGE PAINTING
IDENT/SERIAL

N/A
LOCATION

5-292-0-E
WORK CENTER

EMO4
JSN

P009
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  1

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02             4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
1

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY

2.   ESSENTIAL              
3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                                                3       

DISCREPANCY DE SCRIPTION: PER SEMAT  INSPECTION OF AMR NO. 3 (5-292-0-E), THERE IS GENERAL PAINT 

FAILURE AND CORROSION THROUGHOUT THE INTERNAL STRUCTURE BETWEEN THE UPPER LEVEL 

AND BILGE AREAS INCLUDING VARIOUS FOUNDATIONS AND GRATING SUPPORTS

FROM FR 292 TO 328. 

RECOMMENDED REPAIRS 
 REMOVE DECK GRATES AND MISCELLANEOUS OUTFITTINGS. ACCOMPLISH AN ACID AND POWER 
TOOL CLEANING OF THE INTERNAL STRUCTURE. PRIME AND PRESERVE ALL SURFACES. 

AREA IS APPROXIMATELY 1000 SF OF TERRA COTTA SURFACES
ACCOMPLISH  ICW EM04-P004, P013, P028, P031, P033, P041, P043, P045, A170 AND A199.

SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI
CSMP SUMMARY
AMR NO. 3 (5-292-0-E) INTERNAL STRUCTURE CORRODED.

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.f            
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP
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MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

HULL STRUCTURE
ESWBS

11011
EIC

A101
APL

N/A
RIC

EQUIPMENT NAME

SHELL & SUPPORTING STRUCTURE
IDENT/SERIAL

N/A
LOCATION

5-292-0-E
WORK CENTER

EMO4
JSN

P013
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  1

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02             4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
1

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY

2.   ESSENTIAL              
3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                                                3       

DISCREPANCY DE SCRIPTION: PER SEMAT  INSPECTION OF AMR NO. 3 (5-292-0-E), THERE IS DEEP PITTING

ON THE SHELL BETWEEN CENTERLINE AND L4 (BHD) PORT, FROM FR 304 TO FR 310, PORTSIDE. THE 

ROOT CAUSE IS SALTWATER LEAKAGE FROM THE PUMP AND STRAINERS FOR THE SSDG CLG 

SYSTEM.

RECOMMENDED REPAIRS 
CROP OUT AND REPLACE APPROX 36 SF OF ½” SHELL PLATING AS INDICATED ABOVE.
PRIME AND PRESERVE NEW AND DISTURBED AREAS. ACCOMPLISH  IN CONJUNCTION WITH 

EM04-P004, P009, P028, P031, P033, P041, P043, P045, A170 AND A199.

SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI
CSMP SUMMARY
                      AMR NO. 3 (5-292-0-E) SHELL PLATING WASTED.

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.a            
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP



117

MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

HULL STRUCTURE
ESWBS

11011
EIC

A303
APL

N/A
RIC

EQUIPMENT NAME

SHELL&SUPPORTING STRUCTURE 
IDENT/SERIAL

N/A
LOCATION

5-292-0-E
WORK CENTER

EM04
JSN

P016
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  1

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02              4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
1

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY

2.   ESSENTIAL              
3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                                                2       

DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF AMR NO. 3 (5-292-0-E) 

THE TRANSVERSE WEBS AT FR 324 AND 326 ARE HOLED AND WASTED AROUND THE ORIGINAL WEEP 

HOLES. EACH WEB IS WASTED BETWEEN THE STERN TUBE AND L1 PORT AND FROM THE SHELL UP 

12”.

RECOMMENDED REPAIRS 
CROP OUT AND REPLACE APPROX (4) SF OF ¼ ” PLATE AS INDICATED ABOVE. ENSURE WEEP HOLES

ARE PROERLY PLACED. PRIME AND PRESERVE NEW AND EXPOSED AREAS.  ACCOMPLISH IN 

CONJUNCTION WITH EM04-P004, P009, P013, P028, P031, P033, P041, PO43, P045, A170 AND A199. 

 
SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS/HUGHES, CDI
CSMP SUMMARY
                    AMR NO. 3  (5-292-0-E) TRANSVERSE WEB WASTED

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.a            
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP



118

MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

HULL STRUCTURE
ESWBS

11011
EIC

A303
APL

N/A
RIC

EQUIPMENT NAME

SHELL&SUPPORTING STRUCTURE 
IDENT/SERIAL

N/A
LOCATION

5-292-0-E
WORK CENTER

EM04
JSN

A199
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  1

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02              4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
1

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY

2.   ESSENTIAL              
3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                                                2       

DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF AMR NO. 3 (5-292-0-E) 

THE TRANSVERSE WEB BHD AND SUPPORTING STRUCTURE AT FR 316 IS SPORADICALLY HOLED 

AND SEVERELY WASTED FROM THE SHELL UP TO THE UPPER LEVEL. THE WEB IS DETERIORATED 

FROM CENTERLINE TO ABOUT 5’ TO PORT AND STBD OF CENTERLINE

RECOMMENDED REPAIRS 
CROP OUT AND REPLACE APPROX (10) LF OF TRANSVERSE WEB BHD, INCLUDING SUPPORT 
STRUCTURE. PRIME AND PRESERVE NEW AND EXPOSED AREAS.  ACCOMPLISH IN 

CONJUNCTION WITH EM04-P004, P009, P013, P028, P031, P033, P041, P043, P045 AND A170 A199.

 
SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS/HUGHES, CDI
CSMP SUMMARY
                    AMR NO. 3  (5-292-0-E) TRANSVERSE WEB WASTED

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.a            
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP
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MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

HULL INSULATION
ESWBS

63511
EIC

1700
APL

N/A
RIC

EQUIPMENT NAME

HULL INSULATION
IDENT/SERIAL

N/A
LOCATION

5-292-0-E
WORK CENTER

EMO4
JSN

P020
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  1

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02             4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
1

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY

2.   ESSENTIAL              
3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                                                3       

DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF AMR NO. 3  (5-292-0-E), 

THE BHD INSULATION WAS FOUND SATURATED AND THE BHD FROM THE LOWER EDGE OF THE

INSULATION UP TO BOTTOM OF THE SSDG ENCLOSURE, FROM FR 308 TO 324,  PORT SIDE, WAS 

CORRODED. 

RECOMMENDED REPAIRS 
REMOVE APPROX. 64 SF OF SATURATED BHD INSULATION.
REMOVE CORROSION EXPOSED BY REMOVALS. PRIME AND PRESERVE BHD 

EXPOSED BY INSULATION REMOVALS. INSTALL NEW INSULATION IN PLACE OF THAT REMOVED. 

PAINT SURFACES TO MATCH SURROUNDING AREAS.
SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI
CSMP SUMMARY
                       AMR NO. 3 (5-292-0-E) SHELL INSULATION SATURATED.

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.e            
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP
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MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

HULL STRUCTURE
ESWBS

11011
EIC

A703
APL

N/A
RIC

EQUIPMENT NAME

SHELL & SUPPORTING STRUCTURE
IDENT/SERIAL

N/A
LOCATION

5-292-0-E
WORK CENTER

EMO4
JSN

P024
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  1

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02             4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
1

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY

2.   ESSENTIAL              
3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                                                3       

DISCREPANCY DE SCRIPTION: PER SEMAT I INSPECTION OF AMR NO. 3 (5-292-0-E), 

THE FOUNDATIONS FOR THE FOLLOWING EQUIPMENT WERE FOUND CORRODED.

NO. 4 FIRE PUMP, NO.5 FIRE PUMP, WASTEWATER DRAIN PUMP AND SSDG SW CIRC PUMP.

RECOMMENDED REPAIRS 
 REMOVE CORROSION FROM SURFACES INDICATED ABOVE.
PRIME AND PRESERVE FOUNDATION. (APPROX 220 SF OF TERRA COTTA SURFACE)

SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI
CSMP SUMMARY
                   AMR NO. 3 (5-292-0-E)   FDNS CORRODED.

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.d            
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP



121

MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

TANKS
ESWBS

12317
EIC

A809
APL

N/A
RIC

EQUIPMENT NAME

CONTAMINATED OIL TANK 
IDENT/SERIAL

N/A
LOCATION

5-292-0-E
WORK CENTER

EM04
JSN

P028
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  1

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02              4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
1

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY
2.   ESSENTIAL              

3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                                                2       

DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF AMR NO. 3 (5-292-0-E), 

 APPROX. 5 SF OF THE 5-292-1-W TANK AFT BHD PLATING ON THE STBDSIDE, FR 297, FROM L1 STBD 

TO L2 STBD IS SEVERELY WASTED

RECOMMENDED REPAIRS 
CROP OUT AND REPLACE APPROX 5 SF OF (.25”) THICK TNK BHD PLATING AS INDICATED 
ABOVE. PRIME AND PRESERVE NEW AND EXPOSED AREAS.  ACCOMPLISH IN 

CONJUNCTION WITH EM04-P004, P009, P013, P031, P033, P041, P043, P045, A170 AND A199.

 
SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS/HUGHES, CDI
CSMP SUMMARY
                    AMR NO. 3 (5-292-0-E) TNK BHD PLATE  WASTED

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.a            
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP
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MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

FLOOR PLATES AND GRATES
ESWBS

62211
EIC

1404
APL

N/A
RIC

EQUIPMENT NAME

MACHINERY SPACES 
IDENT/SERIAL

N/A
LOCATION

5-292-0-E
WORK CENTER

EM04
JSN

P031
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  1

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02              4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
1

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY

2.   ESSENTIAL              
3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                                                2       

DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF  AMR NO. 3 (5-292-0-E), 

 APPROX. 10LF OF DECK PLATE SUPPORT ANGLES ON THE STBDSIDE, LOWER LEVEL, FR 300, 

24” OUTBD OF CENTERLINE AND 18 LF OF DECK PLATE SUPPORT ANGLES ON THE STBDSIDE 

LOWER LEVEL, FR 310 TO FR 316, BETWEEN L1 AND L2 STBD, ARE SEVERELY WASTED.

RECOMMENDED REPAIRS 

CROP OUT AND REPLACE APPROX 28 LF OF 2 ½ X 2 ½ X ¼ ANGLE AS INDICATED ABOVE.  
PRIME AND PRESERVE NEW AND EXPOSED AREAS.  ACCOMPLISH IN CONJUNCTION WITH EM04-P004,

P009, P013, P028, P033, P041, P045, A170 AND A199.

 
SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS/HUGHES, CDI
CSMP SUMMARY
                    AMR NO. 3 (5-292-0-E) DECK PLATE SUPPORTS  WASTED

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.c            
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP
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MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

HULL STRUCTURE
ESWBS

11011
EIC

A301
APL

N/A
RIC

EQUIPMENT NAME

SHELL&SUPPORTING STRUCTURE 
IDENT/SERIAL

N/A
LOCATION

5-292-0-E
WORK CENTER

EM04
JSN

P033
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  1

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02              4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
1

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY

2.   ESSENTIAL              
3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                                                2       

DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF AMR NO. 3 (5-292-0-E) 

LONGITUDINAL L2 (9 x 7 ½ x 25#) STBD IS SEVERELY WASTED FROM FR 297 TO FR 300.

ROOT CAUSE IS INACCESSABILITY FOR MAINTENANCE.

RECOMMENDED REPAIRS 
CROP OUT AND REPLACE APPROX (3) LF OF 9 x 7 ½ x 25# TEE AS INDICATED ABOVE.
PRIME AND PRESERVE NEW AND EXPOSED AREAS.  ACCOMPLISH IN 

CONJUNCTION WITH EM04- P004, P009, P013, P028, P031, P041, P043, P045, A170 AND A199.

 
SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS/HUGHES, CDI
CSMP SUMMARY
                    AMR NO. 3  (5-292-0-E) STIFFENER  WASTED

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.a            
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP
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AMR No. 3 PORTSIDE STRUCTURE DIAGRAM
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AMR No. 3 STARBOARD SIDE STRUCTURE DIAGRAM 
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Auxiliary Machinery Room No.3
(AMR 3) 5-292-0-E

Photo 58: LOWER LEVEL
STBD SIDE AFT
BULKHEAD WASTE
WATER TANK AND
LONGITUDINAL No. 1
STBD, LOOKING
DOWN/OUTBOARD

Photo 59: LOWER LEVEL STBD SIDE AFT BULKHEAD
AND TOP OF WASTE WATER TANK, LOOKING
DOWN/FORWARD
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Auxiliary Machinery Room No.3
(AMR 3) 5-292-0-E

Photo 60: LOWER LEVEL STBD SIDE, TOP OF WASTE
WATER TANK, LOOKING FWD/OUTBOARD

Photo 61: LOWER LEVEL
STBD SIDE, FWD END OF
No. 4 FIREPUMP AND
FOUNDATION, LOOKING
AFT
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Auxiliary Machinery Room No.3
(AMR 3) 5-292-0-E

Photo 62: LOWER LEVEL STBD SIDE, No. 4 AND 5
FIRE PUMP SUCTION SEA CHEST, LOOKING
OUTBOARD

Photo 63: LOWER LEVEL PORTSIDE, SSDG SW CLG
PUMP SEA CHEST, LOOKING AFT



Auxiliary Machinery Room No.3
(AMR 3) 5-292-0-E

Photo 64: LOWER LEVEL PORTSIDE, TRANSVERSE
FRAME 308, SSDG SW CLG PUMP SEA CHEST TANK
TOP AND PORTSIDE VERTICAL STANCHION,
LOOKING AFT
Photo 65:LOWER LEVEL PORTSIDE, TRANSVERSE
FRAME 308, SSDG SW CLG PUMP SEA CHEST TANK
TOP AND PORTSIDE VERTICAL STANCHION,
 LOOKING AFT/OUTBOARD
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Auxiliary Machinery Room No.3
(AMR 3) 5-292-0-E

Photo 66: LOWER LEVEL PORTSIDE TRANSVERSE
FRAME 308, LONGITUDINAL No. 2 AND 3 PORT,
LOOKING DOWN/OUTBOARD/AFT

Photo 67: LOWER
LEVEL, STBD SIDE,
FRAME 308
STANCHION,
LOOKING
OUTBOARD FROM
ABOVE BEARING
PEDESTAL
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Auxiliary Machinery Room No.3
(AMR 3) 5-292-0-E

Photo 68: LOWER LEVEL STBD SIDE, WASTE WATER
DRAIN PUMP FOUNDATION, INBOARD SIDE,
LOOKING OUTBOARD

Photo 69: LOWER LEVEL STBD SIDE, DETERIORATED
DECK PLATE SUPPORTS, FRAME 292, LOOKING FWD/
OUTBOARD BELOW PKP BOTTLE FOUNDATION
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Auxiliary Machinery Room No.3
(AMR 3) 5-292-0-E

Photo 70: LOWER LEVEL PORTSIDE, OIL SOAKED AND
DAMAGED INSULATION INBOARD BULKHEAD OF
5-308-2-W, FR 308-316, LOOKING AFT OUTBOARD

Photo 71: LOWER LEVEL PORTSIDE, OIL SOAKED AND
DAMAGED INSULATION INBOARD BULKHEAD OF
5-308-2-W, FR 308-316, LOOKING AFT OUTBOARD
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Auxiliary Machinery Room No.3
(AMR 3) 5-292-0-E

Photo 72: LOWER LEVEL PORTSIDE, OIL SOAKED AND
DAMAGED INSULATION INBOARD BULKHEAD OF
5-308-2-W, FR 308-316, LOOKING OUTBOARD

Photo 73: LOWER LEVEL PORTSIDE, DETERIORATED
FRAME 316 BETWEEN LONGITUDINAL No. 3
AND 5-308-2-W, LOOKING AFT
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Auxiliary Machinery Room No.3
(AMR 3) 5-292-0-E

Photo 74: UT AREA LOWER LEVEL PORTSIDE
BETWEEN FRAME 308 AND 316, WELD SEAM
OUTBOARD LONGITUDINAL No. 3, LOOKING
OUTBOARD

Photo 75: DAMAGED
DISTILLATE PUMP
VALVE CONTROL
No. 2 AND BEAM AT
FRAME 316
PORTSIDE LOWER
LEVEL, LOOKING
AFT/INBOARD
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Auxiliary Machinery Room No.3
(AMR 3) 5-292-0-E

Photo 76: LOWER LEVEL PORTSIDE, AFT FRAME 324
BETWEEN LONGITUDINAL No 1 PORT AND SHAFT
TUBE, DETERIORATED BULKHEAD, LOOKING
FWD/INBOARD

Photo 77: LOWER LEVEL PORTSIDE, FRAME 326
BETWEEN LONGITUDINAL No 1 PORT AND SHAFT
TUBE, DETERIORATED SUPPORT STRUCTURE,
LOOKING AFT/INBOARD
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Auxiliary Machinery Room No.3
(AMR 3) 5-292-0-E

Photo 78: LOWER LEVEL STBD SIDE, FWD OF FRAME
316 DECK PLATE SUPPORT STRUCTURE
DETERIORATED, LOOKING AFT

Photo 79: LOWER LEVEL STBD SIDE, No. 5 FIRE PUMP
FOUNDATION OUTBOARD SIDE, LOOKING DOWN/
INBOARD



Auxiliary Machinery Room No.3
(AMR 3) 5-292-0-E

Photo 80: LOWER LEVEL PORTSIDE SHELL AND
LONGITUDINAL No. 6 FROM OVERHEAD, AREA
IS  BELOW SSDG CLG WATER OVBD, LOOKING
OUTBOARD/DOWN
Photo 81: LOWER LEVEL PORTSIDE SHELL AND
LONGITUDINAL No. 7 AND 8 FROM OVERHEAD,
AREA IS  BELOW SSDG CLG WATER OVBD,
LOOKING OUTBOARD/DOWN
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Auxiliary Machinery Room No.3
(AMR 3) 5-292-0-E

Photo 82: LOWER LEVEL PORTSIDE SHELL AND
LONGITUDINAL No. 8 AND 9 FROM OVERHEAD, AREA
IS  BELOW SSDG CLG WATER OVBD, LOOKING DOWN
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MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

PAINTING
ESWBS

63111
EIC

A101
APL

N/A
RIC

EQUIPMENT NAME

BILGE PAINTING
IDENT/SERIAL

N/A
LOCATION

5-368-01-E
WORK CENTER

EMO4
JSN

P035
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  4

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02             4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
40

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY

2.   ESSENTIAL              
3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                                                3       

DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF STEERING (5-368-01-E), 

THE BILGE AREAS IN THE PARTIALLY ENCLOSED AREAS, PORT SIDE, FR 368 TO 384 AND STBD SIDE, 

FR 368 TO FR 371, INCLUDING THE TRANSVERSE BHDS IN WAY OF THE BILGE AREAS, WERE FOUND 

CORRODED.

RECOMMENDED REPAIRS 
 REMOVE CORROSION FROM SURFACES INDICATED ABOVE.
PRIME AND PRESERVE 200 SF OF TERRA COTTA BILGE AREA. 

SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI
CSMP SUMMARY
 STEERING (5-368-01-E) BILGE AREA CORRODED.

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.f           
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP
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MATERIAL ASSESSMENT FORM
ITEM NUMBER SHIP

USS NICHOLAS FFG 47
SYSTEM

HULL INSULATION
ESWBS

63511
EIC

1700
APL

N/A
RIC

EQUIPMENT NAME

HULL INSULATION
IDENT/SERIAL

N/A
LOCATION

5-368-01-E
WORK CENTER

EMO4
JSN

P038
EQUIPMENT STATUS

1.  SAT - SATISFACTORY                2
2.  UNSAT - UNSATISFACTORY          
3.  TNA - TEST NOT ATTEMPTED
4.  TNC - TEST NOT COMPLETED
5.  NOB - EQUIPMENT NOT ONBOARD

PROBLEM STATUS

1.  C - CORRECTED*
2.  A - AWAITING PARTS          
3.  T - AWAITING TECH ASSIST*
4.  S - SHIPS FORCE*                      
*UNCORRECTED PROBLEMS          

CATEGORY

1.  S – PERSONNEL SAFETY 4.  D – DOWN*

          2.  Z – EQUIPMENT SAFETY 5.  L - LIMITED                        3
 
          3.  H – HARDWARE

EOC

.9

TYPE AVAILABILITY WHEN TO BE ACCOMPLISHED STATUS CAUSE DEFERRAL REASON

1. DEPOT

2. IMA

3. TECH ASSIST

4. SHIP’S FORCE

5. SFWL

                  1

1.    IMMEDIATELY

2.    PRIOR TO NEXT UNDERWAY

3.    PRIOR TO NEXT DEPLOYMENT

4.    DURING POST DEPLOYMENT
       AVAILABILITY       

   30MAR02             4

1.   OPERATIONAL

2.   NON-OPERATIONAL

3.   REDUCED CAPABILITY

4.   NOT APPLICABLE
           

                                               1

1.   ABNORMAL ENVIROMENT
2.   MANUFACTURER/INSTALLATION DEFECTS
3.   LACK OF KNOWLEDGE OR SKILL
4.   COMMUNICATION PROBLEMS
5.   INADEQUATE INSTRUCTION/PROCEDURE
6.   INADEQUATE DESIGN
7.   NORMAL WEAR AND TEAR
8.   NOT APPLICABLE

     7 

1.   S/F BACKLOG/OPERATIONAL PRIORITY           
2.   LACK OF MATERIAL
3.   NO FORMAL TRAINING ON THIS EQUIPMENT
4.   FORMAL TRAINING INADEQUATE THIS EQUIPMENT
5.   INADEQUATE SCHOOL PRACTICAL TRAINING
6.   LACK OF FACILITIES/CAPABILITIES
7.   NOT AUTHORIZED FO S/F ACCOMPLISHMENT
8.   FOR S/F OVERHAUL OR AVAILABILITY WORK LIST
9.   LACK OF TECHNICAL DOCUMENTATION         
0.        OTHER OR NOT APPLICABLE                                                            

MAN HRS EXPENDED
0001 

MAN HRS REMAINING
1

COMPLETED ACTION TAKEN S/F MANHOURS PRIORITY

SAFETY HAZARD
1.   SERIOUS – CORRECT AS SOON AS POSSIBLE
2.   SERIOUS – SUSPENSION OF EQUIPMENT/SYSTEM/SPACE REQUIRED
3.   SERIOUS – WAIVER OF EQUIPMENT/SYSTEM
4.   SAFETY ITEM – MINOR
5.   COMBUSTIBLE MATERIAL

1.   MAINTENANCE ACTION COMPLETED: PARTS DRAWN FROM SUPPLY
2.   MAINTENANCE ACTION COMPLETED: PARTS NOT DRAWN FROM SUPPLY
3.   MAINTENANCE ACTION COMPLETED: NO PARTS REQUIRED
4.   CANCELLED – DEFERRAL WILL BE REMOVED FROM CSMP
5.   MAINTENANCE ACTION COMPLETED: 2–M CAPABILITY UTILIZED
6.   NONE OF THE ABOVE, DESCRIBE IN REMARKS/DESCRIPTION SECTION

1.   MANDATORY

2.   ESSENTIAL              
3.   HIGHLY  DESIRABLE

4.   DESIRABLE        

                                                3       

DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF STEERING (5-368-01-E), 

THE SHELL INSULATION WAS FOUND SATURATED AND THE SHELL AND STIFFENERS WERE 

CORRODED FROM THE LOWER EDGE OF THE INSULATION UP TO THE OVHD, FR 368 TO 376, 

STBD SIDE, AND FROM THE DECK UP 18”, FR 376 TO FR 392, PORT SIDE.

RECOMMENDED REPAIRS 
REMOVE APPROX. 110 SF OF SATURATED SHELL INSULATION.
REMOVE CORROSION EXPOSED BY REMOVALS. PRIME AND PRESERVE SHELL EXPOSED BY 

INSULATION REMOVALS. INSTALL NEW INSULATION IN PLACE OF THAT REMOVED. PAINT NEW 

SURFACES TO MATCH SURROUNDING AREAS.
SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI
CSMP SUMMARY
 STEERING (5-368-01-E) SHELL INSULATION SATURATED.

    TEST # MRC 1102/1 

ROOT CAUSE/AMPLIFICATION H1 STEP   #       1.e            
SYSTEM LEVEL IMPACT

PART NO.                                                                         NOMENCLATURE QTY NSN COST

FIRST CONTACT
HERBERT

RATE
DCC

SECOND CONTACT  
WELLS

RATE
LT

PHONE

BLUEPRINTS, TECH MANUALS, PLANS, ETC.     ON BOARD
   YES       NO

ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI TD TL LOGISTICIAN TSP
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After Steering 5-368-01-E
Forward Starboard Eductor

Section

Photo 83: BILGE SECTION, BELOW STEERING
GEAR ROOM DRAIN PUMP, LOOKING
INBOARD/AFT

Photo 84: STBD SIDE, EDUCTOR OVERBOARD VALVE,
LOOKING OUTBOARD
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After Steering 5-368-01-E
Forward Starboard Eductor

Section

Photo 85: STBD SIDE, HOLED VENT PIPE JUST
BELOW OVERHEAD AND INBOARD OF SHELL,
LOOKING UP/OUTBOARD

Photo 86: SALT ENCRUSTED LONGITUDINAL No. 4
FROM OVERHEAD AND SHELL INSULATION,
FRAME 368 STBD SIDE LOOKING OUTBOARD
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After Steering 5-368-01-E
Forward Starboard Eductor

Section

Photo 87: SALT ENCRUSTED LONGITUDINAL No.5
FROM OVERHEAD AND SHELL INSULATION,
FRAME 368 STBD SIDE LOOKING OUTBOARD

Photo 88: INBOARD FORWARD BILGE AREA, FRAME
368, LOOKING DOWN/FORWARD
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USS NICHOLAS (FFG-47) COMPARMENT MATRIX
SPACE
NUMBER

SPACE
ASSESSABLE

LAGGING INSTALLED
ON BHD

IS THE SPACE INSPECTED
DURING SEMAT 1

HISTORICAL
HOT SPOT

COMMENTS

3RD DECK
3-20-0-Q N N Y SPACE REQUIRES GAS

FREE
3-32-2-A N N N GEAR STOWAGE 

3-32-1-K Y Y N ACCESSIBLE,HIDDEN,
LAGGED 100% (100% OF
SHELL ASSESSABLE) 

3-36-2-T Y N N ANTI-SWEAT PAINT
(100% OF SHELL
ASSESSABLE)

3-40-2-A Y N N ANTI-SWEAT PAINT
(100% OF SHELL
ASSESSABLE)

3-46-1-A Y N N ANTI-SWEAT PAINT
(100% OF SHELL
ASSESSABLE)

3-48-2-A Y N N ANTI-SWEAT PAINT
(100% OF SHELL
ASSESSABLE)

3-53-2-A Y N N ANTI-SWEAT PAINT
(100% OF SHELL
ASSESSABLE)

3-56-0-A Y N N ANTI-SWEAT PAINT
(100% OF SHELL
ASSESSABLE)

3-64-2-V N N Y SPACE REQUIRES GAS
FREE

3-64-1-V N N Y SPACE REQUIRES GAS
FREE
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SPACE
NUMBER

SPACE
ASSESSABLE

LAGGING
INSTALLED ON

BHD

IS THE SPACE
INSPECTED DURING

SEMAT 1

HISTORICAL
HOT SPOT

COMMENTS

3RD DECK
3-84-0-E Y Y N FRS 94-100

STBD SIDE
SHELL,
DECK TO
OVERHEAD-
NOT NOTED

FR 95,
PORTSIDE,
TANK TOP-
NOT NOTED

ACCESSIBLE, HIDDEN, LAGGED
100% (100% OF SHELL
ASSESSABLE)

3-92-1-Q Y Y Y ACCESSIBLE, HIDDEN, LAGGED
100% (100% OF SHELL
ASSESSABLE)

3-100-0-L Y Y N ACCESSIBLE, HIDDEN, LAGGED
100% (100% OF SHELL
ASSESSABLE)

3-100-1-L Y Y N ACCESSIBLE, HIDDEN, LAGGED
100% (100% OF SHELL
ASSESSABLE)

3-113-0-L Y Y N FR 113-
124, STBD
SIDE OF
SHELL,
DECK TO
OVERHEAD-
PARTIAL

LAGGING 100% AND SS 50% (SS
INSTALLED 49" OFF DECK,
FRAME 113 TO 123)

3-140-1-A Y Y N ACCESSIBLE, HIDDEN, LAGGED
100% (100% OF SHELL
ASSESSABLE)
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SPACE
NUMBER

SPACE
ASSESSABLE

LAGGING INSTALLED
ON BHD

IS THE SPACE INSPECTED
DURING SEMAT 1

HISTORICAL
HOT SPOT

COMMENTS

3RD DECK
3-140-2-L Y Y N ACCESSIBLE, HIDDEN,

LAGGED 100% (100% OF
SHELL ASSESSABLE)

3-144-0-L Y Y N ACCESSIBLE HIDDEN
LAGGED 100% (NOT
ACCESSIBLE AREA,
PORT & STBD FRAME
165 TO 180, 6'3" OFF
DECK BUNKS)

3-156-2-Q Y Y N ACCESSIBLE, HIDDEN,
LAGGED 100% (100% OF
SHELL ASSESSABLE)

3-154-1-Q Y Y N ACCESSIBLE, HIDDEN,
LAGGED 100% (100% OF
SHELL ASSESSABLE)

3-180-2-C Y Y N ACCESSIBLE, HIDDEN,
LAGGED 100% (100% OF
SHELL ASSESSABLE)

3-180-5-A Y Y N ACCESSIBLE, HIDDEN,
LAGGED 100% (100% OF
SHELL ASSESSABLE)

3-196-2-A Y N N ANTI-SWEAT PAINT,
(100% OF SHELL
ASSESSABLE)

3-236-1-F Y N Y SPACE REQUIRES GAS
FREE

3-236-2-F Y N Y SPACE REQUIRES GAS
FREE

3-240-1-F Y N Y SPACE REQUIRES GAS
FREE
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SPACE
NUMBER

SPACE
ASSESSABLE

LAGGING INSTALLED
ON BHD

IS THE SPACE INSPECTED
DURING SEMAT 1

HISTORICAL
HOT SPOT

COMMENTS

3RD DECK
3-240-2-F Y N Y SPACE REQUIRES GAS

FREE
3-272-2-F Y N Y SPACE REQUIRES GAS

FREE
3-272-1-F Y N Y SPACE REQUIRES GAS

FREE
3-278-1-F Y N Y SPACE REQUIRES GAS

FREE
3-278-2-F Y N Y SPACE REQUIRES GAS

FREE
3-286-2-F Y N Y SPACE REQUIRES GAS

FREE
3-286-1-F Y N Y SPACE REQUIRES GAS

FREE
3-292-2-E Y Y N ACCESSIBLE, HIDDEN,

LAGGED 100% (100% OF
SHELL ASSESSABLE)

3-292-8-F Y N Y SPACE REQUIRES GAS
FREE

3-316-1-J Y N Y SPACE REQUIRES GAS
FREE

3-322-1-J Y N Y SPACE REQUIRES GAS
FREE

3-328-0-A Y Y N ACCESSIBLE, HIDDEN,
LAGGED 100% (100% OF
SHELL ASSESSABLE)
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SPACE
NUMBER

SPACE
ASSESSABLE

LAGGING INSTALLED
ON BHD

IS THE SPACE INSPECTED
DURING SEMAT 1

HISTORICAL
HOT SPOT

COMMENTS

4TH DECK
4-H-0-V Y N Y SPACE REQUIRES GAS

FREE
4-20-0-W Y N Y SPACE REQUIRES GAS

FREE
4-27-0-V N N Y SPACE REQUIRES GAS

FREE                 

4-32-0-Q Y Y N ACCESSIBLE, HIDDEN,
LAGGED 100% (100% OF
SHELL ASSESSABLE)

4-48-2-L Y Y N ACCESSIBLE, HIDDEN,
LAGGED 100% (100% OF
SHELL ASSESSABLE)

4-48-1-Q Y Y N FR 49-55
STBD SIDE
OF SHELL,
4'-0' OFF
DECK-NOTED

ACCESSIBLE, HIDDEN,
LAGGED 100% (100% OF
SHELL ASSESSABLE)

4-56-2-A Y N N ANTI-SWEAT PAINT
(100% OF SHELL
ASSESSABLE)

4-56-0-M Y Y N ACCESSIBLE HIDDEN
LAGGED 100% (100% OF
SHELL ASSESSABLE)
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SPACE
NUMBER

SPACE
ASSESSABLE

LAGGING INSTALLED
ON BHD

IS THE SPACE INSPECTED
DURING SEMAT 1

HISTORICAL
HOT SPOT

COMMENTS

4TH DECK
4-64-0-Q Y Y N ACCESSIBLE, HIDDEN,

LAGGED 100% STBD
SIDE (100% OF SHELL
ASSESSABLE)
AFT 1/3 OF PORTSIDE
SHELL FROM DECK TO
48 INCHES ABV DECK
INACCESSIBLE IWO FCU
4-80-2

4-100-0-E Y Y N FR 100-101
STBD SIDE OF
SHELL
6'BELOW
GRATING –
NOTED

ACCESSIBLE, HIDDEN,
LAGGED 100% (100% OF
SHELL ASSESSABLE)

4-140-0-Q Y Y N TANK TOP FOR
5-140-2F –
NOT NOTED

ACCESSIBLE, HIDDEN,
LAGGED 50%, ANTI-
SWEAT PAINT 50%,
(100% OF SHELL
ASSESSABLE)

4-140-2-A N N N MATERIAL STOWAGE
4-140-3-A Y N N ANTI-SWEAT PAINT

(100% OF SHELL
ASSESSABLE)

4-151-3-A Y N N ANTI-SWEAT PAINT
(100% OF SHELL
ASSESSABLE)

4-152-1-A N N N MATERIAL STOWAGE
4-160-0-Q Y Y N TANK TOP FOR

5-164-2F –
NOT NOTED

ACCESSIBLE, HIDDEN,
LAGGED 100% (100% OF
SHELL ASSESSABLE)
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SPACE
NUMBER

SPACE
ASSESSABLE

LAGGING INSTALLED
ON BHD

IS THE SPACE INSPECTED
DURING SEMAT 1

HISTORICAL
HOT SPOT

COMMENTS

4TH DECK
4-172-1-E Y Y N FR 174-180

STBD OF
SHELL 6"
BELOW
GRATING
BETWEEN L7-
L9 - NOTED

ACCESSIBLE, HIDDEN,
LAGGED 50%, ANTI-
SWEAT PAINT 50%,
(100% OF SHELL
ASSESSABLE)
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SPACE
NUMBER

SPACE
ASSESSABLE

LAGGING INSTALLED
ON BHD

IS THE SPACE INSPECTED
DURING SEMAT 1

HISTORICAL
HOT SPOT

COMMENTS

5TH DECK
5-32-0-W N N Y SPACE REQUIRES GAS

FREE
5-51-0-Q Y N N ANTI-SWEAT PAINT,

(100% OF SHELL
ASSESSABLE)

5-56-0-F N N Y SPACE REQUIRES GAS
FREE

5-64-0-F N N Y SPACE REQUIRES GAS
FREE

5-84-2-F N N N SPACE REQUIRES GAS
FREE

5-84-1-F N N N SPACE REQUIRES GAS
FREE

5-100-2-W N N N SPACE REQUIRES GAS
FREE

5-100-1-W N N N SPACE REQUIRES GAS
FREE

5-100-4-F N N Y SPACE REQUIRES GAS
FREE

5-100-3-F N N Y SPACE REQUIRES GAS
FREE

5-116-2-F N N Y SPACE REQUIRES GAS
FREE

5-116-1-F N N Y SPACE REQUIRES GAS
FREE
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SPACE NUMBER SPACE
ASSESSABLE

LAGGING INSTALLED
ON BHD

IS THE SPACE INSPECTED
DURING SEMAT 1

HISTORICAL
HOT SPOT

COMMENTS

5TH DECK
51/2-116-0-V N N Y INACCESSIBLE VOID FR

116 - FR 132, P/S
FROM KEEL UP ~4FT

5-132-0-F N N Y SPACE REQUIRES GAS
FREE

5-137-1-T N N Y SPACE REQUIRES GAS
FREE

5-140-2-F N N Y SPACE REQUIRES GAS
FREE

5-140-1-F N N Y SPACE REQUIRES GAS
FREE

5-164-0-F N N Y SPACE REQUIRES GAS
FREE

5-164-2-F N N Y SPACE REQUIRES GAS
FREE

5-164-1-F N N Y SPACE REQUIRES GAS
FREE

5-170-0-F N N Y SPACE REQUIRES GAS
FREE

5-180-0-E Y Y N FRAME 180,
PORT 15'-0"
OFF CL, 8'
SQFT –
NOTED

SHELL NON-ASSESSABLE
ON PORT SIDE FRAME
180 TO 195, FRAME
204 TO 212, OVERHEAD
TO BILGE, TANK & FND

5-180-01-E Y Y N ANTI-SWEAT PAINT
(100% OF SHELL
ASSESSABLE)

5-192-2-F N N Y SPACE REQUIRES GAS
FREE

5-201-1-F N N Y SPACE REQUIRES GAS
FREE

5-201-3-F N N Y SPACE REQUIRES GAS
FREE
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SPACE
NUMBER

SPACE
ASSESSABLE

LAGGING INSTALLED
ON BHD

IS THE SPACE INSPECTED
DURING SEMAT 1

HISTORICAL
HOT SPOT

COMMENTS

5TH DECK
5-204-2-F N N Y SPACE REQUIRES GAS

FREE
5-204-1-F N N Y SPACE REQUIRES GAS

FREE
5-212-0-E
(UL)

Y Y N FRS 215-220
PORT SIDE
OF SHELL,
U/L BETWEEN
L13-L14 –
NOTED

ACCESSIBLE HIDDEN
LAGGED UPPER LEVEL.
(NOT ACCESSIBLE
AREA, PORT SIDE
FRAME 220 TO 224,
5'-0" OFF U/L
GRATING VOLTAGE
REGULATOR) 

5-212-0-E
(LL)

Y Y N ASSESSABLE, HIDDEN,
LAGGED LOWER LEVEL,
ACCESSIBLE AREA PORT
FRAME 212 TO 228,
L10 TO BILGE AREA,
STBD FRAME 212 TO
228 L8 TO BILGE
AREA. (NOT
ACCESSIBLE AREA -
PORT & STBD FRAME
228 TO 250, FROM U/L
TO BILGE AREA FUEL
OIL HEATER)

5-220-2-W N N Y SPACE REQUIRES GAS
FREE

5-222-1-F N N Y SPACE REQUIRES GAS
FREE
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SPACE
NUMBER

SPACE
ASSESSABLE

LAGGING INSTALLED
ON BHD

IS THE SPACE INSPECTED
DURING SEMAT 1

HISTORICAL
HOT SPOT

COMMENTS

5TH DECK
5-226-2-E Y N N SHELL NOT ASSESSABLE

AT FRAME 225 TO 229,
4'-2" ABV U/L
GRATING; FRAME 235
TO 250, 6'-3" ABV
U/L GRATING – AIR
FLASK, MANIFOLD &
FUEL TANK

5-226-1-E Y N N SHELL NOT ASSESSABLE
FRAME 225 TO 229,
4'-2" ABV U/L
GRATING; FRAME 235
TO 250, 6'-3" ABV
U/L GRATING, AIR
FLASK, MANIFOLD, LO
& FUEL TANK

5-250-0-E Y Y N FR 271-272
PORT SIDE
OF SHELL
TOP OF LO
TANK TOP –
NOTED

SHELL NOT ASSESSABLE
PORTSIDE 1'-0" AFT
OF FRAME 270 TO
FRAME 292, FROM 5'-
0" ABV GRATING; STBD
SIDE FRAME 265 TO
270 FROM 1'-0" BELOW
OVERHEAD TO 6" BELOW
GRATING; 14" AFT OF
FRAME 270 TO 273,
5'-0" ABV GRATING,
POWER PANELS)
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SPACE
NUMBER

SPACE
ASSESSABLE

LAGGING INSTALLED
ON BHD

IS THE SPACE
INSPECTED DURING

SEMAT 1

HISTORICAL HOT
SPOT

COMMENTS

5TH DECK
5-250-0-E Y Y N FR 250 PORT

SIDE OF SHELL,
BETWEEN L9-L12
– NOTED

5-250-O-E Y Y N FR 258-264 STBD
SIDE OF SHELL,
BETWEEN L9-L12
- NOTED

5-250-1-F N N Y SPACE REQUIRES GAS
FREE

5-250-2-F N N Y SPACE REQUIRES GAS
FREE

5-270-0-F N N Y SPACE REQUIRES GAS
FREE

5-276-0-F N N Y SPACE REQUIRES GAS
FREE

5-290-2-F N N Y SPACE REQUIRES GAS
FREE

5-292-0-E Y Y N FR 316-328 PORT
SIDE OF SHELL
BETWEEN L5-L9 –
NOTED

ACCESSIBLE, HIDDEN,
LAGGED, ASSESSABLE
AREA PORT FRAME 292
TO 318, DK GRATING
TO OVERHEAD (SHELL
NOT ASSESSABLE ON
PORTSIDE FRAME 318
TO 328, 2'-0" ABV
GRATING TO OVHD OF
SPACE; STBD SIDE
FRAME 292 TO 300,
3'-0" ABV GRATING 
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SPACE
NUMBER

SPACE
ASSESSABLE

LAGGING INSTALLED
ON BHD

IS THE SPACE INSPECTED
DURING SEMAT 1

HISTORICAL
HOT SPOT

COMMENTS

5TH DECK
5-292-0-E Y Y Y FR 292-328

PORT SIDE
OF SHELL
BETWEEN L1-
L3 - NOTED

TO OVERHEAD; STBD
FRAME 305 TO 308, 3'-
0" ABV GRATING TO
OVERHEAD; STBD FRAME
313 TO 328, 6'-3" ABV
GRATING & POWER
PANELS

5-292-1-W N N Y SPACE REQUIRES GAS
FREE

5-292-2-W N N Y SPACE REQUIRES GAS
FREE

5-292-3-W N N Y SPACE REQUIRES GAS
FREE

5-308-2-W N N Y SPACE REQUIRES GAS
FREE

5-308-1-W N N Y SPACE REQUIRES GAS
FREE

5-328-0-J N N Y SPACE REQUIRES GAS
FREE

5-328-2-W N N Y SPACE REQUIRES GAS
FREE
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SPACE
NUMBER

SPACE
ASSESSABLE

LAGGING INSTALLED
ON BHD

IS THE SPACE INSPECTED
DURING SEMAT 1

HISTORICAL
HOT SPOT

COMMENTS

5TH DECK
5-328-1-W N N N SPACE REQUIRES GAS

FREE
5-344-0-J N N N SPACE REQUIRES GAS

FREE
5-368-0-V N N N SPACE REQUIRES GAS

FREE
5-386-0-V N N N INACCESSIBLE VOID

FRAME 386 TO 392,
P/S, FROM KEEL UP
~2FT; FRAME 392 TO
400, S, FROM KEEL UP
~2FT; FRAME 400 TO
408 P/S FROM KEEL UP
~2FT

5-392-0-V N N N SPACE REQUIRES GAS
FREE

5-368-0-E Y Y Y ACCESSIBLE, HIDDEN,
LAGGED 100% (100% OF
SHELL ASSESSABLE)

5-376-1-A Y Y Y ACCESSIBLE, HIDDEN,
LAGGED 100% (100% OF
SHELL ASSESSABLE)

5-390-1-A N Y N MATERIAL STOWAGE
ASSESSABLE)
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conducted by
Mr. Frank Hughes and Mr. Michael Storm, CDI Marine

For Mr. Art Davis, SUPSHIP Portsmouth

No photographs were taken for the following compartments:
Flammable Liquid storeroom 3-32-1-K
Security Force Issue Room 3-32-2-A
CPO Storeroom3-40-2-A
Special Clothing Storeroom 3-46-1-A
Medical Storeroom No. 1 3-48-2-A
Clothing and Small Stores Storeroom 3-53-2-A
Deck Gear Storeroom 3-56-0-A
Air Conditioning Machinery Room 3-84-0-E
Forward 400 Hz 3-92-1-Q
Crew’s Berthing 3-100-0-L
CPO Overflow Berthing 3-100-1-L
Crew’s Washroom and Shower 3-113-0-L
Cleaning Gear Locker 3-140-1-A
RCN Lounge 3-140-2-L
Berthing Compartment 3-144-0-L
Piping Space 3-154-1-Q
Piping Space 3-156-2-Q
Switchgear Room 3-180-2-C
Dry Provision Storeroom 3-180-5-A
Ship Store Storeroom 3-196-2-A
NR 4 SSDG Enclosure 3-292-2-E
Combined Supply Department Storeroom 3-328-0-A
Sonar Equipment Room 4-32-0-Q
Sonar Equipment Cooling Room 4-48-1-Q
Passageway 4-48-2-L
Small Arms Magazine 4-56-0-M
Forward Light Locker 4-56-2-A
Missile Magazine Compartment 4-64-0-Q
Laundry 4-140-0-Q
Laundry Storeroom 4-140-2-A
Storeroom 4-140-3-A
Cleaning Gear Locker 4-151-3-A
Chemical Warfare Storeroom 4-152-1-A
Fire Pump Room 4-172-1-E
SSDG No 1 5-180-01-E
SSDG No 3 5-226-2-E
1st Division Storeroom 5-376-1-A
After Light Locker 5-390-1-A
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Auxiliary Propulsion Unit (APU) Machinery Room 4-100-0-E

Photo 1: APU Room Bilge area,deteriorated bilge pocket portside aft Frame
108, looking down, aft and outboard.

Photo 2: APU Room Bilge area, deteriorated bilge portside fwd Frame 100,
looking forward and outboard.

Photo 3: APU room bilge area, deteriorated bilge pocket, starboard side
Frame 108, looking down.

Photo 4: APU room bilge area, starboard side below No.1 APU distribution
panel looking forward.

Photo 5: APU room, forward starboard side bilge area and wireway Frame
100, forward of No.1 and 2 APU power panels, looking down and
forward.

Photo 6: APU Room, UT section inboard side of Frame 108, portside aft bilge
pocket, looking down and inboard.

CHT Pump Room 4-160-0-Q

Photo 7: CHT Pump Room, fwd starboard bilge area looking down, forward
and outboard.

Photo 8: CHT Pump Room, 4-172-1 overboard discharge, shell and
longitudinal deterioration, looking outboard.

Photo 9: CHT Pump Room, portside shell Frame 171, Longitudinal No. 5 from
Overhead, deterioration, looking outboard.

Photo 10: CHT Pump Room, portside shell Frame 178 and Longitudinal No. 3
from Overhead, deterioration, looking aft and outboard.

Photo 11: CHT Pump Room, Frame 178 portside, looking aft and down.
Photo 12: CHT Pump Room, Deterioration below overboard discharge 

4-172-1, looking outboard and forward.
Photo 13: CHT Pump Room, 4-172-1 Overboard discharge, starboard side

shell, looking outboard.
Photo 14: CHT Pump Room, starboard side shell and Frame 178, looking aft
Photo 15: CHT Pump room, starboard bilge pocket shell, UT area, looking

outboard and down.
Photo 16: CHT Pump room, starboard bilge pocket tank plating, UT area,

looking inboard and down.

Eductor Room- 5-51-0-Q

Photo 17:  Eductor Room, deteriorated aft portside bilge pocket, shell,
looking down and outboard, below deck plates area.

Photo 18:  Eductor Room, deteriorated aft portside Bilge pocket, shell,
looking down and outboard, below deck plates.

Photo 19:  Eductor Room, aft Starboard side bilge pocket shell below
eductor, looking down and outboard.

Photo 20:  Eductor Room, aft port bilge pocket, frame 56, looking down and
aft.

Photo 21:  Eductor Room, thinned portside bilge area deck plate support
and framing, looking forward.  

Photo 22:  Eductor Room, Portside shell and Longitudinals deteriorated
Looking Outboard

Auxiliary Machinery Room No. 1 5-180-0-E

Photo 23:  AMR 1, portside Frame 204 and Longitudinal No. 7 to 8
Deterioration, ballast, looking aft and outboard.

Photo 24: AMR 1, portside Frame 204 and Longitudinal No. 6 to 8, looking
down and aft.
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Photo 25: AMR 1, portside Frame 196, Longitudinal No. 7 to 8, ballast,
looking forward.

Photo 26: AMR 1, portside Frame 180, Longitudinal No. 5 to 6, ballast,
looking outboard.

Photo 27: AMR 1, deterioration at Frame 180 portside, Longitudinal No. 6 to
7, Ballast and funnel for SSDG Jack Water Cooler, looking
forward.

Photo 28: AMR 1, ballast Frame 180-188 portside, deterioration at
longitudinals, looking outboard and aft, ballast below 5-183-2-F

Photo 29: AMR 1, Frame 204 Portside filled funnel looking outboard and
aft.

Photo 30: AMR 1, UT area Lower level Portside shell plating between
Longitudinal No. 6 and Longitudinal No. 7, looking down and aft.

Photo 31: AMR 1, longitudinal No. 6, aft of Frame 204, looking inboard.

Auxiliary Machinery Room No. 2 5-212-0-E

Photo 32: AMR 2 lower level, portside below HPAC, deteriorated
foundation, looking up and outboard.

Photo 33: AMR 2 lower level, portside below HPAC, Top of Frame 220
Transverse Member, deteriorated flange, looking outboard.

Photo 34: AMR 2 lower level, portside Frame 220 Transverse Member
interface with Longitudinal No. 8 Port, deterioration, looking aft.

Photo 35: AMR 2 lower level, UT section of Portside Frame 220 and
Longitudinal No. 8 portside intersection, Looking aft.

Photo 36: AMR 2 portside upper level, HPAC, leaking drain system, Frame
220, looking outboard.

Photo 37: AMR 2 upper level, portside shell and longitudinals impacted by
cooling water overboard valve, Cond and Air Compressor Cooling
Water Overboard Discharge ASW-V21-3-216-2 behind HPAC upper
level Frame 216, looking aft and outboard behind HPAC.

Photo 38: AMR 2, lower level portside shell and longitudinals impacted by
Cond and Air Compressor Cooling Water Overboard Discharge
ASW-V21-3-216-2 looking down behind HPAC at upper and lower
levels

Photo 39: AMR 2 lower level, starboard side below LPAC, deteriorated I-
beams below LPAC in aft outboard corner, drain funnel leaks,
looking up, inboard and aft.

Photo 40: AMR 2, shell and longitudinal No. 6 to 8 below LPAC starboard
intersection with Frame 220 transverse beam, looking forward,
outboard and down.

Photo 41: AMR 2 Lower Level, pitted shell forward of SSDG Seawater
Cooling Pump Sea Chest, Portside between Longitudinal No. 3 and
4, looking down and aft.

Photo 42: AMR 2 Lower Level, pitted shell forward and outboard SSDG SW
CLG Pump Sea Chest, portside between Longitudinal No. 4 and 5
Looking Outboard.

Photo 43: AMR 2 Lower Level, starboard side between Longitudinal No. 3
and 4 and forward of SSDG SW CLG Pump Sea Chest fwd
bulkhead, looking outboard and down, comparison with Photo 41,

Photo 44: AMR 2 Lower Level starboard side between Longitudinal No. 4 and
5 and five feet forward and outboard of SSDG SW CLG Pump Sea
Chest fwd bulkhead, looking outboard, comparison with Photo 42,

SSDG No 2 5-226-1-E

Photo 45: Unpreserved Hull and Structural members behind Start Air Flask
forward starboard side of SSDG No. 2, looking outboard.  Typical for SSDG
No. 1, 3 and 4.
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Main Engine Room 5-250-0-E

Photo 46:  MER lower level portside below deck plates, aft of seawater 
                 strainer for 1B GTM, showing ballast and salt buildup, looking

down and outboard.
Photo 47:  MER lower level portside below deck plates, aft of Seawater

Strainer for 1B GTM, showing ballast and salt buildup, looking
down and outboard.

Photo 48:  MER Lower level portside forward 1A Lube Oil Storage Tank,
deteriorated Longitudinal No. 4, 5 and 6 from overhead, looking
outboard and down.

Photo 49:  MER Lower Level Portside Forward 1A lube oil storage tank,
deteriorated Longitudinal No. 4, 5 and 6 from overhead, looking
outboard and down (showing aft end of prairie masker air cooler-
PMAC).

Photo 50:  MER Lower Level Portside Forward 1A lube oil storage tank,
deteriorated Longitudinal No. 5 from overhead, looking
outboard, down and forward (showing aft end of PMAC).

Photo 51: MER Lower Level Portside aft of Transverse Frame 259, shell and
longitudinal condition outboard and fwd of PMA cooler,
deteriorated beam and soaked lagging, looking outboard.

Photo 52: MER Lower Level starboard side deterioration below ASW-V7-GTRB
CLR OVBD Discharge Frame 264, looking outboard and aft.

Photo 53: MER Lower Level starboard side deterioration below ASW-V7-GTRB
CLR OVBD Discharge Frame 264, looking down, outboard and aft.

Photo 54: MER Lower Level Starboard side Forward Frame 263 Transverse
Frame, shell and longitudinal intersection deterioration, looking
down, aft and outboard.

Photo 55: MER lower level bilge area, starboard side, Frame 262, indicates
salt buildup, looking down and aft.

Photo 56: Good bilge preservation MER Lower Level Starboard side, fwd and
below the starboard escape trunk, looking outboard and down.

Photo 57: Good bilge preservation MER Lower Level Starboard side, fwd of
the starboard escape trunk, looking forward, outboard and down 

Auxiliary Machinery Room No. 3 5-292-0-E

Photo 58: AMR 3 lower level starboard side aft bulkhead of waste water
tank and Longitudinal No. 1 starboard looking down and
outboard.

Photo 59: AMR 3 lower level waste water tank aft bulkhead and top of tank,
between Longitudinal No. 1 and 2 Starboard including pipe collar
to tank, looking down and forward.

Photo 60: AMR 3 lower level starboard side waste water tank top, looking
forward and outboard.

Photo 61: AMR 3 lower level starboard side, No. 4 fire pump foundation,
forward end of foundation, looking aft.

Photo 62: AMR 3 lower level, No. 4 and 5 Fire Pump sea chest, looking
outboard.

Photo 63: AMR 3 Lower Level, Portside forward end of SSDG SW CLG Pump
Sea Chest looking aft.

Photo 64: AMR 3 Lower level portside, port stanchion and transverse
member Frame 308, top of Diesel Generator Cooling Water suction
sea chest, looking aft.

Photo 65: AMR 3 lower level, six inch diameter stanchion located Frame 308
at two feet outboard centerline to port, looking aft and
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outboard.  Includes transverse member at Frame 308 and top of
SSDG SW CLG Pump Sea chest (aft inboard corner).

Photo 66: AMR 3 lower level, Portside transverse web located at Frame 308
between Longitudinal No. 2 and 3 port looking down, outboard
and aft.

Photo 67: AMR 3 lower level, six inch diameter stanchion located Frame 308
at two feet outboard centerline to starboard, looking outboard
from above bearing pedestal.

Photo 68: AMR 3, lower level starboard side, Waste water drain pump
foundation inboard side looking outboard.

Photo 69  AMR 3 lower level starboard side, deteriorated deck plate
supports Frame 292 looking forward and outboard PKP bottle
foundation.

Photo 70: AMR 3 Lower Level portside Tank 5-308-2-W inboard bulkhead,
below SSDG enclosure between Frame 308 and 316 (looking aft
and outboard). Lagging oil soaked and damaged.

Photo 71: AMR 3 Lower Level portside Tank 5-308-2-W inboard bulkhead,
below SSDG enclosure between Frame 308 and 316 (looking aft
and outboard). Lagging oil soaked and damaged.

Photo 72: AMR 3 Lower level portside, between Frame 308 and 316, tank 5-
308-2-W bulkhead lagging oil soaked and damaged. Looking
outboard.

Photo 73: AMR 3 Lower Level, forward side of deteriorated Frame 316,
portside between Longitudinal No. 3 and 5-308-2-W, Looking aft.

Photo 74: AMR 3 lower level port side between Frame 308 and 316, Weld
seam outboard Longitudinal No. 3 Portside, UT area, looking
outboard.

Photo 75: AMR 3 Lower level port side Frame 316 distillate pump valve
control no 2, Longitudinal No. 1 Portside, mounted on
deteriorated beam 10-inch x 4-inch T-beam, looking aft and
inboard.

Photo 76: AMR 3 Lower level port side Frame 324 aft side, between
longitudinal No. 1 port and shaft tube, deteriorated bulkhead,
looking forward and inboard.

Photo 77: AMR 3 Lower level, Frame 326 forward side between longitudinal
No. 1 Port and shaft tube, deteriorated support structure,
looking aft and inboard.

Photo 78: AMR 3 lower level, starboard side looking aft at Frame 316
including deck plate structure requiring replacement.

Photo 79: AMR 3 Lower Level, outboard side No. 5 fire pump foundation
looking inboard and down.

Photo 80: AMR 3 Lower Level portside shell and longitudinal No. 6 from
overhead, area is below 3-319-2 Diesel Generator Cooling Water
Overboard, looking outboard and down.

Photo 81: AMR 3 Lower Level portside shell and longitudinal No. 7 and 8
from overhead, area is below 3-319-2 Diesel Generator Cooling
Water Overboard, looking down and outboard at shell
Longitudinal No. 7 and 8 Portside from overhead.

Photo 82: AMR 3 Lower Level Portside shell and longitudinal No. 8 and 9
from overhead, area is below 3-319-2 Diesel Generator Cooling
Water Overboard at shell and longitudinal No. 8 and 9, looking
down.

After Steering 5-368-01-E

Photo 83: After Steering Eductor Room bilge section below Steering Gear
Room Drain Pump, looking inboard and aft.

Photo 84: After Steering Eductor Room Eductor discharge valve, looking
outboard.
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Photo 85: After Steering Eductor Room Holed vent pipe just below overhead
and inboard of shell, looking up and outboard.

Photo 86: After Steering Eductor Room Frame 368 starboard side, salt
encrusted Lagging on Shell and longitudinal No. 4 from
overhead, looking outboard.

Photo 87: After Steering Eductor Room Frame 368 starboard side, salt
encrusted Lagging on Shell and longitudinal No. 5 from
overhead, looking outboard.

Photo 88: After Steering Eductor Room Forward inboard bilge area, frame
368, looking down and forward.
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conducted by
Mr. Frank Hughes and Mr. Michael Storm, CDI Marine

For Mr. Art Davis, SUPSHIP Portsmouth

Flammable Liquid storeroom 3-32-1-K
Lagging

Moisture Meter Readings:
10-46.5%

Note: High Readings believed to be from materials stowed in space.

Note: Cleaning Compounds stored in compartment are deteriorating the deck
coatings in the after starboard corner of the compartment.

Security Force Issue Room 3-32-2-A
Painted Bulkhead

Note: Inaccessible because of gear stowage, hull and structure appears to
be satisfactory.

CPO Storeroom3-40-2-A
Anti-Sweat Paint

Satisfactory, Compartment is dirty.

Special Clothing Storeroom 3-46-1-A
Anti-sweat Paint

Satisfactory

Medical Storeroom No. 1 3-48-2-A
Anti-Sweat Paint

Satisfactory

Clothing and Small Stores Storeroom 3-53-2-A
Anti-Sweat Paint

Satisfactory

Deck Gear Storeroom 3-56-0-A
Anti-sweat Paint

Satisfactory

Air Conditioning Machinery Room 3-84-0-E
Lagging

Moisture Meter Readings:
44 to 99%

1) Remove and replace lagging, clean and preserve structure portside shell
Frame 84 to Frame 100 from deck to 2nd longitudinal above the deck
including six inches along the forward (Frame 84) and after (Frame 100)
bulkheads.  Clean and preserve the deck portside Frame 84 to Frame 100
from hull to six inches inboard the shell.
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2) Blast, clean and preserve a 18-inch x 48-inch section of the deck,
coaming and eductor bilge pocket located at the centerline forward of
Frame 100.

3) Remove and replace lagging, clean and preserve structure from the deck
to 18 inches above the deck from the inboard bulkhead of 3-92-1-Q
outboard to the portside shell (behind the bilge eductor and the No. 1
A/C unit.

Note: Firemain valves in space are leaking impacting the lagging material
condition.

Forward 400 Hz 3-92-1-Q
Lagging

Moisture Meter Readings:
Based on A/C Machinery Room starboard side readings

Satisfactory

Crew’s Berthing 3-100-0-L
Lagging

Moisture Meter Readings:
0 to 48%

Satisfactory

CPO Overflow Berthing 3-100-1-L
Lagging

Moisture Meter Readings:
0 to 34%

Note:  Joiner bulkhead between Compartment 3-113-0-L and both 3-100-0-L
and 3-100-1-L from starboard shell to inboard access to 3-113-0-L is
deteriorated and holed along a line six inches above the deck between
the marriage line of the horizontal bulkhead coaming and the vertical
bulkhead paneling.

Crew’s Washroom and Shower 3-113-0-L
Lagging

Moisture Meter Readings:
60 to 99%

1) Remove sheathing in order to remove and replace lagging, clean and
preserve structure, starboard side shell from the deck to one foot above
the deck from Frame 113 to Frame 125.

Note: Shower Terrazzo is loose along the forward sections along the joiner
bulkhead between 3-113-0-l and 3-100-I-L and 3-100-0-L (see note in
Compartment 3-100-1-L).

Cleaning Gear Locker 3-140-1-A
Lagging

Moisture Meter Readings:
Readings are high but only alarmed at one section.
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1) Remove and replace lagging, clean and preserve structure starboard side
shell from deck to four feet above the deck from Frame 140 to Frame148
and  one foot of the forward and after bulkhead insulation.

2) Remove and replace the terrazzo, starboard side from the shell to one
foot inboard of the shell from Frame 140 to Frame 148.

3) Accomplish UT in way of terrazzo removal along the joint between the
deck and the shell.

RCN Lounge 3-140-2-L
Lagging

Moisture Meter Readings:
0 to 20 %

Satisfactory

Berthing Compartment 3-144-0-L
Lagging

Moisture Meter Readings:
0 – 18%

Satisfactory

Note:  After starboard side of the shell (aft of 3-154-1-Q) inaccessible due
to rack installation.  After port side of the shell (aft of 3-140-2-L)
inaccessible due to rack installation.

Piping Space 3-154-1-Q
Lagging

Moisture Meter Readings:
99%

1) Remove and replace lagging, clean and preserve structure starboard side
shell, six feet high by five feet long from the after bulkhead to five feet
forward of the after bulkhead.

Piping Space 3-156-2-Q
Lagging

Moisture Meter Readings:
8 to 56%

1) Remove and replace lagging, clean and preserve structure portside shell
from the deck to four inches above the deck from Frame 158 to Frame
162.

Note: Possible source of leakage is Check valve upstream of soil drain valve
3-162-2.

 Switchgear Room 3-180-2-C
Lagging

Moisture Meter Readings:
6 to 36 %
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Satisfactory

Dry Provision Storeroom 3-180-5-A
Lagging

Moisture Meter Readings:
8.2 to 24.8 %

Note:  No observable bilge/deck problems, storeroom full of dry provisions.

Satisfactory

Ship Store Storeroom 3-196-2-A
Anti-sweat Paint

1) Shell plating dented in upper aft corner from six feet above the deck to
the overhead and three feet forward of the aft bulkhead with
approximately 1-1/2 - inch bow inward.

NR 4 SSDG Enclosure 3-292-2-E
Paint

1) Clean and preserve all shell and structural members in SSDG enclosure
from deck grating level up.

Note: bilge area is coated with oil.

Combined Supply Department Storeroom 3-328-0-A
Lagging

Moisture Meter Readings:
17 to 53 %

1) Clean and preserve 18 square feet of bilge area from Frame 328 to Frame
331 portside.

2) Clean and preserve 18 square feet of bilge area from Frame 328 to Frame
331 starboard side. 

Sonar Equipment Room 4-32-0-Q
Lagging

Moisture Meter Readings:  
Range 0-65%

1) Replace the lower four inches of lagging/rubetex along port and
starboard shell sections, Frame 32 to Frame 48 from the deck to four
inches above the deck. Clean and preserve the deck from shell to four
inches inboard of shell and the bulkhead from the deck to four inches
above the deck.

2) Remove and replace lagging, clean and preserve structure, along shell
starboard side from Frame 48 to two feet forward Frame 48 and from the
deck to two feet above the deck.

Sonar Equipment Cooling Room 4-48-1-Q
Lagging

Note: Saturated Lagging 2nd stiffener above deck starboard side aft and 1st

stiffener above the deck below the sonar equipment coolers.
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1) Remove and replace lagging, clean and preserve structure starboard side
shell from the deck to 50 inches above the deck, Frame 48 to Frame 56.

Passageway 4-48-2-L
Lagging

Moisture Meter Readings:
15-50%

Note:  Fire station 4-49-2 PMS required.

Small Arms Magazine 4-56-0-M
Lagging

Moisture Meter Readings:
Range 6-8%

Forward Light Locker 4-56-2-A
Anti-sweat paint

Satisfactory

Missile Magazine Compartment 4-64-0-Q
Lagging

Moisture Meter Readings:
3.6 to 75%

1) Remove and replace lagging, clean and preserve structure starboard side
shell from the deck to 48 inches above the deck, six feet aft of Frame 64
to Frame 84 including one foot along the transverse member at Frame 78.

Note:  Lagging deterioration annotated in 1) suspected from fire station and
overhead Firemain supply valve.

Note:  Fan Coil Unit 4-80-2 in missile magazine inaccessible preventing
inspection to aft 1/3 portion of portside shell from the deck to four
feet above the deck and ½ the aft bulkhead of the space at Frame 84,
from the deck to four feet above the deck. 

Auxiliary Propulsion Unit (APU) Machinery Room 4-100-0-E
Lagging

Note:  Portside lagging deteriorated, appears to have been saturated,
bulkhead looks good below the lagging.

Note: Recommend Fire station 4-104-2 PMS be accomplished.
 
1) Clean and preserve a 48-inch by 94-inch section of bilge area portside

from Frame 100 to Frame 108 to include four square feet of forward and
after bulkhead in way of bilge area.

2) Replace deck plate 2-1/2 x 2-1/2 angle iron and flat bar as follows:
� Three linear feet from Frame 108 to three feet forward of Frame 108

portside.
� Five linear feet at Frame 108 from the shell inboard five linear feet.
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3) Replace three square feet of Frame 108 bulkhead in bilge well pocket,
specifically: Frame 108 portside from tank top longitudinal bulkhead to
L1 port and one foot up from bottom of the bilge well.

Photo 5:  APU Room Bilge area portside Frame 108, bilge pocket looking
down aft.

Photo 6: APU Room Bilge area Portside Frame 100, bilge pocket looking
forward down.

4) Clean and preserve a 48-inch by 94-inch section of bilge area starboard
side from Frame 100 to Frame 108 to include four square feet of
forward and after bulkhead in way of bilge area.

Note: Areas below the APU Electrical Power Distribution Panel No. 1 are
inaccessible but observation indicates heavy corrosion.

Photo 7: APU room bilge area starboard side Frame 108, bilge pocket
looking down.

Photo 8: APU room bilge area starboard side below No.1 APU distribution
panel looking forward.

Photo 9: APU room starboard side Frame 100 in the wireway viewing the
forward starboard bilge area located forward of No.1 and 2 APU
power panels.

Note:  APU Room portside Frame 108 Bilge Suction Rose Box requires
replacement.

5) Replace APU Room portside bilge area outboard tank bulkhead plating
from the hull to one foot above the hull from Frame 108 to two feet
forward of Frame 108 (inside the bilge pocket).

Photo 54: APU Room portside Frame 108 area UT tested, inboard side of
bilge pocket requires replacement.

Diagram 1: UT locations for APU Room aft port bilge pocket

Laundry 4-140-0-Q
Anti-sweat paint and Lagging

Moisture Meter Readings:
17 to 52%

1) Clean and preserve Longitudinal No. 2 portside from Frame 160 to three
feet forward of Frame 160.

Note: Bilges are dirty.

Laundry Storeroom 4-140-2-A

Inaccessible due to soda storage.

Storeroom 4-140-3-A
Anti-Sweat Paint

1) Clean and preserve ten square feet of bilge area from frame 140 to frame
145 (five feet by two feet).
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Cleaning Gear Locker 4-151-3-A
Anti-Sweat Paint

1) Clean and preserve 16 square feet of bilge area from Frame 151 to Frame
155 (four feet by four feet).

Chemical Warfare Storeroom 4-152-1-A

Inaccessible for inspection due to equipment storage.

CHT Pump Room 4-160-0-Q
Lagging

Moisture Meter Readings:
0 to Alarm Readings

Note:  Hole observed in forward starboard bulkhead Frame 160 (between
CHT Pump Room and Chemical Warfare Storeroom 4-152-1-A) at bilge
pocket level between tank outboard bulkhead and compartment first
Longitudinal. 

1) Remove but do not replace lagging, clean and preserve structure
starboard side shell between and including longitudinal No.1 to 4
Starboard side outboard the starboard side tank’s outboard bulkhead
and between Frame 160 to Frame 172.

2) Remove and replace lagging, clean and preserve structure starboard side
shell between and including longitudinal No. 4 to 5 starboard outboard
the starboard tank’s outboard bulkhead and from Frame 160 to Frame
180.

3) Clean and preserve web structures portside for Longitudinal No. 1 to 3
portside outboard the port tank’s outboard bulkhead and from Frame
160 to Frame180.   

4) Remove and replace lagging, clean and preserve structure portside shell
between and including longitudinal No. 3 to 4 Portside outboard the port
tank’s outboard bulkhead and from Frame 160 to Frame 180.

Photo 17: CHT Pump Room fwd starboard bilge area

Photo 18: CHT Pump Room 4-172-1 overboard discharge

Photo 19: CHT Pump Room Frame 171 portside shell, Longitudinal No. 4 to 5
from Overhead.

Photo 20: CHT Pump Room Frame 178 and Shell Interface portside,
Longitudinal No. 3 from Overhead.

Photo 21: CHT Pump Room After Port Corner

Photo 22: CHT Pump Room 4-172-1 Overboard discharge

Photo 23: CHT Pump Room 4-172-1 Overboard discharge

Photo 25: CHT Pump Room starboard shell looking aft

Diagram 2: UT locations for CHT Pump Room starboard bilge area between
Frame 160 and Frame 166.
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5) Replace shell plating from one foot forward of Frame 160 to Frame 164
from plate joint located 18 inches above the hull to tank intersection (in
bilge area) to six inches along the hull below the tank bulkhead to hull
intersection (in tank).

Photo 55: CHT Pump room starboard bilge looking outboard, ut area.

6) Replace tank plating in starboard side bilge area from hull to tank
intersection up eight inches along tank boundary from one foot forward
of Frame 160 to Frame 164.

Photo 56: CHT Pump room starboard bilge looking inboard, UT area.

Diagram 3: UT locations for CHT Pump Room Hull below overboard valve
4-172-2

Note:  CHT Pump room Starboard side inboard tank bulkhead in bilge area
between Frame 267 and Frame 272 UT readings indicate, in several
scattered points, below the minimum allowable thickness along a
section from the tank top to eight inches below the tank top along
the outboard side.  Readings taken were: 0.189 (unsat), 0.191(unsat),
0.226 (sat) and 0.230 (sat).

Fire Pump Room 4-172-1-E
Anti-Sweat Paint and lagging

Moisture Meter Readings:
0 to 23 %

Note: Tank top paint coating satisfactory.

1) Clean and preserve Fire pump foundation.

2) Clean and preserve bilge area and replace associated anti-sweat paint
starboard side from Frame 172 to Frame 180 from the turn of tank top
longitudinal up to and including the second longitudinal from the turn of
the tank top.   

Eductor Room- 5-51-0-Q
Anti-Sweat Paint

1) Clean and preserve webs on all longitudinal stiffeners.

2) Remove and replace eight feet of 1-7/8-inch x 3-inch T-beam transverse
stiffening located 24 inches forward of Frame 56 from Centerline to
Longitudinal No. 2 Port and Longitudinal No. 2 Starboard.

3) Clean and preserve shell and structure in bilge area Longitudinal No. 2
starboard to Longitudinal No. 2 Port Frame 51 to Frame 55.

4) Remove and replace existing 3-inch x 3-inch angle iron, eight linear feet.

5) Remove and replace existing 4-inch x 4-inch T beam deck plate supports,
THREE LINEAR FEET.

Note: General paint failure and surface rust in bilge area, 10% scaling.

Photo 1:  Eductor Room Bilge area Portside below deck plates
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Photo 2:  Eductor Room Bilge Area Portside below deck plates.

Photo 3:  Eductor Room Bilge Area Portside below deck plates.

Photo 4:  Eductor Room Bilge Area Starboard side below eductor.

Photo 51: Eductor Room Bilge Area aft portside Looking Outboard

Photo 52: Eductor Room Bilge Area Aft Portside Looking Forward, Deck
plate support framing thinning and deterioration.

Photo 53: Eductor Room Portside Hull Longitudinals deteriorated Looking
Outboard

Note: Stainless steel deck plates are deteriorating the steel deck supports.

6) Replace Rose box in aft port bilge section.

Auxiliary Machinery Room No. 1 5-180-0-E
Lagging and painted Structure.

Moisture Meter Readings:
0 to 60%

1) Replace two linear feet of L6P from Frame 204 to two feet forward of
Frame 204.

2) Replace four linear feet of L7P from Frame 204 to four feet forward of
Frame 204

3) Clean and preserve entire bilge area from shell to shell, Frame 180 to
Frame 212.

Note:  From Frame 204 to four feet forward of Frame 204 and Centerline to
L8P including the bottom two feet of the forward tank Bulkhead at
Frame 204 is heavily corroded due to long term seawater leakage.

Note:  Shell portside below the ballast located between Longitudinal No. 7
Port and Longitudinal No. 9 Port inclusive is suspected of requiring
replacement.  This is located between Frame 204 and the transverse
web frame at Frame 196.

4) Replace Longitudinal No. 7 and 8 Portside between the bulkhead at Frame
204 and the transverse web Frame at Frame 196 including the ballast
framing system of bolts, plating and structural members.

Note:  Top of 5-188-2-F Hydraulic Oil Supply Tank is rusted and exfoliated.
Clean and preserve seven inch by eight feet section.

Note:  There is a four feet section of centerline beam centered on, below and
inboard the FTD 4-197-2 (entrance to No. 1 SSDG) which is rusted and
exfoliated.  This paint breakdown area includes pipes.  This could be
attributed to improper initial preservation in this area. Covered in 3).

Photo 26:  AMR 1 Longitudinal No. 7 to 8 Portside Ballast area at Frame
204.

Photo 27: AMR 1 Longitudinal No. 6 to 8 Portside at Frame 204.
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Photo 28: AMR 1 Longitudinal No. 7 to 8 Portside at Frame 196 including
ballast.

Photo 29: AMR 1 Longitudinal No. 5 to 6 Portside at Frame 180 including
ballast.

Photo 30: AMR 1 Longitudinal No. 6 to 7 Portside at Frame 180 Ballast and
funnel for SSDG Jack Water Cooler.

Photo 31: AMR 1 Longitudinal No. 8 to 9 Portside, Frame 180 to 188
Ballast below 5-183-2-F

Photo 32: AMR 1 Longitudinal No. 7 to 8 Portside at Frame 204 including
filled funnel.

5) For the following areas remove fixed ballast, clean, UT areas exposed by
removals to determine repair action necessary to shell plating and
Longitudinal No. 6 to Longitudinal No. 9 Port. 
� Frame 180 to 56 inches aft of Frame 180, Portside Between

Longitudinal No. 5 to Longitudinal No. 6 Port.
� Frame 180 to 8 feet aft of Frame 180, Portside Between Longitudinal

No. 6 to Longitudinal No. 8 Port.
� Three feet aft of Frame 180 to 8 feet aft of Frame 180, Portside

Between Longitudinal No. 8 to Longitudinal No. 9 Port.

Note:  Long term leakage of the seawater drain funnel at Frame 204
indicates deteriorated sections on the fringes of the areas indicated
above.

Note:  AMR 1 UT readings at Frame 204 (fwd of) of shell plating between
Longitudinal No. 6 and Longitudinal No. 7 Port read 0.366.  This was
six inches below Longitudinal No. 7 and three inches fwd of Frame
204.  The entire area is too rough to read. Clean and UT area.

Photo 57: AMR 1 UT area Lower level Portside Fwd Frame 204 between
Longitudinal No. 6 and Longitudinal No. 7 Port.

Photo 58: AMR 1 Lower level Portside Fwd Frame 204 Between Longitudinal
No. 6 and Longitudinal No. 7 Port looking at Longitudinal No. 6
Port.

SSDG No 1 5-180-01-E
Anti-sweat paint and paint

Note:  Bilges are oil filled.

Note:  The top three starboard side longitudinals from the overhead between
Frame 180 to Frame188 have scale and rust.  

1) Clean and preserve the top three starboard side longitudinals from the
overhead between Frame 180 to Frame 188. 

Auxiliary Machinery Room No. 2 5-212-0-E
Lagging and painted structure

Moisture Meter Readings:
30 to alarm

1) Clean and Preserve Longituidinal No. 9 to 12 starboard side Frame 212
to Frame 228.
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2) Clean and preserve entire bilge area from shell to shell Frame 212 to
Frame 250. 

Note:  Bilges are generally in good condition, isolated paint failure. 

3) Remove and replace lagging, clean and preserve structure Frames 220 to
Frame 226 between and including longitudinal No. 11 and 12 starboard
side. 

4) Remove and replace lagging, clean and preserve structure Frame 212 to
Frame 228 between and including longitudinal No. 9 and 10 starboard
side.

5) Clean and Preserve Longitudinal No. 10 to 16 portside Frame 212 to
Frame 228.

6) Remove and replace lagging, clean and preserve structure Frame 212 to
Frame 220 between and including longitudinal No. 11 to 13 portside.

Note:  No observable leak but probably HPAC SW Cooling and Cond & Air
Compressor Cooling Water Overboard Discharge.

7) Remove and replace lagging, clean and preserve structure Frames 220 to
226 between and including longitudinal No. 11 to 16 portside.

Note: No observable leak but probably overboard valves (isolated incident).

8) Replace longitudinal lower level portside Longitudinal No. 8 from 50
inches aft of Frame 212 to Frame 220 (transverse beam).

Note: HP drain system requires repair (starts at inboard side of HP air
compressor upper level).

9) Clean and preserve unlagged shell plating above the bilge level Frame
220 to Frame 228, Longitudinal No. 10 to 11 Portside.

10) Clean and preserve Frame 220 transverse member portside from
Longitudinal No. 5 to 14.

11) Replace the top of Frame 220 portside transverse member from
Longitudinal No. 6 to 9.

Note:  Lightening holes are missing on portside Frame 220 transverse member
for longitudinal No. 8 and above on all longitudinals.

Note:  Cooling water overboard is the possible source of leakage, two feet
forward of Frame 220 transverse web portside.

12) Clean and preserve I-beams and horizontal and vertical deck supports
around and below the upper level portside HPAC.

13)    Clean and preserve portside HPAC foundation.

Note:  Leaking HP drain funnel aft inboard corner of AMR 2 portside HPAC
foundation.

Photo 33: AMR 2 lower level portside below HPAC, HPAC foundation

Photo 34: AMR 2 lower level portside Frame 220 Transverse Member (Top)
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Photo 35: AMR 2 lower level portside Frame 220 Transverse Member
interface with Longitudinal No. 8 Port.

Photo 36: AMR 2 HPAC forward port (aft inboard corner drain and
foundation)

Photo 37: AMR 2 Cond and Air Compressor Cooling Water Overboard
Discharge ASW-V21-3-216-2 behind HPAC upper level Frame 216.

Photo 38: AMR 2 Deterioration from Cond and Air Compressor Cooling Water
Overboard Discharge ASW-V21-3-216-2 behind HPAC upper and
lower levels

Photo 39: AMR 2 LPAC upper level starboard side forward, I-beams below
LPAC in aft outboard corner, drain funnel leaks.

Photo 40: AMR 2 area below LPAC Longitudinal No. 6 to 8 starboard
intersection with Frame 220 transverse beam.

14) Clean and preserve I-beams and horizontal and vertical deck supports
around and below the upper level starboard side LPAC.

15) Clean and preserve Frame 220 starboard side transverse beam from
Longitudinal No. 6 to 11.

16) Clean and preserve AMR 2 starboard side LPAC foundation.

Note: AMR 2 Lower Level portside between Longitudinal No. 3 and 5 and five
feet forward of SSDG SW CLG Pump Sea Chest fwd bulkhead, too
rough to receive UT signal,

Photo 59: AMR 2 Lower Level portside between Longitudinal No. 3 and 4 and
forward of SSDG SW CLG Pump Sea Chest fwd bulkhead,

 
Photo 60: AMR 2 Lower Level portside between Longitudinal No. 4 and 5 and

five feet forward and outboard of SSDG SW CLG Pump Sea Chest
fwd bulkhead,

Note: AMR 2 Lower Level starboard side between Longitudinal No. 3 and 5
and five feet forward of SSDG SW CLG Pump Sea Chest fwd bulkhead
limited corrosion but not as extensive as portside.

Photo 61: AMR 2 Lower Level starboard side between Longitudinal No. 3 and
4 and forward of SSDG SW CLG Pump Sea Chest fwd bulkhead,

 
Photo 62: AMR 2 Lower Level starboard side between Longitudinal No. 4 and

5 and five feet forward and outboard of SSDG SW CLG Pump Sea
Chest fwd bulkhead,

Note: AMR 2 lower level portside Frame 212 Longitudinal 9 below eductor
overboard MD-V24-5-212-2 readings are 0.205, 0.200, 0.214, 0.260,
0.260, and 0.206, 

17) Replace two feet section of Longitudinal No. 9 portside centered on the
location of Eductor overboard MD-V24-5-212-2.

Note: AMR 2 lower Level Portside Frame 212 Longitudinal No. 8 below
eductor overboard, UT readings 0.260 and 0.272, satisfactory.
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Note: AMR 2 Lower Level portside Frame 212 shell between Longitudinal No.
9 and 10, UT readings 0.380 (below plate joint), satisfactory.

Note: AMR 2 Lower Level portside Frame 212 Shell between Longitudinal No.
10 and 11, UT readings 0.285 (above plate joint), satisfactory.

Note: AMR 2 Lower Level Portside Frame 220, Longitudinal No. 8 web, UT
reading 0.250, Satisfactory.

Note: AMR 2 Lower Level Portside Frame 220, Longitudinal No. 9 web, UT
reading 0.240, Satisfactory

18) AMR 2 lower level Replace Longitudinal No. 8 portside from Frame 220
Transverse to three feet forward of Frame 220. Covered above.

Photo 63: AMR 2 lower level Frame 220 and Longitudinal No. 8 portside
intersection Looking aft.

SSDG No 2 5-226-1-E
Paint

Note:  Overall 40% paint failure due to oil saturation, bilges require
cleaning.

1)  Clean and preserve all shell and structure in SSDG No. 2 enclosure

Photo 41: Behind Start Air Flask forward starboard side of SSDG No. 2.

SSDG No 3 5-226-2-E
Paint

Note:  Overall 40% paint failure due to oil saturation, bilges require
cleaning.

1)  Clean and preserve all shell and structure in SSDG No. 3 enclosure.

Main Engine Room 5-250-0-E
Lagging and Paint

Moisture Meter Readings:
20 to alarm

1) Remove and replace lagging, clean and preserve structure Frame 250 to
Fwd end of Lube Oil Storage Tank 1A, Longitudinal No. 2 to 5 from
overhead Portside lower level.

Note: Possible source of leak is sea chest vent MSW-V66 (3-252-2), EM Belt
CO PMA-v5B, (3-253-2), Eductor Overboard MD-V4 (3-255-2), Eductor
COV 3-260-2 or Overboard 3-267-2.

2) Remove and replace lagging, clean and preserve structure Above portside
Lube Oil Storage Tanks 1A and 1B aft to Frame 288 from tank top to
Longitudinal No. 1 from overhead of lower level, include six inches
inboard of tank tops.

Note: Cause unknown but lagging trapped water between tank top and shell.

3) Remove and replace lagging, clean and preserve structure Frame 250 to
Fwd end of 1A Lube Oil Settling Tank, Longitudinal No. 2 to 5 from
overhead starboard side lower level.
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Note:  Possible source of leak is ASW-v7(3-264-1), 3-268-1, 3-265-1, 3-262-
3, 3-262-1, 3-255-1 and overboard lower level forward starboard
corner overhead.

4) Remove and replace lagging, clean and preserve structure Above
Starboard side Lube Oil Settling Tanks 1A and 1B aft to Frame 288 from
tank top to Longitudinal No. 1 from overhead of lower level, include six
inches inboard of tank tops.

5) Replace longitudinal stringers from 1A Lube Oil Storage Tank forward to
1st Transverse Beam (approximately 17 inches), Longitudinal No. 3 to 6
from overhead lower level portside.

Note:  Possible source of leak is Prairie Masker Air Cooler.

Photo 42:  MER lower level portside below deck plates, aft of seawater 
                 strainer for 1B GTM, showing Ballast.

Photo 43:  MER lower level portside below deck plates, aft of Seawater
Strainer for 1B GTM, showing Salt buildup and deterioration.

Photo 44:  MER Lower level portside forward 1A Lube Oil Storage Tank,
Longitudinal No. 4, 5 and 6 from overhead.

Photo 45:  MER Lower Level Portside Forward 1A lube oil storage tank,
Longitudinal No. 4, 5 and 6 from overhead and PMA aft end.

Photo 46: MER Lower Level Portside Forward 1A lube oil storage tank,
Longitudinal No. 5 from overhead and PMA aft end.

Photo 47: MER Lower Level starboard side ASW-V7-GTRB CLR OVBD
Discharge Frame 264.

Photo 48: MER Lower Level starboard side ASW-V7-GTRB CLR OVBD
Discharge Frame 264.

Photo 49: MER Lower Level Starboard side Forward Frame 263 Transverse
Frame intersection, Typical T-beam deterioration.

Photo 50: MER Lower Level Starboard Side Forward of Escape Trunk,
Outboard 1A GTM, properly preserved bilges.

Note: Bilge inspection indicates several areas of minor paint failure but
overall bilges without the ballast installed are in good
condition.

Photo 95: MER Lower Level Portside aft of Transverse Frame 259, behind
PMA cooler, deteriorated beam and soaked lagging.

Photo 74: MER lower level bilge area, starboard side, Frame 262, indicates
salt buildup.

6) MER starboard side lower level Bilge area, remove and reinstall one row
ballast From Frames 256 to Frame 270 between Longitudinal No.1 and 2
off tank 5-250-1-F.  Clean and preserve in way of ballast removal.

7) MER Portside lower level bilge area, remove and reinstall two rows of
ballast from Frames 250 to 258 between Longitudinal No. 2 and 4 off
tank 5-250-2-F. Clean and Preserve in way of ballast removal. 
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8) MER Portside lower level bilge area, remove and reinstall three rows of
ballast from Frames 258 to 264 between Tank 5-250-2-F and L3 off Tank
5-250-2-F. Clean and Preserve in way of ballast removal.

9) MER Portside lower level bilge area, remove and reinstall two rows of
ballast from Frames 264 to 270 between Longitudinal No. 1 and 3 off
tank 5-250-2-F. Clean and Preserve in way of ballast removal.

Photo 72: Good bilge preservation MER Lower Level Starboard side, fwd and
below the starboard escape trunk.

Photo 73: Good bilge preservation MER Lower Level Starboard side, fwd and
below the starboard escape trunk.

Note: MER Lower Level Port Side Fwd of 1A Lube oil Service Tank to Frame
269, between Longitudinal No. 3 and 4 from top, 0.33 and 0.34,
satisfactory.

Note: MER Lower Level Port Side Fwd of 1A Lube Oil Service Tank to Frame
269, Between Longitudinal No. 4 and 5 from top, could not obtain
reading.  After powertool and clean, conduct UT.

Auxiliary Machinery Room No. 3 5-292-0-E
Lagging and Paint

Moisture Meter Readings:
10 to alarm

1) Replace Jp-5 filter Drip Pan Upper Level Starboard Side Frame 320
approximately four feet off Centerline.

2) Clean and Preserve bilge area from Frame 292 to Frame 328 shell to
shell.

3) Clean and preserve No. 4 Fire pump foundation lower level starboard
side.

Photo 75: No. 4 fire pump foundation lower level, starboard side, forward
end of foundation, AMR 3.

4) replace waste water tank after bulkhead between Longitudinal No.1 and 2
Starboard from hull to top of tank.

5) Replace Longitudinal No. 2 Starboard from aft end of waste water tank
to one foot aft of waste water tank.

Photo 76: Waste water tank aft bulkhead between Longitudinal No. 1 and 2
Starboard including pipe collar to tank, AMR 3 Lower Level
Starboard Side.

6) Clean and Preserve Waste Water Drain Pump Foundation.

Photo 77: AMR 3, lower level starboard side, Waste water drain pump
foundation inboard side looking outboard.

Photo 78: AMR 3, lower level starboard side, Waste water tank at
Longitudinal No. 1 Starboard side aft of tank.
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Photo 79: AMR 3, lower level, starboard side, Waste water Tank at
Longitudinal No. 1 Starboard side aft of tank.

Photo 80: Deck Plate Supports starboard side Frame 292 looking forward,
replacement required. AMR3 Lower level starboard side below PKP
bottle foundation.

7) Replace deck plate support and angle irons eight feet aft of Frame 292,
two feet outboard of centerline, approximately 21-inch by 29-inch area of
plating.  AMR 3 lower level starboard side.

8) Replace sea chest for No. 4 and 5 Fire pump seawater suctions located
four feet aft of Frame 300, two feet outboard of centerline to starboard
between Longitudinal No. 1 and 2 Starboard, AMR 3 Lower Level.

9) Replace Sea Chest for SSDG SW CLG Pump located five feet aft of Frame
300 between Longitudinal No. 1 and 2 Port. AMR 3 Lower level.

Photo 81: No. 4 and 5 Fire Pump sea chest, lower level starboard side AMR
3 looking outboard.

Note:  Piping to No. 4 and 5 sea chest in AMR 3 lower level starboard side
heavily exfoliated (No. 4 and 5 fire pump seawater suction).

10) Replace the lower six feet of two 6-inch diameter stanchions located at
Frame 308 lower level AMR 3 at two feet outboard centerline to
starboard and two feet outboard centerline to port.

Photo 82: Six inch diameter stanchion located Frame 308 lower level AMR 3
at two feet outboard centerline to starboard, looking aft.

Photo 82: Six inch diameter stanchion located Frame 308 lower level AMR 3
at two feet outboard centerline to port, looking aft.  Includes
transverse member at Frame 308 and top of SSDG SW CLG Pump
Sea chest (aft inboard corner).

11) Replace in its entirety six feet each side off centerline the deep
transverse web located AMR 3 lower level Frame 308.

Photo 84: AMR 3 Lower Level, Portside forward end of SSDG SW CLG Pump
Sea Chest looking aft.

Photo 85: AMR 3 Lower Level, Portside transverse web located at Frame 308
between Longitudinal No. 2 and 3 port looking aft and down.

12) Replace shell plating in AMR 3 Lower Level Portside from six feet to
port of centerline from four feet forward of Frame 308 to two feet aft
of Frame 308, 36 square feet.

Photo 86: AMR 3 Lower Level portside Tank 3-292-0-W inboard bulkhead,
below SSDG enclosure (looking outboard). Lagging oil soaked.

Photo 87: AMR 3 Lower Level, forward side of Frame 316 portside.

13) Replace six linear feet of 10-inch by 4-inch vertical T-beam on Frame 316
at Longitudinal No. 1 port.

14) Remove and replace lagging, clean and preserve structure from hull to
bottom of No. 4 SSDG enclosure, lower level AMR 3 Portside Frame
308 to Frame 316, approximately five feet by eight feet section.
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Note: Distillate Pump Valve Controller No. 2 is extremely deteriorated,
requires replacement and is considered a shock hazard.

15) Replace the lower six inches portside Frame 316 web from the centerline
to the inboard bulkhead of tank 3-292-2-W, portside lower level AMR 3.

16) Clean and preserve the SSDG SW Circulating Pump foundation portside
lower level out board Longitudinal No. 3 port AMR 3.

Note: SSDG SW Circulating Pump strainer foundation is in early stages of
deterioration.

17) Remove and replace lagging, clean and preserve structure from Frame
316 to Frame 324 Portside from hull plating to one foot above hull
plating on inboard bulkhead of potable water tank 3-308-2-W, bulkhead
is outboard Longitudinal No. 3 port, AMR 3 Lower level.

Note: Oil drain Lower Level Portside Frame 320 is filled and clogged,
outboard Longitudinal No. 2 port.

18) Replace Frame 324 portside bulkhead lower level AMR 3 from stern
tube cover to Longitudinal No. 1 port between the hull and one foot
above the shell plating.

19) Replace Frame 326 portside structural member lower level AMR 3
between stern tube cover and Longitudinal No. 1 port from the hull and
one foot above the hull plating.

Photo 88: AMR 3 Lower level, Frame 324 aft side, portside looking forward.

Photo 89: AMR 3 Lower level, Frame 326 forward side, portside looking aft.

20) Replace deck plate structure forward of Frame 316 starboard side
lower level between Longitudinal No. 1 and 2 starboard, length six feet
long by 28 inches wide average.

21) Clean and preserve the No. 5 Fire pump foundation located forward for
Frame 316 between Longitudinal No. 2 and 4 Starboard.

Photo 90: AMR 3 lower level, starboard side looking aft at Frame 316
including deck plate structure requiring replacement.

Photo 91: AMR 3 Lower Level, outboard side No. 5 fire pump foundation
looking inboard and forward.

22) Replace Longitudinal No. 6 to 9 Portside from overhead (longitudinal
No. 1 to 4 Portside outboard tank 5-308-2-W) from aft end of diesel
enclosure to three feet aft of the diesel enclosure.

Photo 92: AMR 3 Lower Level below 3-319-2 Diesel Generator Cooling Water
Overboard looking at shell Longitudinal No. 6 port from
overhead.

Photo 93: AMR 3 Lower Level below 3-319-2 Diesel Generator Cooling Water
Overboard looking at shell Longitudinal No. 7 and 8 Portside
from overhead.
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Photo 94: AMR 3 Lower Level below 3-319-2 Diesel Generator Cooling Water
Overboard looking at shell Longitudinal No. 8 and 9 Portside
from overhead.

Photo 64: AMR 3 Lower Level starboard side aft bulkhead of waste water
tank and Longitudinal No. 1 starboard looking down and
outboard.

Photo 65: AMR 3 Lower Level starboard side waste water tank top.

Photo 66: AMR 3 Lower level port side port stanchion and transverse
member Frame 308 looking aft, top of Diesel Generator Cooling
Water suction sea chest.

Photo 67: AMR 3 lower level port side Frame 308, Longitudinal No 1
Portside and Diesel Generator Cooling Water suction sea chest.

Photo 68: AMR 3 lower level port side between Frame 308 and 316, Weld
seam outboard Longitudinal No. 3 Portside, UT area.

Photo 69: AMR 3 Lower level port side between Frame 308 and 316, tank
bulkhead lagging oil soaked. Looking outboard.

Photo 70: AMR 3 Lower Level Port side between Frame 308 and 316, tank
lagging damaged, looking outboard. 

Photo 71: AMR 3 Lower level port side Frame 316 distillate pump valve
control no 2, Longitudinal No. 1 Portside, mounted on
deteriorated beam 10-inch x 4-inch T-beam.

Note: SSDG Cooling Water Sea Chest UTs: 0.502 and 0.515 Top and 0.475
and 0.485 on inboard and aft sides.

Note: NR 4 and 5 Fire Pump Suction Sea Chest UTs: 0.490 Top and 0.460
Sides.

Diagram No. 4: AMR 3 Lower Level portside between Frames 308 and 316
outboard Longitudinal No. 3 Portside.

23) Remove the lagging from the potable water tank located at Frame 292
starboard side, clean and preserve all surfaces.

Note: The foundations and structure for the upper level has paint, failure,
rust and exfoliation but not significant enough for structural impact.

24) Replace 48 inches each side of centerline of frame 316, shell to top of
structure (upper portion of lower level) including structural stiffening.

After Steering 5-368-01-E

� After starboard side (storeroom)
Lagging

Moisture Meter Readings:
9 to 29 % 

Satisfactory

� Storeroom Fwd of 5-390-1-A in 5-348-01-E
Lagging
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Moisture Meter Readings:

Satisfactory

� Forward Starboard Side Eductor Room
Lagging

Moisture Meter Readings:
75% +

Note: Standard Paint failure in bilge.  Moisture alarm readings in all beams.
Possible hole in pipe near overhead starboard side Frame 369.
Labeled vent overflow for CHT tank and macerator sewage pump.

1) Remove and replace lagging, clean and preserve structure on outboard
shell from bilge to overhead including one foot inboard along overhead
Frame 368 to Frame 376.  Investigate for leak (see note above for
possible leak source).

2) Clean and preserve 48 square feet of bilge area from Frame 368 to Frame
376 from the shell to the inboard bulkhead of the eductor compartment
section of after steering.

� Forward Portside Fan Room
Lagging

Moisture Meter Readings:
30 to 53%

1)  Clean and preserve 48 square feet of bilge area from Frame 368 to Frame
376 from inboard bulkhead to shell.

� Aft Portside Storeroom 
Lagging

Moisture Meter Readings:
20 to 58%

1) Remove and replace lagging, clean and preserve structure from the deck
to 18 inches above the deck from Frame 376 to Frame 392.

2) Clean and preserve 48 square feet of bilge area from Frame 376 to Frame
384 inboard bulkhead to shell.

Photo 10: After Steering Eductor Room Corner below Steering Gear Room
Drain Pump.

Photo 11: After Steering Eductor Room Eductor discharge valve.

Photo 12: After Steering Eductor Room Holed vent pipe.

Photo 13: After Steering Eductor Room Salted Lagging on Shell (4th Frame
from top)

Photo 14: After Steering Eductor Room Salted Lagging on Shell (4th Frame
from top)

Photo 15: After Steering Eductor Room Salted Lagging on Shell (5th Frame
from top)
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Photo 16: After Steering Eductor Room Forward inboard bilges

1st Division Storeroom 5-376-1-A
(section within after steering)
Lagging

Moisture Meter Readings:
High Reading (not alarming) starting at forward top decreasing moving

aft and moving down bulkhead but lagging is satisfactory.

1) Clean and preserve bilges six feet by 15 feet from Frame 376 to 391 from
the inboard bulkhead to six feet inboard of that bulkhead.

After Light Locker 5-390-1-A
(section within after steering)
Lagging

Inaccessible because of equipment stowage.
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USS NICHOLAS (FFG-47)

MATERIAL CONDITION ASSESSMENT

SUBMISSIONS

FOR

SATISFACTORY COMPARTMENTS
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USS NICHOLAS (FFG-47)

MATERIAL CONDITION ASSESSMENT

APL: XCOMPARTMENT RIN: 29VOT  WORK CENTER: CS03   JSN: NA

DATE ASSESMENT COMPLETED:  11/12/01-11/21/02  

LIST PROCEDURE USED: SEMAT SHELL AND SUPPORTING 
STRUCTURE MRC 1102

OPERATON CHECKS COMPLETED: YES NO

REASON NOT COMPLETED: NOT APPLICABLE

COLD CHECKS COMPLETED: YES NO

REASON NOT COMPLETED: NOT APPLICABLE

EQUIPMENT CONDITION (CHOOSE ONE):

OPERATIONAL NON-OPERATIONAL   REDUCED        ASSESSMENT 
    CAPABILITY    NOT COMPLETED

*** JCNs FOR MAFs/2KILOs TURNED IN FOR YOUR SYSTEM***
***WILL AUTOMATICALLY BE REFERENCED IN THIS MCA***
***USE THIS SPACE FOR OTHER COMMENTS OR NOTES NOT ADDRESSED
ON A MAF/2KILO***

IN TRUNK ( 3-36-2-T) CONDUCTED UNDERWATER HULL (INTERIOR) SHELL
AND SUPPORT STRUCTURE ASSESSMENT.  CONDITION OF UNDERWATER
HULL AND STRUCTURE WAS SATISFACTORY.

TECH: CDI MARINE   SUPERVISOR: ART DAVIS          CODE:  SSPORT 221.1  

PHONE (DSN): 961-4001      COMMERCIAL:  757-396-4001 

NAME OF PERSONS TRAINED: TOTAL NUMBER OF
NONE                                     TRAINING HOURS: 0
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USS NICHOLAS (FFG-47)

MATERIAL CONDITION ASSESSMENT

APL: XCOMPARTMENT RIN: 29VOT  WORK CENTER: SS02   JSN: NA

DATE ASSESMENT COMPLETED:  11/12/01-11/21/02  

LIST PROCEDURE USED: SEMAT SHELL AND SUPPORTING 
STRUCTURE MRC 1102

OPERATON CHECKS COMPLETED: YES NO

REASON NOT COMPLETED: NOT APPLICABLE

COLD CHECKS COMPLETED: YES NO

REASON NOT COMPLETED: NOT APPLICABLE

EQUIPMENT CONDITION (CHOOSE ONE):

OPERATIONAL NON-OPERATIONAL   REDUCED        ASSESSMENT 
    CAPABILITY    NOT COMPLETED

*** JCNs FOR MAFs/2KILOs TURNED IN FOR YOUR SYSTEM***
***WILL AUTOMATICALLY BE REFERENCED IN THIS MCA***
***USE THIS SPACE FOR OTHER COMMENTS OR NOTES NOT ADDRESSED
ON A MAF/2KILO***

IN CPO STOREROOM ( 3-40-2-A) CONDUCTED UNDERWATER HULL
(INTERIOR) SHELL AND SUPPORT STRUCTURE ASSESSMENT.  CONDITION
OF UNDERWATER HULL AND STRUCTURE WAS SATISFACTORY.

TECH: CDI MARINE   SUPERVISOR: ART DAVIS          CODE:  SSPORT 221.1  

PHONE (DSN): 961-4001      COMMERCIAL:  757-396-4001 

NAME OF PERSONS TRAINED: TOTAL NUMBER OF
NONE                                     TRAINING HOURS: 0
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USS NICHOLAS (FFG-47)

MATERIAL CONDITION ASSESSMENT

APL: XCOMPARTMENT RIN: 29VOT  WORK CENTER: OC03  JSN: NA

DATE ASSESMENT COMPLETED:  11/12/01-11/21/02  

LIST PROCEDURE USED: SEMAT SHELL AND SUPPORTING 
STRUCTURE MRC 1102

OPERATON CHECKS COMPLETED: YES NO

REASON NOT COMPLETED: NOT APPLICABLE

COLD CHECKS COMPLETED: YES NO

REASON NOT COMPLETED: NOT APPLICABLE

EQUIPMENT CONDITION (CHOOSE ONE):

OPERATIONAL NON-OPERATIONAL   REDUCED        ASSESSMENT 
    CAPABILITY    NOT COMPLETED

*** JCNs FOR MAFs/2KILOs TURNED IN FOR YOUR SYSTEM***
***WILL AUTOMATICALLY BE REFERENCED IN THIS MCA***
***USE THIS SPACE FOR OTHER COMMENTS OR NOTES NOT ADDRESSED
ON A MAF/2KILO***

IN SPECIAL CLOTHING STOREROOM ( 3-46-1-A) CONDUCTED UNDERWATER
HULL (INTERIOR) SHELL AND SUPPORT STRUCTURE ASSESSMENT.
CONDITION OF UNDERWATER HULL AND STRUCTURE WAS
SATISFACTORY.

TECH: CDI MARINE   SUPERVISOR: ART DAVIS          CODE:  SSPORT 221.1  

PHONE (DSN): 961-4001      COMMERCIAL:  757-396-4001 

NAME OF PERSONS TRAINED: TOTAL NUMBER OF
NONE                                     TRAINING HOURS: 0
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USS NICHOLAS (FFG-47)

MATERIAL CONDITION ASSESSMENT

APL: XCOMPARTMENT RIN: 29VOT  WORK CENTER: MH01   JSN: NA

DATE ASSESMENT COMPLETED:  11/12/01-11/21/02  

LIST PROCEDURE USED: SEMAT SHELL AND SUPPORTING 
STRUCTURE MRC 1102

OPERATON CHECKS COMPLETED: YES NO

REASON NOT COMPLETED: NOT APPLICABLE

COLD CHECKS COMPLETED: YES NO

REASON NOT COMPLETED: NOT APPLICABLE

EQUIPMENT CONDITION (CHOOSE ONE):

OPERATIONAL NON-OPERATIONAL   REDUCED        ASSESSMENT 
    CAPABILITY    NOT COMPLETED

*** JCNs FOR MAFs/2KILOs TURNED IN FOR YOUR SYSTEM***
***WILL AUTOMATICALLY BE REFERENCED IN THIS MCA***
***USE THIS SPACE FOR OTHER COMMENTS OR NOTES NOT ADDRESSED
ON A MAF/2KILO***

IN MEDICAL STOREROOM No. 1 (3-48-2-A) CONDUCTED UNDERWATER HULL
(INTERIOR) SHELL AND SUPPORT STRUCTURE ASSESSMENT.  CONDITION
OF UNDERWATER HULL AND STRUCTURE WAS SATISFACTORY.

TECH: CDI MARINE   SUPERVISOR: ART DAVIS          CODE:  SSPORT 221.1  

PHONE (DSN): 961-4001      COMMERCIAL:  757-396-4001 

NAME OF PERSONS TRAINED: TOTAL NUMBER OF
NONE                                     TRAINING HOURS: 0
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USS NICHOLAS (FFG-47)

MATERIAL CONDITION ASSESSMENT

APL: XCOMPARTMENT RIN: 29VOT  WORK CENTER: OC03   JSN: NA

DATE ASSESMENT COMPLETED:  11/12/01-11/21/02  

LIST PROCEDURE USED: SEMAT SHELL AND SUPPORTING 
STRUCTURE MRC 1102

OPERATON CHECKS COMPLETED: YES NO

REASON NOT COMPLETED: NOT APPLICABLE

COLD CHECKS COMPLETED: YES NO

REASON NOT COMPLETED: NOT APPLICABLE

EQUIPMENT CONDITION (CHOOSE ONE):

OPERATIONAL NON-OPERATIONAL   REDUCED        ASSESSMENT 
    CAPABILITY    NOT COMPLETED

*** JCNs FOR MAFs/2KILOs TURNED IN FOR YOUR SYSTEM***
***WILL AUTOMATICALLY BE REFERENCED IN THIS MCA***
***USE THIS SPACE FOR OTHER COMMENTS OR NOTES NOT ADDRESSED
ON A MAF/2KILO***

IN DECK GEAR STOREROOM ( 3-56-0-A) CONDUCTED UNDERWATER HULL
(INTERIOR) SHELL AND SUPPORT STRUCTURE ASSESSMENT.  CONDITION
OF UNDERWATER HULL AND STRUCTURE WAS SATISFACTORY.

TECH: CDI MARINE   SUPERVISOR: ART DAVIS          CODE:  SSPORT 221.1  

PHONE (DSN): 961-4001      COMMERCIAL:  757-396-4001 

NAME OF PERSONS TRAINED: TOTAL NUMBER OF
NONE                                     TRAINING HOURS: 0
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USS NICHOLAS (FFG-47)

MATERIAL CONDITION ASSESSMENT

APL: XCOMPARTMENT RIN: 29VOT  WORK CENTER: EM03   JSN: NA

DATE ASSESMENT COMPLETED:  11/12/01-11/21/02  

LIST PROCEDURE USED: SEMAT SHELL AND SUPPORTING 
STRUCTURE MRC 1102

OPERATON CHECKS COMPLETED: YES NO

REASON NOT COMPLETED: NOT APPLICABLE

COLD CHECKS COMPLETED: YES NO

REASON NOT COMPLETED: NOT APPLICABLE

EQUIPMENT CONDITION (CHOOSE ONE):

OPERATIONAL NON-OPERATIONAL   REDUCED        ASSESSMENT 
    CAPABILITY    NOT COMPLETED

*** JCNs FOR MAFs/2KILOs TURNED IN FOR YOUR SYSTEM***
***WILL AUTOMATICALLY BE REFERENCED IN THIS MCA***
***USE THIS SPACE FOR OTHER COMMENTS OR NOTES NOT ADDRESSED
ON A MAF/2KILO***

IN FORWARD 400 HZ ( 3-92-1-Q) CONDUCTED UNDERWATER HULL
(INTERIOR) SHELL AND SUPPORT STRUCTURE ASSESSMENT.  CONDITION
OF UNDERWATER HULL AND STRUCTURE WAS SATISFACTORY.

TECH: CDI MARINE   SUPERVISOR: ART DAVIS          CODE:  SSPORT 221.1  

PHONE (DSN): 961-4001      COMMERCIAL:  757-396-4001 

NAME OF PERSONS TRAINED: TOTAL NUMBER OF
NONE                                     TRAINING HOURS: 0
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USS NICHOLAS (FFG-47)

MATERIAL CONDITION ASSESSMENT

APL: XCOMPARTMENT RIN: 29VOT  WORK CENTER: CS08   JSN: NA

DATE ASSESMENT COMPLETED:  11/12/01-11/21/02  

LIST PROCEDURE USED: SEMAT SHELL AND SUPPORTING 
STRUCTURE MRC 1102

OPERATON CHECKS COMPLETED: YES NO

REASON NOT COMPLETED: NOT APPLICABLE

COLD CHECKS COMPLETED: YES NO

REASON NOT COMPLETED: NOT APPLICABLE

EQUIPMENT CONDITION (CHOOSE ONE):

OPERATIONAL NON-OPERATIONAL   REDUCED        ASSESSMENT 
    CAPABILITY    NOT COMPLETED

*** JCNs FOR MAFs/2KILOs TURNED IN FOR YOUR SYSTEM***
***WILL AUTOMATICALLY BE REFERENCED IN THIS MCA***
***USE THIS SPACE FOR OTHER COMMENTS OR NOTES NOT ADDRESSED
ON A MAF/2KILO***

IN CREW BERTHING (3-100-0-L) CONDUCTED UNDERWATER HULL
(INTERIOR) SHELL AND SUPPORT STRUCTURE ASSESSMENT.  CONDITION
OF UNDERWATER HULL AND STRUCTURE WAS SATISFACTORY.

TECH: CDI MARINE   SUPERVISOR: ART DAVIS          CODE:  SSPORT 221.1  

PHONE (DSN): 961-4001      COMMERCIAL:  757-396-4001 

NAME OF PERSONS TRAINED: TOTAL NUMBER OF
NONE                                     TRAINING HOURS: 0
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USS NICHOLAS (FFG-47)

MATERIAL CONDITION ASSESSMENT

APL: XCOMPARTMENT RIN: 29VOT  WORK CENTER: NX01   JSN: NA

DATE ASSESMENT COMPLETED:  11/12/01-11/21/02  

LIST PROCEDURE USED: SEMAT SHELL AND SUPPORTING 
STRUCTURE MRC 1102

OPERATON CHECKS COMPLETED: YES NO

REASON NOT COMPLETED: NOT APPLICABLE

COLD CHECKS COMPLETED: YES NO

REASON NOT COMPLETED: NOT APPLICABLE

EQUIPMENT CONDITION (CHOOSE ONE):

OPERATIONAL NON-OPERATIONAL   REDUCED        ASSESSMENT 
    CAPABILITY    NOT COMPLETED

*** JCNs FOR MAFs/2KILOs TURNED IN FOR YOUR SYSTEM***
***WILL AUTOMATICALLY BE REFERENCED IN THIS MCA***
***USE THIS SPACE FOR OTHER COMMENTS OR NOTES NOT ADDRESSED
ON A MAF/2KILO***

IN RCN LOUNGE ( 3-140-2-L) CONDUCTED UNDERWATER HULL (INTERIOR)
SHELL AND SUPPORT STRUCTURE ASSESSMENT.  CONDITION OF
UNDERWATER HULL AND STRUCTURE WAS SATISFACTORY.

TECH: CDI MARINE   SUPERVISOR: ART DAVIS          CODE:  SSPORT 221.1  

PHONE (DSN): 961-4001      COMMERCIAL:  757-396-4001 

NAME OF PERSONS TRAINED: TOTAL NUMBER OF
NONE                                     TRAINING HOURS: 0
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USS NICHOLAS (FFG-47)

MATERIAL CONDITION ASSESSMENT

APL: XCOMPARTMENT RIN: 29VOT  WORK CENTER: EM03   JSN: NA

DATE ASSESMENT COMPLETED:  11/12/01-11/21/02  

LIST PROCEDURE USED: SEMAT SHELL AND SUPPORTING 
STRUCTURE MRC 1102

OPERATON CHECKS COMPLETED: YES NO

REASON NOT COMPLETED: NOT APPLICABLE

COLD CHECKS COMPLETED: YES NO

REASON NOT COMPLETED: NOT APPLICABLE

EQUIPMENT CONDITION (CHOOSE ONE):

OPERATIONAL NON-OPERATIONAL   REDUCED        ASSESSMENT 
    CAPABILITY    NOT COMPLETED

*** JCNs FOR MAFs/2KILOs TURNED IN FOR YOUR SYSTEM***
***WILL AUTOMATICALLY BE REFERENCED IN THIS MCA***
***USE THIS SPACE FOR OTHER COMMENTS OR NOTES NOT ADDRESSED
ON A MAF/2KILO***

IN SWITCHGEAR ROOM ( 3-180-2-C) CONDUCTED UNDERWATER HULL
(INTERIOR) SHELL AND SUPPORT STRUCTURE ASSESSMENT.  CONDITION
OF UNDERWATER HULL AND STRUCTURE WAS SATISFACTORY.

TECH: CDI MARINE   SUPERVISOR: ART DAVIS          CODE:  SSPORT 221.1  

PHONE (DSN): 961-4001      COMMERCIAL:  757-396-4001 

NAME OF PERSONS TRAINED: TOTAL NUMBER OF
NONE                                     TRAINING HOURS: 0
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USS NICHOLAS (FFG-47)

MATERIAL CONDITION ASSESSMENT

APL: XCOMPARTMENT RIN: 29VOT  WORK CENTER: SS03   JSN: NA

DATE ASSESMENT COMPLETED:  11/12/01-11/21/02  

LIST PROCEDURE USED: SEMAT SHELL AND SUPPORTING 
STRUCTURE MRC 1102

OPERATON CHECKS COMPLETED: YES NO

REASON NOT COMPLETED: NOT APPLICABLE

COLD CHECKS COMPLETED: YES NO

REASON NOT COMPLETED: NOT APPLICABLE

EQUIPMENT CONDITION (CHOOSE ONE):

OPERATIONAL NON-OPERATIONAL   REDUCED        ASSESSMENT 
    CAPABILITY    NOT COMPLETED

*** JCNs FOR MAFs/2KILOs TURNED IN FOR YOUR SYSTEM***
***WILL AUTOMATICALLY BE REFERENCED IN THIS MCA***
***USE THIS SPACE FOR OTHER COMMENTS OR NOTES NOT ADDRESSED
ON A MAF/2KILO***

IN DRY PROVISION STOREROOM ( 3-180-5-A) CONDUCTED UNDERWATER
HULL (INTERIOR) SHELL AND SUPPORT STRUCTURE ASSESSMENT.
CONDITION OF UNDERWATER HULL AND STRUCTURE WAS
SATISFACTORY.

TECH: CDI MARINE   SUPERVISOR: ART DAVIS          CODE:  SSPORT 221.1  

PHONE (DSN): 961-4001      COMMERCIAL:  757-396-4001 

NAME OF PERSONS TRAINED: TOTAL NUMBER OF
NONE                                     TRAINING HOURS: 0
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USS NICHOLAS (FFG-47)

MATERIAL CONDITION ASSESSMENT

APL: XCOMPARTMENT RIN: 29VOT  WORK CENTER: CS02   JSN: NA

DATE ASSESMENT COMPLETED:  11/12/01-11/21/02  

LIST PROCEDURE USED: SEMAT SHELL AND SUPPORTING 
STRUCTURE MRC 1102

OPERATON CHECKS COMPLETED: YES NO

REASON NOT COMPLETED: NOT APPLICABLE

COLD CHECKS COMPLETED: YES NO

REASON NOT COMPLETED: NOT APPLICABLE

EQUIPMENT CONDITION (CHOOSE ONE):

OPERATIONAL NON-OPERATIONAL   REDUCED        ASSESSMENT 
    CAPABILITY    NOT COMPLETED

*** JCNs FOR MAFs/2KILOs TURNED IN FOR YOUR SYSTEM***
***WILL AUTOMATICALLY BE REFERENCED IN THIS MCA***
***USE THIS SPACE FOR OTHER COMMENTS OR NOTES NOT ADDRESSED
ON A MAF/2KILO***

IN PASSAGEWAY ( 4-48-2-L) CONDUCTED UNDERWATER HULL (INTERIOR)
SHELL AND SUPPORT STRUCTURE ASSESSMENT.  CONDITION OF
UNDERWATER HULL AND STRUCTURE WAS SATISFACTORY.

TECH: CDI MARINE   SUPERVISOR: ART DAVIS          CODE:  SSPORT 221.1  

PHONE (DSN): 961-4001      COMMERCIAL:  757-396-4001 

NAME OF PERSONS TRAINED: TOTAL NUMBER OF
NONE                                     TRAINING HOURS: 0
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USS NICHOLAS (FFG-47)

MATERIAL CONDITION ASSESSMENT

APL: XCOMPARTMENT RIN: 29VOT  WORK CENTER: CS06   JSN: NA

DATE ASSESMENT COMPLETED:  11/12/01-11/21/02  

LIST PROCEDURE USED: SEMAT SHELL AND SUPPORTING 
STRUCTURE MRC 1102

OPERATON CHECKS COMPLETED: YES NO

REASON NOT COMPLETED: NOT APPLICABLE

COLD CHECKS COMPLETED: YES NO

REASON NOT COMPLETED: NOT APPLICABLE

EQUIPMENT CONDITION (CHOOSE ONE):

OPERATIONAL NON-OPERATIONAL   REDUCED        ASSESSMENT 
    CAPABILITY    NOT COMPLETED

*** JCNs FOR MAFs/2KILOs TURNED IN FOR YOUR SYSTEM***
***WILL AUTOMATICALLY BE REFERENCED IN THIS MCA***
***USE THIS SPACE FOR OTHER COMMENTS OR NOTES NOT ADDRESSED
ON A MAF/2KILO***

IN SMALL ARMS MAGAZINE ( 4-56-0-M) CONDUCTED UNDERWATER HULL
(INTERIOR) SHELL AND SUPPORT STRUCTURE ASSESSMENT.  CONDITION
OF UNDERWATER HULL AND STRUCTURE WAS SATISFACTORY.

TECH: CDI MARINE   SUPERVISOR: ART DAVIS          CODE:  SSPORT 221.1  

PHONE (DSN): 961-4001      COMMERCIAL:  757-396-4001 

NAME OF PERSONS TRAINED: TOTAL NUMBER OF
NONE                                     TRAINING HOURS: 0
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USS NICHOLAS (FFG-47)

MATERIAL CONDITION ASSESSMENT

APL: XCOMPARTMENT RIN: 29VOT  WORK CENTER: EM03   JSN: NA

DATE ASSESMENT COMPLETED:  11/12/01-11/21/02  

LIST PROCEDURE USED: SEMAT SHELL AND SUPPORTING 
STRUCTURE MRC 1102

OPERATON CHECKS COMPLETED: YES NO

REASON NOT COMPLETED: NOT APPLICABLE

COLD CHECKS COMPLETED: YES NO

REASON NOT COMPLETED: NOT APPLICABLE

EQUIPMENT CONDITION (CHOOSE ONE):

OPERATIONAL NON-OPERATIONAL   REDUCED        ASSESSMENT 
    CAPABILITY    NOT COMPLETED

*** JCNs FOR MAFs/2KILOs TURNED IN FOR YOUR SYSTEM***
***WILL AUTOMATICALLY BE REFERENCED IN THIS MCA***
***USE THIS SPACE FOR OTHER COMMENTS OR NOTES NOT ADDRESSED
ON A MAF/2KILO***

IN FORWARD LIGHT LOCKER ( 4-56-2-A) CONDUCTED UNDERWATER HULL
(INTERIOR) SHELL AND SUPPORT STRUCTURE ASSESSMENT.  CONDITION
OF UNDERWATER HULL AND STRUCTURE WAS SATISFACTORY.

TECH: CDI MARINE   SUPERVISOR: ART DAVIS          CODE:  SSPORT 221.1  

PHONE (DSN): 961-4001      COMMERCIAL:  757-396-4001 

NAME OF PERSONS TRAINED: TOTAL NUMBER OF
NONE                                     TRAINING HOURS: 0



200

COMPACT DIGITAL DISK
INSTRUCTIONS AND FILE LISTING

ALL FILES USED IN THIS REPORT DOCUMENT ARE PROVIDED ON THE ENCLOSED
COMPACT DIGITAL DISK.  ALL FILES ARE IN THEIR ORIGINAL FORMAT AND IMPORTED
INTO MICROSOFT WORD FOR EASE OF HANDLING.  

FILES ON THE COMPACT DIGITAL DISK ARE HYPERLINKED FROM THE COVER
PAGE THROUGH THE ENTIRE REPORT.  TO ACTIVATE, OPEN THE COVER PAGE (FFG-47
HULL SURVEY COVER SHEET), VIEW THE PAGE AND THEN WHEN READY TO MOVE ON,
CLICK ON THE HYPERLINK BELOW THE WORD “NEXT” AT THE LOWER RIGHT-HAND
CORNER.    THIS WILL MOVE YOU TO THE NEXT PAGE.  AT THE END OF THAT SECTION
WILL BE THE WORD “NEXT” AT THE LOWER RIGHT-HAND CORNER AND THE NEXT
HYPERLINK.  THIS PROCESS IS REPEATED THROUGHOUT THE DOCUMENTS.

DISK DOCUMENT LISTING:

FFG-47 HULL SURVEY COVER SHEET (CAN BE USED TO INITIATE THE HYPERLINK
PROCESS).

FOLDERS:
DOCUMENTS

COMPARTMENT MATRIX
HULL SURVEY NOTES
PHOTOGRAPH LOG
SUMMARY
TABLE OF CONTENTS
LABELS FOR REPORT SECTIONS
MCA SATISFACTORY COMPARTMENTS (INDIVIDUAL FORMS)
� USS NICHOLAS MCA SATISFACTORY FORM (TEMPLATE)
TABLE OF INSPECTION AREAS (EXCEL SPREADSHEET OF FOLLOWING

INDIVIDUAL ITEMS)
� SATISFACTORY AREAS 
� UNASSESSABLE AREAS
� UNSATISFACTORY COMPARTMENTS

USS NICHOLAS SHELL SURVEY-CD LABEL
MAF (MATERIAL ASSESSMENT FORMS)

3-100-1   3-154-1   3-32-1    4-100-0   4-151-3   4-32-0   5-180-0   5-292-0
3-113-0   3-156-2   3-328-0  4-140-0   4-160-0   4-48-1   5-212-0   5-368-01
3-140-1   3-292-2   3-84-0    4-140-3   4-172-1   4-64-0   5-250-0   5-51-0

PHOTO SLIDE SHOWS (POWERPOINT SLIDE SHOW OF PHOTOS)
AMR 1 AND 2 ANCILIARY SPACES
MER AND AMR 3

PHOTOGRAPHS (DIGITAL PHOTOS INPORTED INTO MICROSOFT WORD )
STRUCTURAL DRAWINGS
� AUTOCAD 2000I AND WMF FORMATS OF SHELL, BULKHEAD DRAWINGS.

AMR 1 AMR 2 AMR 3
APU MACH ROOM CHT PUMP ROOM EDUCTOR ROOM
MER

� MICROSOFT WORD DOCUMENT WITH IMPORTED DRAWINGS.
AMR 1 AMR 2 AMR 3
APU MACH ROOM CHT PUMP ROOM EDUCTOR ROOM
MER
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	BY REMOVALS. PRIME AND PRESERVE SHELL EXPOSED BY 
	OF ADJOINING DECK AND BHD. INSTALL NEW INSULATION IN PLACE OF THAT REMOVED. PAINT
	
	
	
	SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI


	CSMP SUMMARY
	CSMP SUMMARY A/C MACHRY ROOM (3-84-0-E) SHELL INSULATION SATURATED.
	TEST # MRC 1102/1
	ROOT CAUSE/AMPLIFICATIONH1
	STEP   #       1.e
	SYSTEM LEVEL IMPACT
	QTY
	NSN
	COST
	
	
	
	
	
	FIRST CONTACTHERBERT






	RATE
	
	
	
	
	
	RATEDCC






	SECOND CONTACT
	SECOND CONTACT  WELLS
	RATE
	
	
	
	
	
	RATELT






	ON BOARD
	ON BOARD   YES       NO
	ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI
	TD
	TL
	LOGISTICIAN
	TSP


	MATERIAL ASSESSMENT FORM
	
	
	EQUIPMENT STATUS
	PROBLEM STATUS
	CATEGORY
	EOC

	TYPE AVAILABILITY
	WHEN TO BE ACCOMPLISHED
	STATUS
	CAUSE
	DEFERRAL REASON

	MAN HRS EXPENDED
	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF A/C MACHRY ROOM (3-84-0-E),
	ON THE TRANSV BHD AT FR 100, THE LOWER 4’ OF BHD 
	THE BHD CORRODED FROM CENTERLINE TO THE PORTSIDE SHELL. THE NO. 1 A/C UNIT MUST BE
	REMOVED TO ACCESS THIS AREA.
	RECOMMENDED REPAIRS


	REMOVE APPROX. 80 SF OF SATURATED BHD INSULATION. REMOVE CORROSION EXPOSED
	BY REMOVALS. PRIME AND PRESERVE BHD EXPOSED BY IN
	OF ADJOINING DECK AND BHD. INSTALL NEW INSULATION IN PLACE OF THAT REMOVED. PAINT
	
	
	
	SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI


	CSMP SUMMARY
	CSMP SUMMARY A/C MACHRY ROOM (3-84-0-E) BHD INSULATION SATURATED.
	TEST # MRC 1102/1
	ROOT CAUSE/AMPLIFICATIONH1
	STEP   #       1.e
	SYSTEM LEVEL IMPACT
	QTY
	NSN
	COST
	
	
	
	
	
	FIRST CONTACTHERBERT






	RATE
	
	
	
	
	
	RATEDCC






	SECOND CONTACT
	SECOND CONTACT  WELLS
	RATE
	
	
	
	
	
	RATELT






	ON BOARD
	ON BOARD   YES       NO
	ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI
	TD
	TL
	LOGISTICIAN
	TSP


	MATERIAL ASSESSMENT FORM
	
	
	EQUIPMENT STATUS
	PROBLEM STATUS
	CATEGORY
	EOC

	TYPE AVAILABILITY
	WHEN TO BE ACCOMPLISHED
	STATUS
	CAUSE
	DEFERRAL REASON

	MAN HRS EXPENDED
	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF A/C MACHRY ROOM (3-84-0-E),
	THE  EDUCTOR SUMP DECK AND COAMING LOCATED AT FR 100, CENTERLINE,  WAS HEAVILY
	CORRODED.
	RECOMMENDED REPAIRS


	REMOVE CORROSION.  PRIME AND PRESERVE APPROXIMATELY 5 SF OF DECK, INCLUDING BOTH
	SIDES OF THE COAMING AROUND THE SUMP.
	
	
	
	SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI


	CSMP SUMMARY
	CSMP SUMMARY A/C MACHRY ROOM (3-84-0-E) EDUCTOR SUMP CORRODED.
	TEST # MRC 1102/1
	ROOT CAUSE/AMPLIFICATIONH1
	STEP   #       1.e
	SYSTEM LEVEL IMPACT
	QTY
	NSN
	COST
	
	
	
	
	
	FIRST CONTACTHERBERT






	RATE
	
	
	
	
	
	RATEDCC






	SECOND CONTACT
	SECOND CONTACT  WELLS
	RATE
	
	
	
	
	
	RATELT






	ON BOARD
	ON BOARD   YES       NO
	ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI
	TD
	TL
	LOGISTICIAN
	TSP



	P26 MAF31001.pdf
	MATERIAL ASSESSMENT FORM
	
	
	EQUIPMENT STATUS
	PROBLEM STATUS
	CATEGORY
	EOC

	TYPE AVAILABILITY
	WHEN TO BE ACCOMPLISHED
	STATUS
	CAUSE
	DEFERRAL REASON

	MAN HRS EXPENDED
	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF BERTHING COMPT.  (3-100-1-L),
	THE TRANSV JOINER BHD AT FR 113, BETWEEN 3-100-1-L AND 3-113-0-L IS DETERIORATED AND
	HOLED ABOUT 6” ABOVE THE DECK FROM THE STBD SHELL
	ROOT CAUSE IS WATER SEEPAGE BETWEEN THE DECKING AND THE BHD IN 3-113-1-L.
	RECOMMENDED REPAIRS


	REMOVE AND REPLACE APPROX. 15 SF OF JOINER BHD IN AREA INDICATED ABOVE.
	REMOVE AND REPLACE ADJACENT DECKING IN WAY OF BHD REPAIRS. SEAL, PRIME AND PRESERVE
	
	
	
	SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI


	CSMP SUMMARY
	CSMP SUMMARY BERTHING COMPT (3-100-1-L) BHD DETERIORATED
	TEST # MRC 1102/1
	ROOT CAUSE/AMPLIFICATIONH1
	STEP   #       1.e
	SYSTEM LEVEL IMPACT
	QTY
	NSN
	COST
	
	
	
	
	
	FIRST CONTACTHERBERT






	RATE
	
	
	
	
	
	RATEDCC






	SECOND CONTACT
	SECOND CONTACT  WELLS
	RATE
	
	
	
	
	
	RATELT






	ON BOARD
	ON BOARD   YES       NO
	ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI
	TD
	TL
	LOGISTICIAN
	TSP



	P27 MAF31130.pdf
	MATERIAL ASSESSMENT FORM
	
	
	EQUIPMENT STATUS
	PROBLEM STATUS
	CATEGORY
	EOC

	TYPE AVAILABILITY
	WHEN TO BE ACCOMPLISHED
	STATUS
	CAUSE
	DEFERRAL REASON

	MAN HRS EXPENDED
	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF CREWS WSHRM (3-113-0-L),
	THE SHELL INSULATION WAS FOUND SATURATED AND THE SHELL AND STIFFENERS FROM THE
	DECK UP 12”, FROM FR 113 TO 125, STBD SIDE, WERE 
	RECOMMENDED REPAIRS


	REMOVE SANITARY SHEATHING. REMOVE APPROX. 20SF OF SATURATED SHELL INSULATION.
	REMOVE CORROSION EXPOSED BY REMOVALS. PRIME AND PRESERVE SHELL EXPOSED BY
	
	
	
	SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI


	CSMP SUMMARY
	CSMP SUMMARY CREW WSHRM (3-113-0-L) SHELL INSULATION SATURATED.
	TEST # MRC 1102/1
	ROOT CAUSE/AMPLIFICATIONH1
	STEP   #       1.e
	SYSTEM LEVEL IMPACT
	QTY
	NSN
	COST
	
	
	
	
	
	FIRST CONTACTHERBERT






	RATE
	
	
	
	
	
	RATEDCC






	SECOND CONTACT
	SECOND CONTACT  WELLS
	RATE
	
	
	
	
	
	RATELT






	ON BOARD
	ON BOARD   YES       NO
	ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI
	TD
	TL
	LOGISTICIAN
	TSP



	P28-29 MAF31401.pdf
	MATERIAL ASSESSMENT FORM
	
	
	EQUIPMENT STATUS
	PROBLEM STATUS
	CATEGORY
	EOC

	TYPE AVAILABILITY
	WHEN TO BE ACCOMPLISHED
	STATUS
	CAUSE
	DEFERRAL REASON

	MAN HRS EXPENDED
	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF CLEANING GEAR LOCKER (3-140-1-A),
	THE SHELL INSULATION WAS FOUND SATURATED AND THE SHELL AND STIFFENERS FROM THE
	DECK UP 48”,FROM FR 140 TO 148, STBD SIDE, WERE C
	ADJACENT AREAS ON THE FWD AND AFT BHDS IS ALSO SATURATED.
	RECOMMENDED REPAIRS


	REMOVE APPROX. 40 SF OF SATURATED SHELL AND BHD INSULATION.
	REMOVE CORROSION EXPOSED BY REMOVALS. PRIME AND PRESERVE SHELL EXPOSED BY
	
	
	
	SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI


	CSMP SUMMARY
	CSMP SUMMARY CLEANING GEAR LKR (3-140-1-A) SHELL INSULATION SATURATED.
	TEST # MRC 1102/1
	ROOT CAUSE/AMPLIFICATIONH1
	STEP   #       1.e
	SYSTEM LEVEL IMPACT
	QTY
	NSN
	COST
	
	
	
	
	
	FIRST CONTACTHERBERT






	RATE
	
	
	
	
	
	RATEDCC






	SECOND CONTACT
	SECOND CONTACT  WELLS
	RATE
	
	
	
	
	
	RATELT






	ON BOARD
	ON BOARD   YES       NO
	ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI
	TD
	TL
	LOGISTICIAN
	TSP


	MATERIAL ASSESSMENT FORM
	
	
	EQUIPMENT STATUS
	PROBLEM STATUS
	CATEGORY
	EOC

	TYPE AVAILABILITY
	WHEN TO BE ACCOMPLISHED
	STATUS
	CAUSE
	DEFERRAL REASON

	MAN HRS EXPENDED
	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF CLEANING GEAR LOCKER (3-140-1-A),
	THE TERAZZO DECK COVERING IS CRACKED, ALLOWING MOISTURE TO PENETRATE TO SHELL AND
	DECK.
	HEAVY CORROSION IS VISIBLE AROUND DECKING.
	RECOMMENDED REPAIRS


	REMOVE APPROX. 32 SF OF DETERIORATED TERRAZZO DECK COVERING.
	REMOVE CORROSION EXPOSED BY REMOVALS. PRIME AND PRESERVE SHELL AND DECK EXPOSED
	
	
	
	SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI


	CSMP SUMMARY
	CSMP SUMMARY CLEANING GEAR LKR (3-140-1-A) DECK COVERING DETERIORATED.
	TEST # MRC 1102/1
	ROOT CAUSE/AMPLIFICATIONH1
	STEP   #       1.a
	SYSTEM LEVEL IMPACT
	QTY
	NSN
	COST
	
	
	
	
	
	FIRST CONTACTHERBERT






	RATE
	
	
	
	
	
	RATEDCC






	SECOND CONTACT
	SECOND CONTACT  WELLS
	RATE
	
	
	
	
	
	RATELT






	ON BOARD
	ON BOARD   YES       NO
	ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI
	TD
	TL
	LOGISTICIAN
	TSP



	P030 MAF31541.pdf
	MATERIAL ASSESSMENT FORM
	
	
	EQUIPMENT STATUS
	PROBLEM STATUS
	CATEGORY
	EOC

	TYPE AVAILABILITY
	WHEN TO BE ACCOMPLISHED
	STATUS
	CAUSE
	DEFERRAL REASON

	MAN HRS EXPENDED
	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF PIPING SPACE (3-154-1-Q),
	THE SHELL INSULATION WAS FOUND SATURATED AND THE SHELL AND STIFFENERS FROM THE
	DECK UP 72”, FROM FR 159 TO 164, STBD SIDE, WERE 
	RECOMMENDED REPAIRS


	REMOVE APPROX. 30 SF OF SATURATED SHELL INSULATION.
	REMOVE CORROSION EXPOSED BY REMOVALS. PRIME AND PRESERVE SHELL EXPOSED BY
	
	
	
	SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI


	CSMP SUMMARY
	CSMP SUMMARY PIPING SPACE (3-154-1-Q) SHELL INSULATION SATURATED.
	TEST # MRC 1102/1
	ROOT CAUSE/AMPLIFICATIONH1
	STEP   #       1.e
	SYSTEM LEVEL IMPACT
	QTY
	NSN
	COST
	
	
	
	
	
	FIRST CONTACTHERBERT






	RATE
	
	
	
	
	
	RATEDCC






	SECOND CONTACT
	SECOND CONTACT  WELLS
	RATE
	
	
	
	
	
	RATELT






	ON BOARD
	ON BOARD   YES       NO
	ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI
	TD
	TL
	LOGISTICIAN
	TSP



	P031 MAF31562.pdf
	MATERIAL ASSESSMENT FORM
	
	
	EQUIPMENT STATUS
	PROBLEM STATUS
	CATEGORY
	EOC

	TYPE AVAILABILITY
	WHEN TO BE ACCOMPLISHED
	STATUS
	CAUSE
	DEFERRAL REASON

	MAN HRS EXPENDED
	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF PIPING SPACE (3-156-2-Q),
	THE FOAM SHELL INSULATION WAS FOUND SATURATED AND THE SHELL FROM THE
	DECK UP 4”, FROM FR 158 TO 162, PORT SIDE, WAS CO
	RECOMMENDED REPAIRS


	REMOVE APPROX. 2 SF OF SATURATED SHELL INSULATION.
	REMOVE CORROSION EXPOSED BY REMOVALS, INCLUDING 3�
	
	
	
	SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI


	CSMP SUMMARY
	CSMP SUMMARY PIPING SPACE (3-156-2-Q) SHELL INSULATION SATURATED.
	TEST # MRC 1102/1
	ROOT CAUSE/AMPLIFICATIONH1
	STEP   #       1.e
	SYSTEM LEVEL IMPACT
	QTY
	NSN
	COST
	
	
	
	
	
	FIRST CONTACTHERBERT






	RATE
	
	
	
	
	
	RATEDCC






	SECOND CONTACT
	SECOND CONTACT  WELLS
	RATE
	
	
	
	
	
	RATELT






	ON BOARD
	ON BOARD   YES       NO
	ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI
	TD
	TL
	LOGISTICIAN
	TSP



	P032 MAF32922.pdf
	MATERIAL ASSESSMENT FORM
	
	
	EQUIPMENT STATUS
	PROBLEM STATUS
	CATEGORY
	EOC

	TYPE AVAILABILITY
	WHEN TO BE ACCOMPLISHED
	STATUS
	CAUSE
	DEFERRAL REASON

	MAN HRS EXPENDED
	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT  INSPECTION OF NO. 4 DIESEL ENCLOSURE (3-292-2-E), THERE IS
	GENERAL PAINT FAILURE ON THE SHELL AND  BILGE AREAS, INCLUDING THE FWD AND AFT BHDS IN
	WAY OF THE BILGE AREAS AND STRUCTURE ATTACHED TO THE SHELL. THE AFFECTED AREA
	IS FROM THE TANKTOP TO THE OVHD, FROM FR 292 TO FR 318
	RECOMMENDED REPAIRS


	ACCOMPLISH AN ACID AND POWER TOOL CLEANING OF THE BILGE AREAS. PRIME AND PRESERVE
	SHELL,STRUCTURE AND TANK BHDS, INCLUDING THE AREAS OF THE FWD AND AFT TRANSV BHDS IN
	WAY OF THE BILGES.  AREA IS APPROXIMATELY 1250 SF.
	
	
	
	SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI


	CSMP SUMMARY
	CSMP SUMMARYSSDG NO. 4 ENCL.  (3-292-2-E) BILGE AREAS CORRODED.
	TEST # MRC 1102/1
	ROOT CAUSE/AMPLIFICATIONH1
	STEP   #       1.f
	SYSTEM LEVEL IMPACT
	QTY
	NSN
	COST
	
	
	
	
	
	FIRST CONTACTHERBERT






	RATE
	
	
	
	
	
	RATEDCC






	SECOND CONTACT
	SECOND CONTACT  WELLS
	RATE
	
	
	
	
	
	RATELT






	ON BOARD
	ON BOARD   YES       NO
	ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI
	TD
	TL
	LOGISTICIAN
	TSP



	P033 MAF33280.pdf
	MATERIAL ASSESSMENT FORM
	
	
	EQUIPMENT STATUS
	PROBLEM STATUS
	CATEGORY
	EOC

	TYPE AVAILABILITY
	WHEN TO BE ACCOMPLISHED
	STATUS
	CAUSE
	DEFERRAL REASON

	MAN HRS EXPENDED
	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF COMB SUPPLY DEPT STRM (3-328-0-A),
	THE BILGE AREA BETWEEN THE TANK BHD AND THE SHELL, PORT AND STBD SIDE, FR 328 TO 331,
	INCLUDING THE TRANSVERSE BHD AT THE FWD END WAS FOUND CORRODED.
	RECOMMENDED REPAIRS


	REMOVE CORROSION FROM SURFACES INDICATED ABOVE.
	PRIME AND PRESERVE 40 SF OF TERRA COTTA BILGE AREA, INCLUDING 3 SF OF THE FWD BHD IN
	
	
	
	SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI


	CSMP SUMMARY
	CSMP SUMMARYCOMB SUPPLY DEPT STRM (3-328-0-A) BILGE AREAS CORRODED.
	TEST # MRC 1102/1
	ROOT CAUSE/AMPLIFICATIONH1
	STEP   #       1.a
	SYSTEM LEVEL IMPACT
	QTY
	NSN
	COST
	
	
	
	
	
	FIRST CONTACTHERBERT






	RATE
	
	
	
	
	
	RATEDCC






	SECOND CONTACT
	SECOND CONTACT  WELLS
	RATE
	
	
	
	
	
	RATELT






	ON BOARD
	ON BOARD   YES       NO
	ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI
	TD
	TL
	LOGISTICIAN
	TSP



	P034 MAF4320.pdf
	MATERIAL ASSESSMENT FORM
	
	
	EQUIPMENT STATUS
	PROBLEM STATUS
	CATEGORY
	EOC

	TYPE AVAILABILITY
	WHEN TO BE ACCOMPLISHED
	STATUS
	CAUSE
	DEFERRAL REASON

	MAN HRS EXPENDED
	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF SONAR EQUIP. ROOM (4-32-0-Q),
	THE SHELL INSULATION WAS FOUND SATURATED AND THE SHELL AND STIFFENERS FROM THE
	DECK UP 4” FROM FR 32 TO FR 48, PORT AND STBD SID
	48, STBD SIDE, WAS CORRODED.
	RECOMMENDED REPAIRS


	REMOVE APPROX. 11 SF OF SATURATED FOAM INSULATION AND APROX. 4 SF OF SHELL INSULATION.
	REMOVE CORROSION EXPOSED BY REMOVALS. PRIME AND PRESERVE SHELL EXPOSED BY
	INSULATION REMOVALS. INSTALL NEW INSULATION IN PLACE OF THAT REMOVED. PAINT INSULATION
	
	
	
	SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI


	CSMP SUMMARY
	CSMP SUMMARY SONAR EQUIP. ROOM (4-32-0-Q) SHELL INSULATION SATURATED.
	TEST # MRC 1102/1
	ROOT CAUSE/AMPLIFICATIONH1
	STEP   #       1.e
	SYSTEM LEVEL IMPACT
	QTY
	NSN
	COST
	
	
	
	
	
	FIRST CONTACTHERBERT






	RATE
	
	
	
	
	
	RATEDCC






	SECOND CONTACT
	SECOND CONTACT  WELLS
	RATE
	
	
	
	
	
	RATELT






	ON BOARD
	ON BOARD   YES       NO
	ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI
	TD
	TL
	LOGISTICIAN
	TSP



	P035 MAF4481.pdf
	MATERIAL ASSESSMENT FORM
	
	
	EQUIPMENT STATUS
	PROBLEM STATUS
	CATEGORY
	EOC

	TYPE AVAILABILITY
	WHEN TO BE ACCOMPLISHED
	STATUS
	CAUSE
	DEFERRAL REASON

	MAN HRS EXPENDED
	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF SONAR EQUIP.CLG ROOM (4-48-1-Q),
	THE SHELL INSULATION WAS FOUND SATURATED AND THE SHELL AND STIFFENERS FROM THE
	DECK UP 50”, FROM FR 48 TO FR 56, STBD SIDE, WERE
	RECOMMENDED REPAIRS


	REMOVE APPROX. 40 SF OF SATURATED SHELL INSULATION. REMOVE CORROSION EXPOSED
	BY REMOVALS. PRIME AND PRESERVE SHELL EXPOSED BY INSULATION REMOVALS. INSTALL NEW
	
	
	
	SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI


	CSMP SUMMARY
	CSMP SUMMARY SONAR EQUIP. CLG ROOM (4-48-1-Q) SHELL INSULATION SATURATED.
	TEST # MRC 1102/1
	ROOT CAUSE/AMPLIFICATIONH1
	STEP   #       1.e
	SYSTEM LEVEL IMPACT
	QTY
	NSN
	COST
	
	
	
	
	
	FIRST CONTACTHERBERT






	RATE
	
	
	
	
	
	RATEDCC






	SECOND CONTACT
	SECOND CONTACT  WELLS
	RATE
	
	
	
	
	
	RATELT






	ON BOARD
	ON BOARD   YES       NO
	ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI
	TD
	TL
	LOGISTICIAN
	TSP



	P036 MAF4640.pdf
	MATERIAL ASSESSMENT FORM
	
	
	EQUIPMENT STATUS
	PROBLEM STATUS
	CATEGORY
	EOC

	TYPE AVAILABILITY
	WHEN TO BE ACCOMPLISHED
	STATUS
	CAUSE
	DEFERRAL REASON

	MAN HRS EXPENDED
	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF MISSILE MAG COMPT. (4-64-0-Q),
	THE SHELL INSULATION WAS FOUND SATURATED AND THE SHELL AND STIFFENERS FROM THE
	DECK UP 48”,FROM FR 64 TO FR 84, STBD SIDE, WERE 
	RECOMMENDED REPAIRS


	REMOVE APPROX. 90 SF OF SATURATED SHELL INSULATION. REMOVE CORROSION EXPOSED
	BY REMOVALS. PRIME AND PRESERVE SHELL EXPOSED BY INSULATION REMOVALS. INSTALL NEW
	
	
	
	SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI


	CSMP SUMMARY
	CSMP SUMMARY MISSILE MAG. COMPT (4-64-0-Q) SHELL INSULATION SATURATED.
	TEST # MRC 1102/1
	ROOT CAUSE/AMPLIFICATIONH1
	STEP   #       1.e
	SYSTEM LEVEL IMPACT
	QTY
	NSN
	COST
	
	
	
	
	
	FIRST CONTACTHERBERT






	RATE
	
	
	
	
	
	RATEDCC






	SECOND CONTACT
	SECOND CONTACT  WELLS
	RATE
	
	
	
	
	
	RATELT






	ON BOARD
	ON BOARD   YES       NO
	ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI
	TD
	TL
	LOGISTICIAN
	TSP



	P037-40 MAF4100.pdf
	MATERIAL ASSESSMENT FORM
	
	
	EQUIPMENT STATUS
	PROBLEM STATUS
	CATEGORY
	EOC

	TYPE AVAILABILITY
	WHEN TO BE ACCOMPLISHED
	STATUS
	CAUSE
	DEFERRAL REASON

	MAN HRS EXPENDED
	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF APU ROOM (4-100-0-E),
	APPROX. 2 SF OF THE 5-100-4-F TANK BHD PLATING ON THE PORTSIDE, FROM FR 106 TO FR
	108, FROM THE SHELL PLATE WELD SEAM UP 12” WAS FO
	PREVIOUS INSERT PLATE WELD.
	RECOMMENDED REPAIRS


	CROP OUT AND REPLACE APPROX 2 SF OF \(.25”\) T�
	ABOVE. PRIME AND PRESERVE NEW AND EXPOSED AREAS.  ACCOMPLISH IN
	CONJUNCTION WITH EM04-P017, EM04-P019 AND EM03-4200.
	
	
	
	SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS/HUGHES, CDI


	CSMP SUMMARY
	CSMP SUMMARY                    APU ROOM (4-100-0-E) TANK BHD PLATE  WASTED
	TEST # MRC 1102/1
	ROOT CAUSE/AMPLIFICATIONH1
	STEP   #       1.a
	SYSTEM LEVEL IMPACT
	QTY
	NSN
	COST
	
	
	
	
	
	FIRST CONTACTHERBERT






	RATE
	
	
	
	
	
	RATEDCC






	SECOND CONTACT
	SECOND CONTACT  WELLS
	RATE
	
	
	
	
	
	RATELT






	ON BOARD
	ON BOARD   YES       NO
	ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI
	TD
	TL
	LOGISTICIAN
	TSP


	MATERIAL ASSESSMENT FORM
	
	
	EQUIPMENT STATUS
	PROBLEM STATUS
	CATEGORY
	EOC

	TYPE AVAILABILITY
	WHEN TO BE ACCOMPLISHED
	STATUS
	CAUSE
	DEFERRAL REASON

	MAN HRS EXPENDED
	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF APU ROOM (4-100-0-E),
	APPROX. 4 SF OF THE TRANSVERSE BHD PLATING ON THE PORTSIDE AT FR 108, IN THE VEE
	BETWEEN THE SHELL AND THE TANK BHD (BILGE AREA) AFT OF THE ROSEBOX, IS SEVERELY
	WASTED. THE AREA IS INACCESSIBLE DUE TO THE ROSEBOX
	RECOMMENDED REPAIRS


	CROP OUT AND REPLACE APPROX 4 SF OF \(.25”\) T�
	PRIME AND PRESERVE NEW AND EXPOSED AREAS.  ACCOMPLISH IN CONJUNCTION WITH EM04-P012,
	EM04-PO19 AND EMO3-4200.
	
	
	
	SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS/HUGHES, CDI


	CSMP SUMMARY
	CSMP SUMMARY                    APU ROOM  (4-100-0-E) BHD PLATE  WASTED
	TEST # MRC 1102/1
	ROOT CAUSE/AMPLIFICATIONH1
	STEP   #       1.a
	SYSTEM LEVEL IMPACT
	QTY
	NSN
	COST
	
	
	
	
	
	FIRST CONTACTHERBERT






	RATE
	
	
	
	
	
	RATEDCC






	SECOND CONTACT
	SECOND CONTACT  WELLS
	RATE
	
	
	
	
	
	RATELT






	ON BOARD
	ON BOARD   YES       NO
	ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI
	TD
	TL
	LOGISTICIAN
	TSP


	MATERIAL ASSESSMENT FORM
	
	
	EQUIPMENT STATUS
	PROBLEM STATUS
	CATEGORY
	EOC

	TYPE AVAILABILITY
	WHEN TO BE ACCOMPLISHED
	STATUS
	CAUSE
	DEFERRAL REASON

	MAN HRS EXPENDED
	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT  INSPECTION OF APU ROOM (4-100-0-E) ,THE BILGE AREAS BETWEEN
	THE TANK BHD AND THE SHELL, FROM THE TANKTOP TO 2 FT UP THE SHELL, PORT AND STBD SIDES,
	FR 100 TO 108, WERE FOUND CORRODED. ON THE STBD SIDE, THE APU PWR PANEL WILL NEED TO BE
	LIFTED TO ACCESS THE BILGE AREA.
	RECOMMENDED REPAIRS


	REMOVE CORROSION IN AREAS INDICATED ABOVE. PRIME AND PRESERVE SHELL,
	STRUCTURE AND TANK BHD, INCLUDING THE AREAS OF THE FWD AND AFT TRANSV BHDS, IN WAY
	OF THE BILGES. ACCOMPLISH UT SURVEY OF FR 100 TRANSV BHD, STBD SIDE  AND STBD BILGE
	
	
	
	SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI


	CSMP SUMMARY
	CSMP SUMMARY APU ROOM (4-100-0-E) BILGE AREAS CORRODED.
	TEST # MRC 1102/1
	ROOT CAUSE/AMPLIFICATIONH1
	STEP   #       1.f
	SYSTEM LEVEL IMPACT
	QTY
	NSN
	COST
	
	
	
	
	
	FIRST CONTACTHERBERT






	RATE
	
	
	
	
	
	RATEDCC






	SECOND CONTACT
	SECOND CONTACT  WELLS
	RATE
	
	
	
	
	
	RATELT






	ON BOARD
	ON BOARD   YES       NO
	ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI
	TD
	TL
	LOGISTICIAN
	TSP


	MATERIAL ASSESSMENT FORM
	
	
	EQUIPMENT STATUS
	PROBLEM STATUS
	CATEGORY
	EOC

	TYPE AVAILABILITY
	WHEN TO BE ACCOMPLISHED
	STATUS
	CAUSE
	DEFERRAL REASON

	MAN HRS EXPENDED
	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF APU ROOM (4-100-0-E),
	APPROX. 12 LF OF THE DECK PLATE SUPPORT ANGLES ON THE PORTSIDE AT FR 108, BETWEEN THE
	SHELL AND THE TANK BHD, ARE SEVERELY WASTED.
	RECOMMENDED REPAIRS


	CROP OUT AND REPLACE APPROX 12 LF OF 2 ½ X 2 ½ X
	PRIME AND PRESERVE NEW AND EXPOSED AREAS.  ACCOMPLISH IN CONJUNCTION WITH EM04-P012,
	EM04-P017 AND EMO3-4200.
	
	
	
	SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS/HUGHES, CDI


	CSMP SUMMARY
	CSMP SUMMARY                    APU ROOM (4-100-0-E) DECK PLATE SUPPORTS  WASTED
	TEST # MRC 1102/1
	ROOT CAUSE/AMPLIFICATIONH1
	STEP   #       1.c
	SYSTEM LEVEL IMPACT
	QTY
	NSN
	COST
	
	
	
	
	
	FIRST CONTACTHERBERT






	RATE
	
	
	
	
	
	RATEDCC






	SECOND CONTACT
	SECOND CONTACT  WELLS
	RATE
	
	
	
	
	
	RATELT






	ON BOARD
	ON BOARD   YES       NO
	ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI
	TD
	TL
	LOGISTICIAN
	TSP



	P046 MAF41400.pdf
	MATERIAL ASSESSMENT FORM
	
	
	EQUIPMENT STATUS
	PROBLEM STATUS
	CATEGORY
	EOC

	TYPE AVAILABILITY
	WHEN TO BE ACCOMPLISHED
	STATUS
	CAUSE
	DEFERRAL REASON

	MAN HRS EXPENDED
	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT I INSPECTION OF LAUNDRY (4-140-0-Q),
	THE 2ND STIFFENER FROM THE TANK TOP BHD, PORTSIDE, FR 157 TO 160, WAS FOUND CORRODED.
	RECOMMENDED REPAIRS


	REMOVE CORROSION FROM SURFACES INDICATED ABOVE.
	PRIME AND PRESERVE 3 LF OF STIFFENER FROM FR 157 T0 160
	
	
	
	SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI


	CSMP SUMMARY
	CSMP SUMMARY LAUNDRY (4-140-0-Q) STIFFENER CORRODED.
	TEST # MRC 1102/1
	ROOT CAUSE/AMPLIFICATIONH1
	STEP   #       1.a
	SYSTEM LEVEL IMPACT
	QTY
	NSN
	COST
	
	
	
	
	
	FIRST CONTACTHERBERT






	RATE
	
	
	
	
	
	RATEDCC






	SECOND CONTACT
	SECOND CONTACT  WELLS
	RATE
	
	
	
	
	
	RATELT






	ON BOARD
	ON BOARD   YES       NO
	ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI
	TD
	TL
	LOGISTICIAN
	TSP



	P047 MAF41403.pdf
	MATERIAL ASSESSMENT FORM
	
	
	EQUIPMENT STATUS
	PROBLEM STATUS
	CATEGORY
	EOC

	TYPE AVAILABILITY
	WHEN TO BE ACCOMPLISHED
	STATUS
	CAUSE
	DEFERRAL REASON

	MAN HRS EXPENDED
	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT I INSPECTION OF STOREROOM (4-140-3-A),
	THE BILGE AREA BETWEEN THE TANK BHD AND THE SHELL, STBD SIDE, FR 140 TO 145, INCLUDING
	THE TRANSVERSE BHD AT EACH END, WAS FOUND CORRODED.
	RECOMMENDED REPAIRS


	REMOVE CORROSION FROM SURFACES INDICATED ABOVE.
	PRIME AND PRESERVE 25 SF OF TERRA COTTA BILGE AREA.
	
	
	
	SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI


	CSMP SUMMARY
	CSMP SUMMARY STOREROOM (4-140-3-A) BILGE AREA CORRODED.
	TEST # MRC 1102/1
	ROOT CAUSE/AMPLIFICATIONH1
	STEP   #       1.f
	SYSTEM LEVEL IMPACT
	QTY
	NSN
	COST
	
	
	
	
	
	FIRST CONTACTHERBERT






	RATE
	
	
	
	
	
	RATEDCC






	SECOND CONTACT
	SECOND CONTACT  WELLS
	RATE
	
	
	
	
	
	RATELT






	ON BOARD
	ON BOARD   YES       NO
	ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI
	TD
	TL
	LOGISTICIAN
	TSP



	P048 MAF41513.pdf
	MATERIAL ASSESSMENT FORM
	
	
	EQUIPMENT STATUS
	PROBLEM STATUS
	CATEGORY
	EOC

	TYPE AVAILABILITY
	WHEN TO BE ACCOMPLISHED
	STATUS
	CAUSE
	DEFERRAL REASON

	MAN HRS EXPENDED
	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT I INSPECTION OF CLEANING GEAR LOCKER (4-151-3-A),
	THE BILGE AREA BETWEEN THE TANK BHD AND THE SHELL, STBD SIDE, FR 151 TO 154, INCLUDING
	THE TRANSVERSE BHD AT EACH END, WAS FOUND CORRODED.
	RECOMMENDED REPAIRS


	REMOVE CORROSION FROM SURFACES INDICATED ABOVE.
	PRIME AND PRESERVE 16 SF OF TERRA COTTA BILGE AREA.
	
	
	
	SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI


	CSMP SUMMARY
	CSMP SUMMARYCLEANING GEAR LOCKER  (4-151-3-A) BILGE AREA CORRODED.
	TEST # MRC 1102/1
	ROOT CAUSE/AMPLIFICATIONH1
	STEP   #       1.f
	SYSTEM LEVEL IMPACT
	QTY
	NSN
	COST
	
	
	
	
	
	FIRST CONTACTHERBERT






	RATE
	
	
	
	
	
	RATEDCC






	SECOND CONTACT
	SECOND CONTACT  WELLS
	RATE
	
	
	
	
	
	RATELT






	ON BOARD
	ON BOARD   YES       NO
	ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI
	TD
	TL
	LOGISTICIAN
	TSP



	P049-53 MAF4160.pdf
	MATERIAL ASSESSMENT FORM
	
	
	EQUIPMENT STATUS
	PROBLEM STATUS
	CATEGORY
	EOC

	TYPE AVAILABILITY
	WHEN TO BE ACCOMPLISHED
	STATUS
	CAUSE
	DEFERRAL REASON

	MAN HRS EXPENDED
	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF SEWAGE HANDLING & BOILER ROOM (4-160-0-Q),
	APPROX. 10 SF OF SHELL PLATING ON THE STBDSIDE FROM FR 159 TO FR 164, FROM THE
	MARGIN PLATE WELD SEAM DOWN 24” WAS FOUND WASTED 
	RECOMMENDED REPAIRS


	REMOVE AND REPLACE APPROX 10 SF OF \(.5”\) THI�
	ACCOMPLISH IN CONJUNCTION WITH EM04-P030, EM04-A259 AND EMO4-3250.
	
	
	
	SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS/HUGHES, CDI


	CSMP SUMMARY
	CSMP SUMMARY                   SEWAGE HANDLING& BOILER ROOM (4-160-0-Q) SHELL PLATING WASTED
	TEST # MRC 1102/1
	ROOT CAUSE/AMPLIFICATIONH1
	STEP   #       1.a
	SYSTEM LEVEL IMPACT
	QTY
	NSN
	COST
	
	
	
	
	
	FIRST CONTACTHERBERT






	RATE
	
	
	
	
	
	RATEDCC






	SECOND CONTACT
	SECOND CONTACT  WELLS
	RATE
	
	
	
	
	
	RATELT






	ON BOARD
	ON BOARD   YES       NO
	ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI
	TD
	TL
	LOGISTICIAN
	TSP


	MATERIAL ASSESSMENT FORM
	
	
	EQUIPMENT STATUS
	PROBLEM STATUS
	CATEGORY
	EOC

	TYPE AVAILABILITY
	WHEN TO BE ACCOMPLISHED
	STATUS
	CAUSE
	DEFERRAL REASON

	MAN HRS EXPENDED
	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF SEWAGE HANDLING & BOILER ROOM (4-160-0-Q),
	APPROX. 5 SF OF THE 5-164-3-F TANK BHD PLATING ON THE STBDSIDE FROM FR 159 TO FR 164,
	FROM THE SHELL PLATE WELD SEAM UP 8” WAS FOUND WA
	TANK BHD PLATING ON THE STBDSIDE, FROM FR 167 TO 
	TOWARD THE SHELL IS WASTED IN WAY OF THE BOILER FDN.
	RECOMMENDED REPAIRS


	CROP OUT AND REPLACE TWO SECTIONS FOR A TOTAL OF 
	PLATING AS INDICATED ABOVE. PRIME AND PRESERVE NEW AND EXPOSED AREAS.  ACCOMPLISH IN
	CONJUNCTION WITH EM04-P027 AND EM04-3250.
	
	
	
	SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS/HUGHES, CDI


	CSMP SUMMARY
	CSMP SUMMARY                    SEWAGE HANDLING& BOILER ROOM(4-160-0-Q) TNK BHD PLATE  WASTED
	TEST # MRC 1102/1
	ROOT CAUSE/AMPLIFICATIONH1
	STEP   #       1.a
	SYSTEM LEVEL IMPACT
	QTY
	NSN
	COST
	
	
	
	
	
	FIRST CONTACTHERBERT






	RATE
	
	
	
	
	
	RATEDCC






	SECOND CONTACT
	SECOND CONTACT  WELLS
	RATE
	
	
	
	
	
	RATELT






	ON BOARD
	ON BOARD   YES       NO
	ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI
	TD
	TL
	LOGISTICIAN
	TSP


	MATERIAL ASSESSMENT FORM
	
	
	EQUIPMENT STATUS
	PROBLEM STATUS
	CATEGORY
	EOC

	TYPE AVAILABILITY
	WHEN TO BE ACCOMPLISHED
	STATUS
	CAUSE
	DEFERRAL REASON

	MAN HRS EXPENDED
	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF SEWAGE HANDLING & BOILER ROOM (4-160-0-Q),
	APPROX. 4 SF OF THE TRANSVERSE BHD PLATING ON THE STBDSIDE AT FR 160, IN THE VEE
	BETWEEN THE SHELL AND THE TANK BHD (BILGE AREA), IS HOLED.
	RECOMMENDED REPAIRS


	CROP OUT AND REPLACE APPROX 4 SF OF \(.25”\) T�
	PRIME AND PRESERVE NEW AND EXPOSED AREAS.  ACCOMPLISH IN CONJUNCTION WITH EM04-PO27
	AND EM04-P030.
	
	
	
	SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS/HUGHES, CDI


	CSMP SUMMARY
	CSMP SUMMARY                    SEWAGE HANDLING& BOILER ROOM(4-160-0-Q) BHD PLATE  WASTED
	TEST # MRC 1102/1
	ROOT CAUSE/AMPLIFICATIONH1
	STEP   #       1.a
	SYSTEM LEVEL IMPACT
	QTY
	NSN
	COST
	
	
	
	
	
	FIRST CONTACTHERBERT






	RATE
	
	
	
	
	
	RATEDCC






	SECOND CONTACT
	SECOND CONTACT  WELLS
	RATE
	
	
	
	
	
	RATELT






	ON BOARD
	ON BOARD   YES       NO
	ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI
	TD
	TL
	LOGISTICIAN
	TSP


	MATERIAL ASSESSMENT FORM
	
	
	EQUIPMENT STATUS
	PROBLEM STATUS
	CATEGORY
	EOC

	TYPE AVAILABILITY
	WHEN TO BE ACCOMPLISHED
	STATUS
	CAUSE
	DEFERRAL REASON

	MAN HRS EXPENDED
	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT I INSPECTION OF SEWAGE HANDLING & BOILER ROOM (4-160-0-Q),
	THE SHELL INSULATION WAS FOUND SATURATED AND THE SHELL AND STIFFENERS FROM THE
	LOWER EDGE OF THE INSULATION UP TO AND INCLUDING THE FOURTH STIFFENER ABOVE THE TANK
	TOP, PORTSIDE, FR 160-180, WERE FOUND CORRODED.
	RECOMMENDED REPAIRS


	REMOVE APPROX. 80 SF OF SATURATED SHELL INSULATION. REMOVE CORROSION EXPOSED BY
	REMOVALS. PRIME AND PRESERVE SHELL FROM THE BILGE AREA UP TO THE INSULATION REMOVAL
	LINE. INSTALL NEW INSULATION IN PLACE OF THAT REMOVED. PAINT INSULATION TO MATCH
	
	
	
	SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI


	CSMP SUMMARY
	CSMP SUMMARY SEWAGE HANDLING& BOILER ROOM (4-160-0-Q) SHELL INSULATION SATURATED.
	TEST # MRC 1102/1
	ROOT CAUSE/AMPLIFICATIONH1
	STEP   #       1.e
	SYSTEM LEVEL IMPACT
	QTY
	NSN
	COST
	
	
	
	
	
	FIRST CONTACTHERBERT






	RATE
	
	
	
	
	
	RATEDCC






	SECOND CONTACT
	SECOND CONTACT  WELLS
	RATE
	
	
	
	
	
	RATELT






	ON BOARD
	ON BOARD   YES       NO
	ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI
	TD
	TL
	LOGISTICIAN
	TSP


	MATERIAL ASSESSMENT FORM
	
	
	EQUIPMENT STATUS
	PROBLEM STATUS
	CATEGORY
	EOC

	TYPE AVAILABILITY
	WHEN TO BE ACCOMPLISHED
	STATUS
	CAUSE
	DEFERRAL REASON

	MAN HRS EXPENDED
	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF SEWAGE HANDLING & BOILER ROOM (4-160-0-Q),
	THE SHELL INSULATION WAS FOUND SATURATED AND THE SHELL AND STIFFENERS FROM THE
	LOWER EDGE OF THE INSULATION UP TO AND INCLUDING THE FIFTH STIFFENER ABOVE THE TANK
	TOP, STBDSIDE, FR 160-172, WERE FOUND CORRODED.
	RECOMMENDED REPAIRS


	REMOVE APPROX. 120 SF OF SATURATED SHELL INSULATION. REMOVE CORROSION EXPOSED BY
	REMOVALS. PRIME AND PRESERVE SHELL AND INSTALL NEW INSULATION. PAINT INSULATION TO
	
	
	
	SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI


	CSMP SUMMARY
	CSMP SUMMARY SEWAGE HANDLING& BOILER ROOM (4-160-0-Q) SHELL INSULATION SATURATED.
	TEST # MRC 1102/1
	ROOT CAUSE/AMPLIFICATIONH1
	STEP   #       1.e
	SYSTEM LEVEL IMPACT
	QTY
	NSN
	COST
	
	
	
	
	
	FIRST CONTACTHERBERT






	RATE
	
	
	
	
	
	RATEDCC






	SECOND CONTACT
	SECOND CONTACT  WELLS
	RATE
	
	
	
	
	
	RATELT






	ON BOARD
	ON BOARD   YES       NO
	ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI
	TD
	TL
	LOGISTICIAN
	TSP



	P063-65 MAF551.pdf
	MATERIAL ASSESSMENT FORM
	
	
	EQUIPMENT STATUS
	PROBLEM STATUS
	CATEGORY
	EOC

	TYPE AVAILABILITY
	WHEN TO BE ACCOMPLISHED
	STATUS
	CAUSE
	DEFERRAL REASON

	MAN HRS EXPENDED
	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF EDUCTOR ROOM (5-51-0-Q),
	APPROX. 8 LF OF TRANSV STIFFENER AT FR 54 FROM L2 STBD TO L2 PORT IS WASTED AND
	DISINTEGRATING.
	RECOMMENDED REPAIRS


	REMOVE AND REPLACE APPROX.  8 LF OF 3 X 1 7/8” TE
	NEW AND DISTURBED SURFACES. ACCOMPLISH IN CONJUNCTION WITH EM04-042 AND EMO4-044.
	
	
	
	SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS/HUGHES, CDI


	CSMP SUMMARY
	CSMP SUMMARY                       EDUCTOR ROOM(5-51-0-Q) TRANSV STIFFENER WASTED
	TEST # MRC 1102/1
	ROOT CAUSE/AMPLIFICATIONH1
	STEP   #       1.a
	SYSTEM LEVEL IMPACT
	QTY
	NSN
	COST
	
	
	
	
	
	FIRST CONTACTHERBERT






	RATE
	
	
	
	
	
	RATEDCC






	SECOND CONTACT
	SECOND CONTACT  WELLS
	RATE
	
	
	
	
	
	RATELT






	ON BOARD
	ON BOARD   YES       NO
	ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI
	TD
	TL
	LOGISTICIAN
	TSP


	MATERIAL ASSESSMENT FORM
	
	
	EQUIPMENT STATUS
	PROBLEM STATUS
	CATEGORY
	EOC

	TYPE AVAILABILITY
	WHEN TO BE ACCOMPLISHED
	STATUS
	CAUSE
	DEFERRAL REASON

	MAN HRS EXPENDED
	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT  INSPECTION OF EDUCTOR ROOM (5-51-0-Q) ,THE BILGE AREA
	AND THE SHELL, PORT AND STBD SIDES, FR 51 TO 56, WERE FOUND CORRODED.
	RECOMMENDED REPAIRS


	REMOVE CORROSION IN AREAS INDICATED ABOVE. PRIME AND PRESERVE APPROX 180 SF OF
	SHELL AND STRUCTURE, INCLUDING THE AREAS OF THE FWD AND AFT TRANSV BHDS IN WAY
	
	
	
	SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI


	CSMP SUMMARY
	CSMP SUMMARY EDUCTOR ROOM (5-51-0-Q) BILGE AREAS CORRODED.
	TEST # MRC 1102/1
	ROOT CAUSE/AMPLIFICATIONH1
	STEP   #       1.f
	SYSTEM LEVEL IMPACT
	QTY
	NSN
	COST
	
	
	
	
	
	FIRST CONTACTHERBERT






	RATE
	
	
	
	
	
	RATEDCC






	SECOND CONTACT
	SECOND CONTACT  WELLS
	RATE
	
	
	
	
	
	RATELT






	ON BOARD
	ON BOARD   YES       NO
	ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI
	TD
	TL
	LOGISTICIAN
	TSP


	MATERIAL ASSESSMENT FORM
	
	
	EQUIPMENT STATUS
	PROBLEM STATUS
	CATEGORY
	EOC

	TYPE AVAILABILITY
	WHEN TO BE ACCOMPLISHED
	STATUS
	CAUSE
	DEFERRAL REASON

	MAN HRS EXPENDED
	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF EDUCTOR ROOM (5-51-0-Q),
	APPROX. 12 LF OF THE DECK PLATE SUPPORT ANGLES OVER THE BILGE AREA AT CENTERLINE.
	ARE SEVERELY WASTED.
	RECOMMENDED REPAIRS


	CROP OUT AND REPLACE APPROX 8 LF OF 3 X 3 X ¼ AN�
	INDICATED ABOVE. PRIME AND PRESERVE NEW AND EXPOSED AREAS.  ACCOMPLISH IN
	CONJUNCTION WITH EM04-P040 AND EM04-P042.
	
	
	
	SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS/HUGHES, CDI


	CSMP SUMMARY
	CSMP SUMMARY                    EDUCTOR ROOM (5-51-0-Q) DECK PLATE SUPPORTS  WASTED
	TEST # MRC 1102/1
	ROOT CAUSE/AMPLIFICATIONH1
	STEP   #       1.c
	SYSTEM LEVEL IMPACT
	QTY
	NSN
	COST
	
	
	
	
	
	FIRST CONTACTHERBERT






	RATE
	
	
	
	
	
	RATEDCC






	SECOND CONTACT
	SECOND CONTACT  WELLS
	RATE
	
	
	
	
	
	RATELT






	ON BOARD
	ON BOARD   YES       NO
	ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI
	TD
	TL
	LOGISTICIAN
	TSP



	P061-62 MAF4172.pdf
	MATERIAL ASSESSMENT FORM
	
	
	EQUIPMENT STATUS
	PROBLEM STATUS
	CATEGORY
	EOC

	TYPE AVAILABILITY
	WHEN TO BE ACCOMPLISHED
	STATUS
	CAUSE
	DEFERRAL REASON

	MAN HRS EXPENDED
	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT  INSPECTION OF FIRE PUMP ROOM (4-172-1-E),
	THE SHELL AND STIFFENERS FROM THE TANK TOP BHD, STBDSIDE, FR 172 TO 180,  UP TO THE
	INSULATION WERE FOUND CORRODED.
	RECOMMENDED REPAIRS


	REMOVE CORROSION FROM SURFACES INDICATED ABOVE.
	PRIME AND PRESERVE SHELL FROM THE BILGE AREA UP TO THE INSULATION LINE. SURFACE
	
	
	
	SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI


	CSMP SUMMARY
	CSMP SUMMARY FIRE PUMP ROOM (4-172-1-E) SHELL & STIFFENERS CORRODED.
	TEST # MRC 1102/1
	ROOT CAUSE/AMPLIFICATIONH1
	STEP   #       1.a
	SYSTEM LEVEL IMPACT
	QTY
	NSN
	COST
	
	
	
	
	
	FIRST CONTACTHERBERT






	RATE
	
	
	
	
	
	RATEDCC






	SECOND CONTACT
	SECOND CONTACT  WELLS
	RATE
	
	
	
	
	
	RATELT






	ON BOARD
	ON BOARD   YES       NO
	ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI
	TD
	TL
	LOGISTICIAN
	TSP


	MATERIAL ASSESSMENT FORM
	
	
	EQUIPMENT STATUS
	PROBLEM STATUS
	CATEGORY
	EOC

	TYPE AVAILABILITY
	WHEN TO BE ACCOMPLISHED
	STATUS
	CAUSE
	DEFERRAL REASON

	MAN HRS EXPENDED
	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT  INSPECTION OF FIRE PUMP ROOM (4-172-1-E),
	THE FOUNDATION FOR NO. 1 FIRE PUMP WAS FOUND CORRODED.
	RECOMMENDED REPAIRS


	REMOVE CORROSION FROM SURFACES INDICATED ABOVE.
	PRIME AND PRESERVE FOUNDATION. (APPROX 30 SF OF TERRA COTTA SURFACE)
	
	
	
	SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI


	CSMP SUMMARY
	CSMP SUMMARY                                FIRE PUMP RM (4-172-1-E) FIRE PUMP NO. 1 FDN CORRODED.
	TEST # MRC 1102/1
	ROOT CAUSE/AMPLIFICATIONH1
	STEP   #       1.d
	SYSTEM LEVEL IMPACT
	QTY
	NSN
	COST
	
	
	
	
	
	FIRST CONTACTHERBERT






	RATE
	
	
	
	
	
	RATEDCC






	SECOND CONTACT
	SECOND CONTACT  WELLS
	RATE
	
	
	
	
	
	RATELT






	ON BOARD
	ON BOARD   YES       NO
	ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI
	TD
	TL
	LOGISTICIAN
	TSP



	P071-74 MAF5180.pdf
	MATERIAL ASSESSMENT FORM
	
	
	EQUIPMENT STATUS
	PROBLEM STATUS
	CATEGORY
	EOC

	TYPE AVAILABILITY
	WHEN TO BE ACCOMPLISHED
	STATUS
	CAUSE
	DEFERRAL REASON

	MAN HRS EXPENDED
	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF AMR NO. 1 (5-180-0-E),
	THE SHELL AND STRUCTURE IN WAY OF THE FIXED BALLAST IS INACCESSIBLE FOR MAINTENANCE
	OR INSPECTION. CORROSION IS VISIBLE AROUND THE EDGES OF THE BALLAST FRAMEWORK. SEE
	ATTACHED SKETCH FOR LOCATIONS.
	RECOMMENDED REPAIRS


	REMOVE FIXED BALLAST. REMOVE CORROSION FROM FDNS, SHELL AND STRUCTURE. ACCOMPLISH
	UT SURVEY OF AREAS EXPOSED BY REMOVALS. PRIME AND PRESERVE EXPOSED SHELL AND
	STRUCTURE. REINSTALL FIXED BALLAST AS REQUIRED
	
	
	
	SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS/HUGHES, CDI


	CSMP SUMMARY
	CSMP SUMMARY                    AMR NO. 1 (5-180-0-E) SHELL CORRODED
	TEST # MRC 1102/1
	ROOT CAUSE/AMPLIFICATIONH1
	STEP   #       1.a
	SYSTEM LEVEL IMPACT
	QTY
	NSN
	COST
	
	
	
	
	
	FIRST CONTACTHERBERT






	RATE
	
	
	
	
	
	RATEDCC






	SECOND CONTACT
	SECOND CONTACT  WELLS
	RATE
	
	
	
	
	
	RATELT






	ON BOARD
	ON BOARD   YES       NO
	ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI
	TD
	TL
	LOGISTICIAN
	TSP


	MATERIAL ASSESSMENT FORM
	
	
	EQUIPMENT STATUS
	PROBLEM STATUS
	CATEGORY
	EOC

	TYPE AVAILABILITY
	WHEN TO BE ACCOMPLISHED
	STATUS
	CAUSE
	DEFERRAL REASON

	MAN HRS EXPENDED
	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF AMR NO. 1 (5-180-0-E)
	LONGITUDINAL L6 PORT \(7 X 6 ¾ X 15#\)  IS SEV
	LONGITUDINALS L7 \(7 X 6 ¾ X 15#\)   & L8 \(6
	TO 204.
	RECOMMENDED REPAIRS


	CROP OUT AND REPLACE APPROX \(10\) LF OF 7 X 6�
	INDICATED ABOVE.  PRIME AND PRESERVE NEW AND EXPOSED AREAS.  ACCOMPLISH IN
	CONJUNCTION WITH EM04-P010 AND EM04-P014.
	
	
	
	SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS/HUGHES, CDI


	CSMP SUMMARY
	CSMP SUMMARY                    AMR NO. 1 (5-180-0-E) STIFFENERS  WASTED
	TEST # MRC 1102/1
	ROOT CAUSE/AMPLIFICATIONH1
	STEP   #       1.a
	SYSTEM LEVEL IMPACT
	QTY
	NSN
	COST
	
	
	
	
	
	FIRST CONTACTHERBERT






	RATE
	
	
	
	
	
	RATEDCC






	SECOND CONTACT
	SECOND CONTACT  WELLS
	RATE
	
	
	
	
	
	RATELT






	ON BOARD
	ON BOARD   YES       NO
	ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI
	TD
	TL
	LOGISTICIAN
	TSP


	MATERIAL ASSESSMENT FORM
	
	
	EQUIPMENT STATUS
	PROBLEM STATUS
	CATEGORY
	EOC

	TYPE AVAILABILITY
	WHEN TO BE ACCOMPLISHED
	STATUS
	CAUSE
	DEFERRAL REASON

	MAN HRS EXPENDED
	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT  INSPECTION OF AMR NO. 1 (5-180-0-E), THERE IS GENERAL PAINT
	FAILURE AND CORROSION THROUGHOUT THE BILGE AREAS, INCLUDING THE FWD AND AFT BHDS IN
	WAY OF THE BILGE AREAS. BILGE AREA IS DEFINED AS THE AREA FROM L9 PORT TO L9 STBD AND
	ADJACENT BHDS.
	RECOMMENDED REPAIRS


	ACCOMPLISH AN ACID AND POWER TOOL CLEANING OF THE BILGE AREAS. PRIME AND PRESERVE
	SHELL,STRUCTURE AND TANK BHDS, INCLUDING THE AREAS OF THE FWD AND AFT TRANSV BHDS IN
	WAY OF THE BILGES.  AREA IS APPROXIMATELY 2400 SF OF TERRA COTTA SURFACES
	
	
	
	SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI


	CSMP SUMMARY
	CSMP SUMMARYAMR NO. 1 (5-180-0-E) BILGE AREAS CORRODED.
	TEST # MRC 1102/1
	ROOT CAUSE/AMPLIFICATIONH1
	STEP   #       1.f
	SYSTEM LEVEL IMPACT
	QTY
	NSN
	COST
	
	
	
	
	
	FIRST CONTACTHERBERT






	RATE
	
	
	
	
	
	RATEDCC






	SECOND CONTACT
	SECOND CONTACT  WELLS
	RATE
	
	
	
	
	
	RATELT






	ON BOARD
	ON BOARD   YES       NO
	ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI
	TD
	TL
	LOGISTICIAN
	TSP


	MATERIAL ASSESSMENT FORM
	
	
	EQUIPMENT STATUS
	PROBLEM STATUS
	CATEGORY
	EOC

	TYPE AVAILABILITY
	WHEN TO BE ACCOMPLISHED
	STATUS
	CAUSE
	DEFERRAL REASON

	MAN HRS EXPENDED
	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT  INSPECTION OF AMR NO. 1 (5-180-0-E), THERE IS HEAVY CORROSION
	ON THE SHELL BETWEEN L9 PORT AND L6 PORT, FROM FR 202 TO FR 204, PORTSIDE. SURFACE IS
	TOO ROUGH TO UT. SCALING IS SIGNIFICANT ENOUGH TO SUSPECT THE SHELL IS WASTED BELOW
	MINIMUM.
	RECOMMENDED REPAIRS


	POWER TOOL CLEAN SUSPECT AREA. ACCOMPLISH AN UT SURVEY OF AREA INDICATED ABOVE.
	ACCOMPLISH  IN CONJUNCTION WITH EM04- P007 AND EM04-P010.
	
	
	
	SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI


	CSMP SUMMARY
	CSMP SUMMARYAMR NO. 1 (5-180-0-E) BILGE AREAS CORRODED.
	TEST # MRC 1102/1
	ROOT CAUSE/AMPLIFICATIONH1
	STEP   #       1.a
	SYSTEM LEVEL IMPACT
	QTY
	NSN
	COST
	
	
	
	
	
	FIRST CONTACTHERBERT






	RATE
	
	
	
	
	
	RATEDCC






	SECOND CONTACT
	SECOND CONTACT  WELLS
	RATE
	
	
	
	
	
	RATELT






	ON BOARD
	ON BOARD   YES       NO
	ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI
	TD
	TL
	LOGISTICIAN
	TSP



	P082-87 MAF5212.pdf
	MATERIAL ASSESSMENT FORM
	
	
	EQUIPMENT STATUS
	PROBLEM STATUS
	CATEGORY
	EOC

	TYPE AVAILABILITY
	WHEN TO BE ACCOMPLISHED
	STATUS
	CAUSE
	DEFERRAL REASON

	MAN HRS EXPENDED
	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF AMR NO. 2 (5-212-0-E)
	LONGITUDINAL L8 PORT \(6 X 6 ½  X 13#\)  IS SE
	LONGITUDINAL L9 \(6 X 6 ½  X 13#\)  IS SEVEREL
	OVBD VALVE MD-V24-5-212-2.
	RECOMMENDED REPAIRS


	CROP OUT AND REPLACE APPROX. \(6\) LF OF 6 X 6�
	PRIME AND PRESERVE NEW AND EXPOSED AREAS.  ACCOMPLISH IN
	CONJUNCTION WITH EM04-P018, P022, P026 AND P029.
	
	
	
	SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS/HUGHES, CDI


	CSMP SUMMARY
	CSMP SUMMARY                    AMR NO. 2 (5-212-0-E) STIFFENERS  WASTED
	TEST # MRC 1102/1
	ROOT CAUSE/AMPLIFICATIONH1
	STEP   #       1.a
	SYSTEM LEVEL IMPACT
	QTY
	NSN
	COST
	
	
	
	
	
	FIRST CONTACTHERBERT






	RATE
	
	
	
	
	
	RATEDCC






	SECOND CONTACT
	SECOND CONTACT  WELLS
	RATE
	
	
	
	
	
	RATELT






	ON BOARD
	ON BOARD   YES       NO
	ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI
	TD
	TL
	LOGISTICIAN
	TSP


	MATERIAL ASSESSMENT FORM
	
	
	EQUIPMENT STATUS
	PROBLEM STATUS
	CATEGORY
	EOC

	TYPE AVAILABILITY
	WHEN TO BE ACCOMPLISHED
	STATUS
	CAUSE
	DEFERRAL REASON

	MAN HRS EXPENDED
	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF AMR NO. 2 (5-212-0-E)  THE LONGITUDINAL
	STIFFENERS FROM L5 TO L12, PORT AND STBD SIDES, FR 212 TO FR 226, NEED WEEP HOLES.
	RECOMMENDED REPAIRS


	CUT WEEP HOLES IN STIFFENERS AS DIRECTED BY FTSCLANT.
	PRIME AND PRESERVE DISTURBED AREAS. ACCOMPLISH IN CONJUNCTION WITH EM04-P015, P022, P026 AND P029.
	
	
	
	SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS/HUGHES, CDI


	CSMP SUMMARY
	CSMP SUMMARY                    AMR NO. 2 (5-212-0-E) STIFFENERS  NEED DRAINAGE HOLES
	TEST # MRC 1102/1
	ROOT CAUSE/AMPLIFICATIONH1
	STEP   #       1.a
	SYSTEM LEVEL IMPACT
	QTY
	NSN
	COST
	
	
	
	
	
	FIRST CONTACTHERBERT






	RATE
	
	
	
	
	
	RATEDCC






	SECOND CONTACT
	SECOND CONTACT  WELLS
	RATE
	
	
	
	
	
	RATELT






	ON BOARD
	ON BOARD   YES       NO
	ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI
	TD
	TL
	LOGISTICIAN
	TSP


	MATERIAL ASSESSMENT FORM
	
	
	EQUIPMENT STATUS
	PROBLEM STATUS
	CATEGORY
	EOC

	TYPE AVAILABILITY
	WHEN TO BE ACCOMPLISHED
	STATUS
	CAUSE
	DEFERRAL REASON

	MAN HRS EXPENDED
	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT  INSPECTION OF AMR NO. 2 (5-212-0-E), THERE IS GENERAL PAINT
	FAILURE AND CORROSION THROUGHOUT THE BILGE AREAS, INCLUDING THE FWD AND AFT BHDS IN
	WAY OF THE BILGE AREAS. BILGE AREA IS DEFINED AS THE AREA FROM L12 PORT TO L12 STBD AND
	ADJACENT BHDS, FROM FR 212 TO 250, INCLUDING STRUCTURE ATTACHED TO THE SHELL. THE
	BILGE AREAS OF THE DIESEL ENCLOSURES IS ALSO INCLUDED.
	RECOMMENDED REPAIRS


	ACCOMPLISH AN ACID AND POWER TOOL CLEANING OF THE BILGE AREAS. PRIME AND PRESERVE
	SHELL,STRUCTURE AND TANK BHDS, INCLUDING THE AREAS OF THE FWD AND AFT TRANSV BHDS IN
	WAY OF THE BILGES.  AREA IS APPROXIMATELY 3200 SF OF TERRA COTTA SURFACES
	
	
	
	SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI


	CSMP SUMMARY
	CSMP SUMMARYAMR NO. 2 (5-212-0-E) BILGE AREAS CORRODED.
	TEST # MRC 1102/1
	ROOT CAUSE/AMPLIFICATIONH1
	STEP   #       1.f
	SYSTEM LEVEL IMPACT
	QTY
	NSN
	COST
	
	
	
	
	
	FIRST CONTACTHERBERT






	RATE
	
	
	
	
	
	RATEDCC






	SECOND CONTACT
	SECOND CONTACT  WELLS
	RATE
	
	
	
	
	
	RATELT






	ON BOARD
	ON BOARD   YES       NO
	ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI
	TD
	TL
	LOGISTICIAN
	TSP


	MATERIAL ASSESSMENT FORM
	
	
	EQUIPMENT STATUS
	PROBLEM STATUS
	CATEGORY
	EOC

	TYPE AVAILABILITY
	WHEN TO BE ACCOMPLISHED
	STATUS
	CAUSE
	DEFERRAL REASON

	MAN HRS EXPENDED
	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT  INSPECTION OF AMR NO. 2 (5-212-0-E), THERE IS DEEP PITTING
	ON THE SHELL BETWEEN L3 PORT AND L5 PORT, FROM FR 228 TO FR 233, PORTSIDE. THE ROOT
	CAUSE IS SALTWATER LEAKAGE FROM THE PUMP AND STRAINERS FOR THE SSDG CLG SYSTEM.
	STBD AREA IS SATISFACTORY.
	RECOMMENDED REPAIRS


	CROP OUT AND REPLACE APPROX 30 SF OF ½” SHELL PL�
	PRIME AND PRESERVE NEW AND DISTURBED AREAS. ACCOMPLISH  IN CONJUNCTION WITH EM04-
	P015, P018 AND P029.
	
	
	
	SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI


	CSMP SUMMARY
	CSMP SUMMARY                      AMR NO. 2 (5-212-0-E) SHELL PLATING WASTED.
	TEST # MRC 1102/1
	ROOT CAUSE/AMPLIFICATIONH1
	STEP   #       1.a
	SYSTEM LEVEL IMPACT
	QTY
	NSN
	COST
	
	
	
	
	
	FIRST CONTACTHERBERT






	RATE
	
	
	
	
	
	RATEDCC






	SECOND CONTACT
	SECOND CONTACT  WELLS
	RATE
	
	
	
	
	
	RATELT






	ON BOARD
	ON BOARD   YES       NO
	ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI
	TD
	TL
	LOGISTICIAN
	TSP


	MATERIAL ASSESSMENT FORM
	
	
	EQUIPMENT STATUS
	PROBLEM STATUS
	CATEGORY
	EOC

	TYPE AVAILABILITY
	WHEN TO BE ACCOMPLISHED
	STATUS
	CAUSE
	DEFERRAL REASON

	MAN HRS EXPENDED
	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF AMR NO. 2 (5-212-0-E)
	THE FLANGE OF THE TRANSVERSE DEEP WEB AT FR 220, FROM LONGITUDINAL L6 PORT TO L9 PORT
	IS SEVERELY WASTED
	RECOMMENDED REPAIRS


	CROP OUT AND REPLACE APPROX. \(6\) LF OF 6 X ¾�
	PRIME AND PRESERVE NEW AND EXPOSED AREAS.  ACCOMPLISH IN
	CONJUNCTION WITH EM04-P015, P018, P022 AND P026.
	
	
	
	SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS/HUGHES, CDI


	CSMP SUMMARY
	CSMP SUMMARY                    AMR NO. 2 (5-212-0-E) TRANSV WEB FLANGE  WASTED
	TEST # MRC 1102/1
	ROOT CAUSE/AMPLIFICATIONH1
	STEP   #       1.a
	SYSTEM LEVEL IMPACT
	QTY
	NSN
	COST
	
	
	
	
	
	FIRST CONTACTHERBERT






	RATE
	
	
	
	
	
	RATEDCC






	SECOND CONTACT
	SECOND CONTACT  WELLS
	RATE
	
	
	
	
	
	RATELT






	ON BOARD
	ON BOARD   YES       NO
	ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI
	TD
	TL
	LOGISTICIAN
	TSP


	MATERIAL ASSESSMENT FORM
	
	
	EQUIPMENT STATUS
	PROBLEM STATUS
	CATEGORY
	EOC

	TYPE AVAILABILITY
	WHEN TO BE ACCOMPLISHED
	STATUS
	CAUSE
	DEFERRAL REASON

	MAN HRS EXPENDED
	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF AMR  NO. 2  (5-212-0-E),
	THE SHELL INSULATION WAS FOUND SATURATED AND THE SHELL AND STIFFENERS FROM THE
	LOWER EDGE OF THE INSULATION UP TO L16, FROM FR 212 TO 226,  PORT AND STBD SIDES, WERE
	CORRODED. THE ADJACENT 12” OF INSULATION ON THE F
	RECOMMENDED REPAIRS


	REMOVE APPROX. 400 SF OF SATURATED SHELL AND BHD INSULATION.
	REMOVE CORROSION EXPOSED BY REMOVALS. PRIME AND PRESERVE SHELL AND STRUCTURE
	
	
	
	SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI


	CSMP SUMMARY
	CSMP SUMMARY AMR NO. 2 (5-212-0-E) SHELL INSULATION SATURATED.
	TEST # MRC 1102/1
	ROOT CAUSE/AMPLIFICATIONH1
	STEP   #       1.e
	SYSTEM LEVEL IMPACT
	QTY
	NSN
	COST
	
	
	
	
	
	FIRST CONTACTHERBERT






	RATE
	
	
	
	
	
	RATEDCC






	SECOND CONTACT
	SECOND CONTACT  WELLS
	RATE
	
	
	
	
	
	RATELT






	ON BOARD
	ON BOARD   YES       NO
	ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI
	TD
	TL
	LOGISTICIAN
	TSP



	P098-101 MAF5250.pdf
	MATERIAL ASSESSMENT FORM
	
	
	EQUIPMENT STATUS
	PROBLEM STATUS
	CATEGORY
	EOC

	TYPE AVAILABILITY
	WHEN TO BE ACCOMPLISHED
	STATUS
	CAUSE
	DEFERRAL REASON

	MAN HRS EXPENDED
	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF MER (5-250-0-E), THE SHELL AND STRUCTURE
	IN WAY OF THE FIXED BALLAST IS INACCESSIBLE FOR MAINTENANCE OR INSPECTION.
	CORROSION IS VISIBLE AROUND THE EDGES OF THE BALLAST FRAMEWORK. SEE
	ATTACHED SKETCH FOR LOCATIONS.
	RECOMMENDED REPAIRS


	REMOVE FIXED BALLAST. REMOVE CORROSION FROM FDNS, SHELL AND STRUCTURE. ACCOMPLISH
	UT SURVEY OF AREAS EXPOSED BY REMOVALS. PRIME AND PRESERVE EXPOSED SHELL AND
	STRUCTURE. REINSTALL FIXED BALLAST AS REQUIRED
	
	
	
	SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS/HUGHES, CDI


	CSMP SUMMARY
	CSMP SUMMARY                    MER (5-250-0-E) SHELL CORRODED
	TEST # MRC 1102/1
	ROOT CAUSE/AMPLIFICATIONH1
	STEP   #       1.a
	SYSTEM LEVEL IMPACT
	QTY
	NSN
	COST
	
	
	
	
	
	FIRST CONTACTHERBERT






	RATE
	
	
	
	
	
	RATEDCC






	SECOND CONTACT
	SECOND CONTACT  WELLS
	RATE
	
	
	
	
	
	RATELT






	ON BOARD
	ON BOARD   YES       NO
	ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI
	TD
	TL
	LOGISTICIAN
	TSP


	MATERIAL ASSESSMENT FORM
	
	
	EQUIPMENT STATUS
	PROBLEM STATUS
	CATEGORY
	EOC

	TYPE AVAILABILITY
	WHEN TO BE ACCOMPLISHED
	STATUS
	CAUSE
	DEFERRAL REASON

	MAN HRS EXPENDED
	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF MER (5-250-0-E)
	LONGITUDINALS L11\(6 X 6 ½ X 13#\), L12\(6 X 
	WASTED FROM FR 270 TO FR 272. ROOT CAUSE IS INACCESSABILITY FOR MAINTENANCE.
	RECOMMENDED REPAIRS


	CROP OUT AND REPLACE APPROX \(4\) LF OF 6 X 6 �
	INDICATED ABOVE.  PRIME AND PRESERVE NEW AND EXPOSED AREAS.  ACCOMPLISH IN
	CONJUNCTION WITH EM04-P037.
	
	
	
	SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS/HUGHES, CDI


	CSMP SUMMARY
	CSMP SUMMARY                    MER  (5-250-0-E) STIFFENERS  WASTED
	TEST # MRC 1102/1
	ROOT CAUSE/AMPLIFICATIONH1
	STEP   #       1.a
	SYSTEM LEVEL IMPACT
	QTY
	NSN
	COST
	
	
	
	
	
	FIRST CONTACTHERBERT






	RATE
	
	
	
	
	
	RATEDCC






	SECOND CONTACT
	SECOND CONTACT  WELLS
	RATE
	
	
	
	
	
	RATELT






	ON BOARD
	ON BOARD   YES       NO
	ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI
	TD
	TL
	LOGISTICIAN
	TSP


	MATERIAL ASSESSMENT FORM
	
	
	EQUIPMENT STATUS
	PROBLEM STATUS
	CATEGORY
	EOC

	TYPE AVAILABILITY
	WHEN TO BE ACCOMPLISHED
	STATUS
	CAUSE
	DEFERRAL REASON

	MAN HRS EXPENDED
	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT  INSPECTION OF MER (5-250-0-E), THERE IS HEAVY CORROSION
	ON THE SHELL BETWEEN L11 AND L13 PORT, FROM FR 270 TO FR 272, PORTSIDE. SURFACE IS
	TOO ROUGH TO UT. SCALING IS SIGNIFICANT ENOUGH TO SUSPECT THE SHELL IS WASTED BELOW
	MINIMUM. ROOT CAUSE IS INACCESSIBILITY.
	RECOMMENDED REPAIRS


	POWER TOOL CLEAN SUSPECT AREA. ACCOMPLISH AN UT SURVEY OF AREA INDICATED ABOVE.
	PRIME AND PRESERVE DISTURBED SURFACES. ACCOMPLISH  IN CONJUNCTION WITH EM04- P036.
	
	
	
	SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI


	CSMP SUMMARY
	CSMP SUMMARY                     MER (5-250-0-E) SHELL PLATING CORRODED.
	TEST # MRC 1102/1
	ROOT CAUSE/AMPLIFICATIONH1
	STEP   #       1.a
	SYSTEM LEVEL IMPACT
	QTY
	NSN
	COST
	
	
	
	
	
	FIRST CONTACTHERBERT






	RATE
	
	
	
	
	
	RATEDCC






	SECOND CONTACT
	SECOND CONTACT  WELLS
	RATE
	
	
	
	
	
	RATELT






	ON BOARD
	ON BOARD   YES       NO
	ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI
	TD
	TL
	LOGISTICIAN
	TSP


	MATERIAL ASSESSMENT FORM
	
	
	EQUIPMENT STATUS
	PROBLEM STATUS
	CATEGORY
	EOC

	TYPE AVAILABILITY
	WHEN TO BE ACCOMPLISHED
	STATUS
	CAUSE
	DEFERRAL REASON

	MAN HRS EXPENDED
	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF MER  (5-250-0-E),
	THE SHELL INSULATION WAS FOUND SATURATED AND THE SHELL AND STIFFENERS FROM THE
	LOWER EDGE OF THE INSULATION UP TO L16, FROM FR 250 TO 288,  PORT AND STBD SIDES, WERE
	CORRODED. THE ADJACENT 12” OF INSULATION ON THE F
	RECOMMENDED REPAIRS


	REMOVE APPROX. 880 SF OF SATURATED SHELL AND BHD INSULATION.
	REMOVE CORROSION EXPOSED BY REMOVALS. PRIME AND PRESERVE SHELL AND STRUCTURE
	
	
	
	SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI


	CSMP SUMMARY
	CSMP SUMMARY                       MER (5-250-0-E) SHELL INSULATION SATURATED.
	TEST # MRC 1102/1
	ROOT CAUSE/AMPLIFICATIONH1
	STEP   #       1.e
	SYSTEM LEVEL IMPACT
	QTY
	NSN
	COST
	
	
	
	
	
	FIRST CONTACTHERBERT






	RATE
	
	
	
	
	
	RATEDCC






	SECOND CONTACT
	SECOND CONTACT  WELLS
	RATE
	
	
	
	
	
	RATELT






	ON BOARD
	ON BOARD   YES       NO
	ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI
	TD
	TL
	LOGISTICIAN
	TSP



	P110-125 MAF52920.pdf
	MATERIAL ASSESSMENT FORM
	
	
	EQUIPMENT STATUS
	PROBLEM STATUS
	CATEGORY
	EOC

	TYPE AVAILABILITY
	WHEN TO BE ACCOMPLISHED
	STATUS
	CAUSE
	DEFERRAL REASON

	MAN HRS EXPENDED
	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF AMR NO. 3 (5-292-0-E)
	THE STRUCTURAL COLUMNS AT FR 308, 24” OFF CENTERL
	WASTED BETWEEN THE TOP OF THE TRANSVERSE WEB AND THE DECK STRUCTURE ABOVE.
	RECOMMENDED REPAIRS


	CROP OUT AND REPLACE APPROX \(12\) LF OF 6” DI�
	PRIME AND PRESERVE NEW AND EXPOSED AREAS.  ACCOMPLISH IN
	CONJUNCTION WITH EM04-P004, P009, P013, P028, P031, P033, P043, P045, A170 AND A199.
	
	
	
	SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS/HUGHES, CDI


	CSMP SUMMARY
	CSMP SUMMARY                    AMR NO. 3  (5-292-0-E) COLUMN  WASTED
	TEST # MRC 1102/1
	ROOT CAUSE/AMPLIFICATIONH1
	STEP   #       1.a
	SYSTEM LEVEL IMPACT
	QTY
	NSN
	COST
	
	
	
	
	
	FIRST CONTACTHERBERT






	RATE
	
	
	
	
	
	RATEDCC






	SECOND CONTACT
	SECOND CONTACT  WELLS
	RATE
	
	
	
	
	
	RATELT






	ON BOARD
	ON BOARD   YES       NO
	ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI
	TD
	TL
	LOGISTICIAN
	TSP


	MATERIAL ASSESSMENT FORM
	
	
	EQUIPMENT STATUS
	PROBLEM STATUS
	CATEGORY
	EOC

	TYPE AVAILABILITY
	WHEN TO BE ACCOMPLISHED
	STATUS
	CAUSE
	DEFERRAL REASON

	MAN HRS EXPENDED
	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF AMR NO. 3 (5-292-0-E)
	THE TRANSVERSE WEB AT FR 308 IS SPORADICALLY HOLED AND SEVERELY
	WASTED BETWEEN THE SHELL AND THE FLANGE OF THE WEB.  THE WEB IS DETERIORATED FROM
	CENTERLINE TO ABOUT 72” OFF CENTERLINE PORT AND S
	RECOMMENDED REPAIRS


	CROP OUT AND REPLACE APPROX \(30\) SF OF ¼ ” P
	PRIME AND PRESERVE NEW AND EXPOSED AREAS.  ACCOMPLISH IN
	CONJUNCTION WITH EM04-P004, P009, P013, P028, P031, P033, P041, P045, A170 AND A199.
	
	
	
	SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS/HUGHES, CDI


	CSMP SUMMARY
	CSMP SUMMARY                    AMR NO. 3  (5-292-0-E) TRANSVERSE WEB WASTED
	TEST # MRC 1102/1
	ROOT CAUSE/AMPLIFICATIONH1
	STEP   #       1.a
	SYSTEM LEVEL IMPACT
	QTY
	NSN
	COST
	
	
	
	
	
	FIRST CONTACTHERBERT






	RATE
	
	
	
	
	
	RATEDCC






	SECOND CONTACT
	SECOND CONTACT  WELLS
	RATE
	
	
	
	
	
	RATELT






	ON BOARD
	ON BOARD   YES       NO
	ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI
	TD
	TL
	LOGISTICIAN
	TSP


	MATERIAL ASSESSMENT FORM
	
	
	EQUIPMENT STATUS
	PROBLEM STATUS
	CATEGORY
	EOC

	TYPE AVAILABILITY
	WHEN TO BE ACCOMPLISHED
	STATUS
	CAUSE
	DEFERRAL REASON

	MAN HRS EXPENDED
	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF AMR NO. 3 (5-292-0-E)
	VARIOUS GUSSETS AND CHOCKS ON THE FIREPUMP SEACHEST AT FR 304 STBD AND SSDG SW CLG
	PUMP SEACHEST AT FR 305 PORT ARE WASTED. THE SEACHEST ITSELF IS SATISFACTORY
	RECOMMENDED REPAIRS


	CROP OUT AND REPLACE APPROX \(10\) SF OF ¼ ” P
	PRIME AND PRESERVE NEW AND EXPOSED AREAS.  ACCOMPLISH IN
	CONJUNCTION WITH EM04-P004, P009, P013, P028, P031, P033, P041, P043, A170 AND A199.
	
	
	
	SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS/HUGHES, CDI


	CSMP SUMMARY
	CSMP SUMMARY                    AMR NO. 3  (5-292-0-E) SEACHEST GUSSETS WASTED
	TEST # MRC 1102/1
	ROOT CAUSE/AMPLIFICATIONH1
	STEP   #       1.a
	SYSTEM LEVEL IMPACT
	QTY
	NSN
	COST
	
	
	
	
	
	FIRST CONTACTHERBERT






	RATE
	
	
	
	
	
	RATEDCC






	SECOND CONTACT
	SECOND CONTACT  WELLS
	RATE
	
	
	
	
	
	RATELT






	ON BOARD
	ON BOARD   YES       NO
	ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI
	TD
	TL
	LOGISTICIAN
	TSP


	MATERIAL ASSESSMENT FORM
	
	
	EQUIPMENT STATUS
	PROBLEM STATUS
	CATEGORY
	EOC

	TYPE AVAILABILITY
	WHEN TO BE ACCOMPLISHED
	STATUS
	CAUSE
	DEFERRAL REASON

	MAN HRS EXPENDED
	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF AMR NO. 3 (5-292-0-E)
	LONGITUDINALS L10 AND L11 \(6 X 6 ½  X 13#\) A
	AND HOLED FROM FR 318 TO 321
	RECOMMENDED REPAIRS


	CROP OUT AND REPLACE APPROX. \(6\) LF OF 6 X 6�
	PRIME AND PRESERVE NEW AND EXPOSED AREAS.  ACCOMPLISH IN
	CONJUNCTION WITH EM04-P004, P009, P013, P028, P031, P033, P041, P043, P045, AND A199.
	
	
	
	SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS/HUGHES, CDI


	CSMP SUMMARY
	CSMP SUMMARY                    AMR NO. 3 (5-292-0-E) STIFFENERS  WASTED
	TEST # MRC 1102/1
	ROOT CAUSE/AMPLIFICATIONH1
	STEP   #       1.a
	SYSTEM LEVEL IMPACT
	QTY
	NSN
	COST
	
	
	
	
	
	FIRST CONTACTHERBERT






	RATE
	
	
	
	
	
	RATEDCC






	SECOND CONTACT
	SECOND CONTACT  WELLS
	RATE
	
	
	
	
	
	RATELT






	ON BOARD
	ON BOARD   YES       NO
	ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI
	TD
	TL
	LOGISTICIAN
	TSP


	MATERIAL ASSESSMENT FORM
	
	
	EQUIPMENT STATUS
	PROBLEM STATUS
	CATEGORY
	EOC

	TYPE AVAILABILITY
	WHEN TO BE ACCOMPLISHED
	STATUS
	CAUSE
	DEFERRAL REASON

	MAN HRS EXPENDED
	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT  INSPECTION OF AMR NO. 3 (5-292-0-E), THERE IS GENERAL PAINT
	FAILURE AND CORROSION THROUGHOUT THE BILGE AREAS, INCLUDING THE FWD AND AFT BHDS IN
	WAY OF THE BILGE AREAS. BILGE AREA IS DEFINED AS THE AREA FROM L14 PORT TO L14 STBD AND
	ADJACENT BHDS, FROM FR 292 TO 328, INCLUDING STRUCTURE ATTACHED TO THE SHELL.
	RECOMMENDED REPAIRS


	ACCOMPLISH AN ACID AND POWER TOOL CLEANING OF THE BILGE AREAS. PRIME AND PRESERVE
	SHELL,STRUCTURE AND TANK BHDS, INCLUDING THE AREAS OF THE FWD AND AFT TRANSV BHDS IN
	WAY OF THE BILGES.  AREA IS APPROXIMATELY 3000 SF OF TERRA COTTA SURFACES
	
	
	
	SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI


	CSMP SUMMARY
	CSMP SUMMARYAMR NO. 3 (5-292-0-E) BILGE AREAS CORRODED.
	TEST # MRC 1102/1
	ROOT CAUSE/AMPLIFICATIONH1
	STEP   #       1.f
	SYSTEM LEVEL IMPACT
	QTY
	NSN
	COST
	
	
	
	
	
	FIRST CONTACTHERBERT






	RATE
	
	
	
	
	
	RATEDCC






	SECOND CONTACT
	SECOND CONTACT  WELLS
	RATE
	
	
	
	
	
	RATELT






	ON BOARD
	ON BOARD   YES       NO
	ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI
	TD
	TL
	LOGISTICIAN
	TSP


	MATERIAL ASSESSMENT FORM
	
	
	EQUIPMENT STATUS
	PROBLEM STATUS
	CATEGORY
	EOC

	TYPE AVAILABILITY
	WHEN TO BE ACCOMPLISHED
	STATUS
	CAUSE
	DEFERRAL REASON

	MAN HRS EXPENDED
	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT  INSPECTION OF AMR NO. 3 (5-292-0-E), THERE IS GENERAL PAINT
	FAILURE AND CORROSION THROUGHOUT THE INTERNAL STRUCTURE BETWEEN THE UPPER LEVEL
	AND BILGE AREAS INCLUDING VARIOUS FOUNDATIONS AND GRATING SUPPORTS
	FROM FR 292 TO 328.
	RECOMMENDED REPAIRS


	REMOVE DECK GRATES AND MISCELLANEOUS OUTFITTINGS. ACCOMPLISH AN ACID AND POWER
	TOOL CLEANING OF THE INTERNAL STRUCTURE. PRIME AND PRESERVE ALL SURFACES.
	AREA IS APPROXIMATELY 1000 SF OF TERRA COTTA SURFACES
	
	
	
	SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI


	CSMP SUMMARY
	CSMP SUMMARYAMR NO. 3 (5-292-0-E) INTERNAL STRUCTURE CORRODED.
	TEST # MRC 1102/1
	ROOT CAUSE/AMPLIFICATIONH1
	STEP   #       1.f
	SYSTEM LEVEL IMPACT
	QTY
	NSN
	COST
	
	
	
	
	
	FIRST CONTACTHERBERT






	RATE
	
	
	
	
	
	RATEDCC






	SECOND CONTACT
	SECOND CONTACT  WELLS
	RATE
	
	
	
	
	
	RATELT






	ON BOARD
	ON BOARD   YES       NO
	ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI
	TD
	TL
	LOGISTICIAN
	TSP


	MATERIAL ASSESSMENT FORM
	
	
	EQUIPMENT STATUS
	PROBLEM STATUS
	CATEGORY
	EOC

	TYPE AVAILABILITY
	WHEN TO BE ACCOMPLISHED
	STATUS
	CAUSE
	DEFERRAL REASON

	MAN HRS EXPENDED
	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT  INSPECTION OF AMR NO. 3 (5-292-0-E), THERE IS DEEP PITTING
	ON THE SHELL BETWEEN CENTERLINE AND L4 (BHD) PORT, FROM FR 304 TO FR 310, PORTSIDE. THE
	ROOT CAUSE IS SALTWATER LEAKAGE FROM THE PUMP AND STRAINERS FOR THE SSDG CLG
	SYSTEM.
	RECOMMENDED REPAIRS


	CROP OUT AND REPLACE APPROX 36 SF OF ½” SHELL PL�
	PRIME AND PRESERVE NEW AND DISTURBED AREAS. ACCOMPLISH  IN CONJUNCTION WITH
	
	
	
	SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI


	CSMP SUMMARY
	CSMP SUMMARY                      AMR NO. 3 (5-292-0-E) SHELL PLATING WASTED.
	TEST # MRC 1102/1
	ROOT CAUSE/AMPLIFICATIONH1
	STEP   #       1.a
	SYSTEM LEVEL IMPACT
	QTY
	NSN
	COST
	
	
	
	
	
	FIRST CONTACTHERBERT






	RATE
	
	
	
	
	
	RATEDCC






	SECOND CONTACT
	SECOND CONTACT  WELLS
	RATE
	
	
	
	
	
	RATELT






	ON BOARD
	ON BOARD   YES       NO
	ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI
	TD
	TL
	LOGISTICIAN
	TSP


	MATERIAL ASSESSMENT FORM
	
	
	EQUIPMENT STATUS
	PROBLEM STATUS
	CATEGORY
	EOC

	TYPE AVAILABILITY
	WHEN TO BE ACCOMPLISHED
	STATUS
	CAUSE
	DEFERRAL REASON

	MAN HRS EXPENDED
	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF AMR NO. 3 (5-292-0-E)
	THE TRANSVERSE WEBS AT FR 324 AND 326 ARE HOLED AND WASTED AROUND THE ORIGINAL WEEP
	HOLES. EACH WEB IS WASTED BETWEEN THE STERN TUBE AND L1 PORT AND FROM THE SHELL UP
	12”.
	RECOMMENDED REPAIRS


	CROP OUT AND REPLACE APPROX \(4\) SF OF ¼ ” PL
	ARE PROERLY PLACED. PRIME AND PRESERVE NEW AND EXPOSED AREAS.  ACCOMPLISH IN
	CONJUNCTION WITH EM04-P004, P009, P013, P028, P031, P033, P041, PO43, P045, A170 AND A199.
	
	
	
	SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS/HUGHES, CDI


	CSMP SUMMARY
	CSMP SUMMARY                    AMR NO. 3  (5-292-0-E) TRANSVERSE WEB WASTED
	TEST # MRC 1102/1
	ROOT CAUSE/AMPLIFICATIONH1
	STEP   #       1.a
	SYSTEM LEVEL IMPACT
	QTY
	NSN
	COST
	
	
	
	
	
	FIRST CONTACTHERBERT






	RATE
	
	
	
	
	
	RATEDCC






	SECOND CONTACT
	SECOND CONTACT  WELLS
	RATE
	
	
	
	
	
	RATELT






	ON BOARD
	ON BOARD   YES       NO
	ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI
	TD
	TL
	LOGISTICIAN
	TSP


	MATERIAL ASSESSMENT FORM
	
	
	EQUIPMENT STATUS
	PROBLEM STATUS
	CATEGORY
	EOC

	TYPE AVAILABILITY
	WHEN TO BE ACCOMPLISHED
	STATUS
	CAUSE
	DEFERRAL REASON

	MAN HRS EXPENDED
	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF AMR NO. 3 (5-292-0-E)
	THE TRANSVERSE WEB BHD AND SUPPORTING STRUCTURE AT FR 316 IS SPORADICALLY HOLED
	AND SEVERELY WASTED FROM THE SHELL UP TO THE UPPER LEVEL. THE WEB IS DETERIORATED
	FROM CENTERLINE TO ABOUT 5’ TO PORT AND STBD OF C
	RECOMMENDED REPAIRS


	CROP OUT AND REPLACE APPROX (10) LF OF TRANSVERSE WEB BHD, INCLUDING SUPPORT
	STRUCTURE. PRIME AND PRESERVE NEW AND EXPOSED AREAS.  ACCOMPLISH IN
	CONJUNCTION WITH EM04-P004, P009, P013, P028, P031, P033, P041, P043, P045 AND A170 A199.
	
	
	
	SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS/HUGHES, CDI


	CSMP SUMMARY
	CSMP SUMMARY                    AMR NO. 3  (5-292-0-E) TRANSVERSE WEB WASTED
	TEST # MRC 1102/1
	ROOT CAUSE/AMPLIFICATIONH1
	STEP   #       1.a
	SYSTEM LEVEL IMPACT
	QTY
	NSN
	COST
	
	
	
	
	
	FIRST CONTACTHERBERT






	RATE
	
	
	
	
	
	RATEDCC






	SECOND CONTACT
	SECOND CONTACT  WELLS
	RATE
	
	
	
	
	
	RATELT






	ON BOARD
	ON BOARD   YES       NO
	ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI
	TD
	TL
	LOGISTICIAN
	TSP


	MATERIAL ASSESSMENT FORM
	
	
	EQUIPMENT STATUS
	PROBLEM STATUS
	CATEGORY
	EOC

	TYPE AVAILABILITY
	WHEN TO BE ACCOMPLISHED
	STATUS
	CAUSE
	DEFERRAL REASON

	MAN HRS EXPENDED
	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF AMR NO. 3  (5-292-0-E),
	THE BHD INSULATION WAS FOUND SATURATED AND THE BHD FROM THE LOWER EDGE OF THE
	INSULATION UP TO BOTTOM OF THE SSDG ENCLOSURE, FROM FR 308 TO 324,  PORT SIDE, WAS
	CORRODED.
	RECOMMENDED REPAIRS


	REMOVE APPROX. 64 SF OF SATURATED BHD INSULATION.
	REMOVE CORROSION EXPOSED BY REMOVALS. PRIME AND PRESERVE BHD
	
	
	
	SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI


	CSMP SUMMARY
	CSMP SUMMARY                       AMR NO. 3 (5-292-0-E) SHELL INSULATION SATURATED.
	TEST # MRC 1102/1
	ROOT CAUSE/AMPLIFICATIONH1
	STEP   #       1.e
	SYSTEM LEVEL IMPACT
	QTY
	NSN
	COST
	
	
	
	
	
	FIRST CONTACTHERBERT






	RATE
	
	
	
	
	
	RATEDCC






	SECOND CONTACT
	SECOND CONTACT  WELLS
	RATE
	
	
	
	
	
	RATELT






	ON BOARD
	ON BOARD   YES       NO
	ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI
	TD
	TL
	LOGISTICIAN
	TSP


	MATERIAL ASSESSMENT FORM
	
	
	EQUIPMENT STATUS
	PROBLEM STATUS
	CATEGORY
	EOC

	TYPE AVAILABILITY
	WHEN TO BE ACCOMPLISHED
	STATUS
	CAUSE
	DEFERRAL REASON

	MAN HRS EXPENDED
	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT I INSPECTION OF AMR NO. 3 (5-292-0-E),
	THE FOUNDATIONS FOR THE FOLLOWING EQUIPMENT WERE FOUND CORRODED.
	NO. 4 FIRE PUMP, NO.5 FIRE PUMP, WASTEWATER DRAIN PUMP AND SSDG SW CIRC PUMP.
	RECOMMENDED REPAIRS


	REMOVE CORROSION FROM SURFACES INDICATED ABOVE.
	PRIME AND PRESERVE FOUNDATION. (APPROX 220 SF OF TERRA COTTA SURFACE)
	
	
	
	SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS /HUGHES, CDI


	CSMP SUMMARY
	CSMP SUMMARY                   AMR NO. 3 (5-292-0-E)   FDNS CORRODED.
	TEST # MRC 1102/1
	ROOT CAUSE/AMPLIFICATIONH1
	STEP   #       1.d
	SYSTEM LEVEL IMPACT
	QTY
	NSN
	COST
	
	
	
	
	
	FIRST CONTACTHERBERT






	RATE
	
	
	
	
	
	RATEDCC






	SECOND CONTACT
	SECOND CONTACT  WELLS
	RATE
	
	
	
	
	
	RATELT






	ON BOARD
	ON BOARD   YES       NO
	ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI
	TD
	TL
	LOGISTICIAN
	TSP


	MATERIAL ASSESSMENT FORM
	
	
	EQUIPMENT STATUS
	PROBLEM STATUS
	CATEGORY
	EOC

	TYPE AVAILABILITY
	WHEN TO BE ACCOMPLISHED
	STATUS
	CAUSE
	DEFERRAL REASON

	MAN HRS EXPENDED
	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF AMR NO. 3 (5-292-0-E),
	APPROX. 5 SF OF THE 5-292-1-W TANK AFT BHD PLATING ON THE STBDSIDE, FR 297, FROM L1 STBD
	TO L2 STBD IS SEVERELY WASTED
	RECOMMENDED REPAIRS


	CROP OUT AND REPLACE APPROX 5 SF OF \(.25”\) T�
	ABOVE. PRIME AND PRESERVE NEW AND EXPOSED AREAS.  ACCOMPLISH IN
	CONJUNCTION WITH EM04-P004, P009, P013, P031, P033, P041, P043, P045, A170 AND A199.
	
	
	
	SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS/HUGHES, CDI


	CSMP SUMMARY
	CSMP SUMMARY                    AMR NO. 3 (5-292-0-E) TNK BHD PLATE  WASTED
	TEST # MRC 1102/1
	ROOT CAUSE/AMPLIFICATIONH1
	STEP   #       1.a
	SYSTEM LEVEL IMPACT
	QTY
	NSN
	COST
	
	
	
	
	
	FIRST CONTACTHERBERT






	RATE
	
	
	
	
	
	RATEDCC






	SECOND CONTACT
	SECOND CONTACT  WELLS
	RATE
	
	
	
	
	
	RATELT






	ON BOARD
	ON BOARD   YES       NO
	ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI
	TD
	TL
	LOGISTICIAN
	TSP


	MATERIAL ASSESSMENT FORM
	
	
	EQUIPMENT STATUS
	PROBLEM STATUS
	CATEGORY
	EOC

	TYPE AVAILABILITY
	WHEN TO BE ACCOMPLISHED
	STATUS
	CAUSE
	DEFERRAL REASON

	MAN HRS EXPENDED
	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF  AMR NO. 3 (5-292-0-E),
	APPROX. 10LF OF DECK PLATE SUPPORT ANGLES ON THE STBDSIDE, LOWER LEVEL, FR 300,
	24” OUTBD OF CENTERLINE AND 18 LF OF DECK PLATE S
	LOWER LEVEL, FR 310 TO FR 316, BETWEEN L1 AND L2 STBD, ARE SEVERELY WASTED.
	RECOMMENDED REPAIRS


	CROP OUT AND REPLACE APPROX 28 LF OF 2 ½ X 2 ½ X
	PRIME AND PRESERVE NEW AND EXPOSED AREAS.  ACCOMPLISH IN CONJUNCTION WITH EM04-P004,
	P009, P013, P028, P033, P041, P045, A170 AND A199.
	
	
	
	SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS/HUGHES, CDI


	CSMP SUMMARY
	CSMP SUMMARY                    AMR NO. 3 (5-292-0-E) DECK PLATE SUPPORTS  WASTED
	TEST # MRC 1102/1
	ROOT CAUSE/AMPLIFICATIONH1
	STEP   #       1.c
	SYSTEM LEVEL IMPACT
	QTY
	NSN
	COST
	
	
	
	
	
	FIRST CONTACTHERBERT






	RATE
	
	
	
	
	
	RATEDCC






	SECOND CONTACT
	SECOND CONTACT  WELLS
	RATE
	
	
	
	
	
	RATELT






	ON BOARD
	ON BOARD   YES       NO
	ASSESSOR / ACT / TECH ID#   SPORT 221/ A. DAVIS/ HUGHES, CDI
	TD
	TL
	LOGISTICIAN
	TSP


	MATERIAL ASSESSMENT FORM
	
	
	EQUIPMENT STATUS
	PROBLEM STATUS
	CATEGORY
	EOC

	TYPE AVAILABILITY
	WHEN TO BE ACCOMPLISHED
	STATUS
	CAUSE
	DEFERRAL REASON

	MAN HRS EXPENDED
	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF AMR NO. 3 (5-292-0-E)
	LONGITUDINAL L2 \(9 x 7 ½ x 25#\) STBD IS SEVE
	ROOT CAUSE IS INACCESSABILITY FOR MAINTENANCE.
	RECOMMENDED REPAIRS


	CROP OUT AND REPLACE APPROX \(3\) LF OF 9 x 7 �
	PRIME AND PRESERVE NEW AND EXPOSED AREAS.  ACCOMPLISH IN
	CONJUNCTION WITH EM04- P004, P009, P013, P028, P031, P041, P043, P045, A170 AND A199.
	
	
	
	SSPORT  C221  POC: J. BRUCKNER (757) 396-4001,   TPOC:  A. DAVIS/HUGHES, CDI


	CSMP SUMMARY
	CSMP SUMMARY                    AMR NO. 3  (5-292-0-E) STIFFENER  WASTED
	TEST # MRC 1102/1
	ROOT CAUSE/AMPLIFICATIONH1
	STEP   #       1.a
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	TYPE AVAILABILITY
	WHEN TO BE ACCOMPLISHED
	STATUS
	CAUSE
	DEFERRAL REASON

	MAN HRS EXPENDED
	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF STEERING (5-368-01-E),
	THE BILGE AREAS IN THE PARTIALLY ENCLOSED AREAS, PORT SIDE, FR 368 TO 384 AND STBD SIDE,
	FR 368 TO FR 371, INCLUDING THE TRANSVERSE BHDS IN WAY OF THE BILGE AREAS, WERE FOUND
	CORRODED.
	RECOMMENDED REPAIRS


	REMOVE CORROSION FROM SURFACES INDICATED ABOVE.
	PRIME AND PRESERVE 200 SF OF TERRA COTTA BILGE AREA.
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	MAN HRS EXPENDED0001
	MAN HRS REMAINING
	COMPLETED ACTION TAKEN
	S/F MANHOURS
	PRIORITY
	SAFETY HAZARD

	DISCREPANCY DE SCRIPTION: PER SEMAT INSPECTION OF STEERING (5-368-01-E),
	THE SHELL INSULATION WAS FOUND SATURATED AND THE SHELL AND STIFFENERS WERE
	CORRODED FROM THE LOWER EDGE OF THE INSULATION UP TO THE OVHD, FR 368 TO 376,
	STBD SIDE, AND FROM THE DECK UP 18”, FR 376 TO FR
	RECOMMENDED REPAIRS


	REMOVE APPROX. 110 SF OF SATURATED SHELL INSULATION.
	REMOVE CORROSION EXPOSED BY REMOVALS. PRIME AND PRESERVE SHELL EXPOSED BY
	INSULATION REMOVALS. INSTALL NEW INSULATION IN PLACE OF THAT REMOVED. PAINT NEW
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